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*** 1st Change ***
2
References

The following documents contain provisions which, through reference in this text, constitute provisions of the present document.
-
References are either specific (identified by date of publication, edition number, version number, etc.) or non‑specific.

-
For a specific reference, subsequent revisions do not apply.

-
For a non-specific reference, the latest version applies. In the case of a reference to a 3GPP document (including a GSM document), a non-specific reference implicitly refers to the latest version of that document in the same Release as the present document.

[1]
3GPP TR 21.905: "Vocabulary for 3GPP Specifications".
[2]
3GPP TS 23.502: "Procedures for the 5G system".

[3]
3GPP TS 23.501: "System Architecture for the 5G".

[4]
3GPP TS 29.122: "T8 reference point for northbound Application Programming Interfaces (APIs)".

[5]
Open API Initiative, "OpenAPI 3.0.0 Specification", https://github.com/OAI/OpenAPI-Specification/blob/master/versions/3.0.0.md.

[6]
3GPP TS 33.501: "Security architecture and procedures for 5G System".

[7]
3GPP TS 29.514: "5G System; Policy Authorization Service; Stage 3".

[8]
3GPP TS 29.571: "5G System; Common Data Types for Service Based Interfaces; Stage 3".

[9]
3GPP TS 29.521: "5G System; Binding Support Management Service; Stage 3".

[10]
3GPP TS 29.505: "5G System; Usage of the Unified Data Repository services for Subscription Data; Stage 3".

[11]
3GPP TS 23.222: "Common API Framework for 3GPP Northbound APIs; Stage 2".

[12]
3GPP TS 29.222: "Common API Framework for 3GPP Northbound APIs; Stage 3".

[13]
IETF RFC 6749: "The OAuth 2.0 Authorization Framework".

[14]
3GPP TS 33.122: "Security Aspects of Common API Framework for 3GPP Northbound APIs".

[15]
Void.

[16]
IETF RFC 5246: "The Transport Layer Security (TLS) Protocol Version 1.2".
[TS29519]
3GPP TS 29.519: "5G System; Usage of the Unified Data Repository service for Policy Control Data, Application Data and Structured Data for Exposure; Stage 3".
*** 2nd Change ***
4.4.2
Procedures for Monitoring

The procedures for monitoring as described in subclause 4.4.2 of 3GPP TS 29.122 [4] shall be applicable in 5GS with the following differences:

-
description of the SCS/AS applies to the AF;
-
description of the SCEF applies to the NEF;

-
description of the HSS applies to the UDM, and the NEF shall interact with the UDM by using Nudm_EventExposure service;

-
description of the MME/SGSN applies to the AMF, and the NEF shall interact with the AMF by using Namf_EventExposure service;

-
description about the PCRF is not applicable;
-
description about the change of IMSI-IMEI(SV) association monitoring event applies to the change of SUPI-PEI association monitoring event; and
-
when sending the UDM/AMF event report to the AF, the NEF may store the event data in the report in the UDR as part of the data for exposure as specified in 3GPP TS 29.519 [TS29519] by using Nudr_DataRepository service as specified in 3GPP TS 29.504 [ww].
*** End of Changes ***

