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***** Next change *****
6.2.4.1
General

The transmission participant shall behave according to the state diagram and the state transitions specified in this subclause.

Figure 6.2.4.1-1 shows the state diagram for 'Transmission participant state transition diagram for basic transmission control operation'.
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Figure 6.2.4.1-1: Transmission participant state transition diagram for basic transmission control operation.

State details are explained in the following subclauses.

If a transmission control message arrives in a state where there is no specific procedure specified for received transmission control message, the transmission participant shall discard the transmission control message and shall remain in the current state.

NOTE:
A badly formatted transmission control message received in any state is ignored by the transmission participant and does not cause any change of the current state.

***** Next change *****
6.2.4.4.7
Send Transmission end request message (Click Transmission end button)

Upon receiving an indication from the user to end the Transmission request, the transmission participant:

1.
shall send a Transmission end request message towards the transmission control server. The Transmission end request message, if the session is a broadcast call and if the session was established as a normal call, shall include the Transmission Indicator with the A-bit set to '1' (Normal call);
2.
shall stop time T100 (Transmission Request)
3.
shall start timer T101 (Transmission End Request) and initialize counter C101 (Transmission End Request) to 1; and

4.
shall enter the 'U: pending end of transmission' state.

***** Next change *****
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