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***** Next change *****
7.2.3.5.12
Receive RTP media (R: RTP media)

Upon receiving RTP media packets and with SSRC not associated with any transmitter stored in the transmitter list, the transmission participant:
1.
shall request the MCVideo client to render the received RTP media packets;
2.
shall store the SSRC of RTP media packet in the transmitter list as unknown user;
3.
shall start timer T203 (End of RTP media) associated with the SSRC; and

4.
shall remain in 'O: transmission arbitration' state.
Otherwise, if SSRC of transmission participant sending the media matches the stored SSRC of a user in transmitter list, the transmission participant:

1.
shall request the MCVideo client to render the received RTP media packets;

2.
shall restart timer T203 (End of RTP media) associated with the User ID; and

3.
shall remain in 'O: transmission arbitration' state.

***** Next change *****
7.2.3.6.5
Receive RTP media (R: RTP media)

Upon receiving RTP media packets and with SSRC not associated with any transmitter stored in the transmitter list, the transmission participant:
1.
shall request the MCVideo client to render the received RTP media packets;
2.
shall store the SSRC of RTP media packet in the transmitter list as unknown user;
3.
shall start timer T203 (End of RTP media) associated with the SSRC; and

4.
shall remain in 'O: has permission' state.
Otherwise, if SSRC of transmission participant sending the media matches the stored SSRC of a user in transmitter list, the transmission participant:

1.
shall request the MCVideo client to render the received RTP media packets;

2.
shall restart timer T203 (End of RTP media) associated with the User ID; and

3.
shall remain in 'O: has permission' state.

***** Next change *****
7.2.3.7.2
Receive RTP media (R: RTP media)

Upon receiving RTP media packets and with SSRC not associated with any transmitter stored in the transmitter list, the transmission participant:
1.
shall request the MCVideo client to render the received RTP media packets;
2.
shall store the SSRC of RTP media packet in the transmitter list as unknown user;
3.
shall start timer T203 (End of RTP media) associated with the SSRC; and

4.
shall remain in 'O: pending request' state.
Otherwise, if SSRC of transmission participant sending the media matches the stored SSRC of a user in transmitter list, the transmission participant:

1.
shall request the MCVideo client to render the received RTP media packets;

2.
shall restart timer T203 (End of RTP media) associated with the User ID; and

3.
shall remain in 'O: pending request' state.

***** Next change *****
7.2.3.8.2
Receive RTP media (R: RTP Media)

Upon receiving RTP media packets and with SSRC not associated with any transmitter stored in the transmitter list, the transmission participant:
1.
shall request the MCVideo client to render the received RTP media packets;
2.
shall store the SSRC of RTP media packet in the transmitter list as unknown user;
3.
shall start timer T203 (End of RTP media) associated with the SSRC; and

4.
shall remain in 'O: pending delegated' state.
Otherwise, if SSRC of transmission participant sending the media matches the stored SSRC of a user in transmitter list, the transmission participant:

1.
shall request the MCVideo client to render the received RTP media packets;

2.
shall restart timer T203 (End of RTP media) associated with the User ID; and

3.
shall remain in 'O: pending delegated' state.

***** Next change *****
7.2.3.8.9
Receive Transmission Arbitration Taken message (R: Transmission Arbitration Taken)

When a Transmission Arbitration Taken message is received and if the User ID in the Transmission Arbitration Taken message matches with the stored User ID of next transmission arbitrator, the transmission participant:

1.
shall set the stored current transmission arbitrator to the <User ID> value in the User ID field in the Transmission Arbitration Taken message; and

2.
shall remain in 'O: pending delegated' state.

***** Next change *****
