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	Reason for change:
	5G CIoT requires the UE to select a CN based on the UE’s preferred network behaviour (PNB). This needs to be specified in stage 3 as it has been specified in stage 2.
From section 5.31.3 in TS 23.501:

“When the UE performs the registration procedure it includes its Preferred Network Behaviour (for 5G and EPC) in the Registration Request message and the AMF replies with the 5G Supported Network Behaviour in the Registration Accept message.”

The above is also needed when the UE performs an attach, or tracking area update, in EPS i.e. the UE should indicate its preferred network behavior for 5GS CIoT optimizations and also the supported 5GS CIoT optimizations.

Note that this should be the same as what the UE indicates when it registers in 5GS which is as follows from section 5.31.2 in TS 23.501:

“At registration, a UE includes its 5G Preferred Network Behaviour indicating the network behaviour the UE can support and what it would prefer to use.

NOTE:
If the UE supports S1-mode then the UE will indicate the supported EPS Network Behaviour Information in the S1 UE network capability IE.”
Note that the UE’s PNB for 5G CIoT should be provided in a new IE so that the UE does not send existing non-cleartext IEs (e.g. 5GMM capability IE) in EPC since non-cleartext IEs have other information that should not be sent in the clear. Hence a new IE is needed to indicate PNB for 5GS CIoT and also the supported 5GS CIoT optimizations while in EPS. 

	
	

	Summary of change:
	Create a new sub-section for CN selection for devices that use control plane CIoT 5GS optimizations.
Also, the UE when performing attach, or tracking area update, shall indicate its preferred network behaviour and it’s supported CIoT 5GS optimizations. 

	
	

	Consequences if not approved:
	The UE cannot perform CN selection
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***** Next change *****
5.3.X
Core Network selection and redirection for UEs using CIoT optimizations
5.3.X.1
Core network selection
A UE that supports CIoT optimizations performs core network selection as specified in subclause 4.8.4A.X of 3GPP TS 24.501 [54].
5.3.X.2
Redirection of the UE by the core network
Editor's note:
redirection of the UE is FFS.
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