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	Reason for change:
	1) For the “5GSM Capability” IE:
· Only after the first inter-system change from S1 mode to N1 mode, UE needs to include this IE in the PDU SESSION MODIFICATION REQUEST message for a PDN connection established when in S1 mode, and the UE is operating in single-registration mode in the network supporting N26 interface. However, the emphasized first still missing in subcluase 8.3.7.2
· In addition to the first inter-system change condition, this IE is also included in the PDU SESSION MODIFICATION REQUEST message when the UE requests to revoke the previously indicated support for reflective QoS.

2) For the description of “Maximum number of supported packet filters” IE in subclause 8.3.7.4, the key word “first” is also missing. The reason is the same as 1).
3) For the description of “Always-on PDU session requested” IE in the PDU SESSION MODIFICATION REQUEST message, a simple copy of clause 8.3.1.7, which describes the “Always-on PDU session requested” IE in the PDU SESSION ESTABLISHMENT REQUEST message, seems to be directly applied to clause 8.3.7.5. Actually, the reason is same as 1), UE includes this IE in the PDU SESSION MODIFICATION REQUEST message only after the first inter-system change from S1 mode to N1 mode.


	
	

	Summary of change:
	Add the key word “first” for the the decriptions of “5GSM capabilities” IE and “Maximum number of supported packet filters” IE in the PDU SESSION MODIFICATION REQUEST message.

Clarify that except for the first inter-system change condition, 5GSM capability IE also needs to be included in the message when the UE requests to revoke the previously indicated support for reflective QoS.

Correct the description of “Always-on PDU session requested” IE in the PDU SESSION MODIFICATION REQUEST message.

Interoperability impact analysis:
There is no backward compatibility issue introduced by the changes.

	
	

	Consequences if not approved:
	The descriptions of “5GSM parameters”, “capabilities” and “Always-on PDU session” IE in PDU SESSION MODIFICATION REQUEST message are incorrect. Only after the first inter-system change from S1 mode to N1 mode, UE needs to include this IE in the PDU SESSION MODIFICATION REQUEST message.
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*** Next change ***
[bookmark: _Toc4677583]8.3.7.2	5GSM capability
This IE is included in the message:
 1)	for a PDN connection established when in S1 mode, after the first inter-system change from S1 mode to N1 mode, if the UE is operating in single-registration mode in the network supporting N26 interface and:
a)	if the PDU session is of "IPv4", "IPv6", "IPv4v6" or "Ethernet" PDU session type, and the UE supports reflective QoS or revokes the previously indicated support of reflective QoS; or
b)	if the PDU session is of "IPv6" or "IPv4v6" PDU session type, and the UE supports multi-homed IPv6 PDU session.; or
2)	if the UE needs to revoke the previously indicated support of reflective QoS.
*** Next change ***
[bookmark: _Toc533172353]8.3.7.4	Maximum number of supported packet filters
This IE shall be included in the message for a PDN connection established when in S1 mode, after the first inter-system change from S1 mode to N1 mode, if the UE is operating in single-registration mode in the network supporting N26 interface, when the selected PDU session type is "IPv4", "IPv6", "IPv4v6" or "Ethernet", and the UE can support more than 16 packet filters for this PDU session, and the UE is sending the message after an inter-system change from S1 mode to N1 mode.
*** Next change ***
[bookmark: _Toc533172354]8.3.7.5	Always-on PDU session requested
The UE shall include this IE if the UE requests to establish a PDU session as an always-on PDU session.This IE shall be included in the message for a PDN connection established when in S1 mode, after the first inter-system change from S1 mode to N1 mode, if the UE is operating in single-registration mode in the network supporting N26 interface and the UE requests the PDU session to be an always-on PDU session in the 5GS.
[bookmark: _GoBack]*** Next change ***



