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	Reason for change:
	According to 24.301 cl. 5.4.3.2:
The MME shall only reset downlink NAS COUNT counter and use it to integrity protect the initial SECURITY MODE COMMAND message if the security mode control procedure is initiated:
    - to take into use the EPS security context created after a successful execution of the EPS authentication procedure; or
    - upon receipt of TRACKING AREA UPDATE REQUEST message including a GPRS ciphering key sequence number IE, if the MME wishes to create a mapped EPS security context (i.e. the type of security context flag is set to "mapped security context" in the NAS key set identifier IE included in the SECURITY MODE COMMAND message).“
The test case should be modifed to starts authentication only if GPRS ciphering key sequence number IE is present in the TAU Request from UE and mapped security context is created.  

	
	

	Summary of change:
	cl. 10.1.6.4.2: modify the test procedure in step g) to start the authentication only if GPRS ciphering key sequence number IE is present in the TAU Request from UE and mapped security context is created.  

	
	

	Consequences if not approved:
	The test procedure does not reflect the behaviour specified in 24.301 
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[bookmark: _Toc3203978][bookmark: _Toc3203984]10.1.6	CSG selection in E-UTRA with no CSG list on USIM, with IMSI change
[………..]
10.1.6.4.2	Procedure
a)	The UE is powered on.
b)	After receipt of an RRCConnectionRequest from the UE on the E-UTRAN-cell related to the BCCH transmitting TAI 246/081/0001, the E-USS sends RRCConnectionSetup to the UE, followed by RRCConnectionSetupComplete sent by the UE to the E-USS.
c)	During registration and after receipt of an AttachRequest from the UE, the E-USS initiates authentication, starts integrity by using the security procedure and sends AttachAccept with to the following parameters the UE:
	TAI (MCC/MNC/TAC):	246/081/ 0001
	GUTI:		"24608100010266345678"
d)	After receipt of the AttachComplete during registration from the UE, the E-USS sends RRCConnectionRelease to the UE.
e)	The MMI of the UE is used to perform manual CSG selection. The UE shall indicate the availability of a cell with csg-Identity 04 for PLMN 246/081. The user shall select this cell by using the MMI.
f)	After receipt of an RRCConnectionRequest from the UE on the E-UTRAN-cell related to the BCCH transmitting TAI 246/081/0002, the E-USS sends RRCConnectionSetup to the UE, followed by RRCConnectionSetupComplete sent by the UE to the E-USS.
g)	During registration and after receipt of a TrackingAreaUpdateRequest from the UE, the E-USS may initiates authentication, may starts integrity by using the security procedure and sends TrackingAreaUpdateAccept with the following parameters to the UE:
	TAI (MCC/MNC/TAC):	246/081/ 0002
	GUTI:		"24608100010266345699"
h)	After receipt of the TrackingAreaUpdateComplete during registration from the UE, the E-USS sends RRCConnectionRelease to the UE.
i)	The UE is switched off and performs the Detach procedure.
j)	A new UICC with the following configuration is activated:
	The default UICC with the following exception: The IMSI is set to "246081222233333". 
k)	The E-USS shall change the BCCH for the cell transmitting TAI 246/081/0001 to the following network parameters:
	- csg-Indication:	TRUE
	- csg-Identity:	06
l)	The UE is powered on.
m)	After 2 minutes the UE is soft powered down.

