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*** Next change ***
[bookmark: _Toc510544018][bookmark: _Toc880314]4.4.11.10	EFNSI (Network Specific Identifier)
If service n°130 is "available", this file shall be present.
This EF contains the SUPI consisting of a network specific identifier in NAI format, as specified in TS 23.003 [25]. The SUPI contained in this EF shall not be an IMSI.
	Identifier: '4F09'
	Structure: transparent
	Optional

	SFI: '09'
	

	File size: X Z bytes (Z ≥ X)
	Update activity: low

	Access Conditions:
	READ	PIN
	UPDATE	ADM
	DEACTIVATE	ADM
	ACTIVATE	ADM


	Bytes
	Description
	M/O
	Length

	1 to X
	Network specific Specific identifier Identifier TLV data objectin NAI format
	M
	X bytes



· Network Specific Identifier TLV data objectin NAI format:

Contents:
This data object contains the Network specific Specific identifier Identifier in NAI format as Subscription Permanent Identifier, as specified in 3GPP TS 23.003 [4].
Coding:
	Description
	Value
	M/O
	Length (bytes)

	Network Specific Identifier Tag
	'80'
	M
	1

	Length
	L
	M
	Note 1

	Network Specific Identifier
	--
	M
	L

	Note 1:	The length is coded according to ISO/IEC 8825-1 [35]



The Network Specific Identifier in NAI format is a NAI constructed as specified in IETF RFC 7542 and encoded as UTF-8 string.



*** Next change ***
[bookmark: _Toc2864953]Annex D (informative):
Tags defined in 31.102

	Tag
	Name of Data Element
	Usage

	'43'
	Full name for network IEI
	PLMN Network Name (EFPNN)

	…
	…
	…

	'80'
	ICE Free Format Label tag
	In Case of Emergency – Free Format (EFICE-FF)

	'80'
	HPLMN ProSe Function tag
	Address of the HPLMN ProSe Function (EFPROSEFUNC)

	'80'
	ProSe Group Counter
	Counter for ProSe group (EFPROSE_GC)

	'80'
	ProSe ServerAddress tag
	Server address for usage information reports (EFPROSE_UIRC)

	'80'
	Home ePDG Identifier TLV
	Home ePDG Identifier (EFePDGId)

	'80'
	ePDG Selection Information TLV
	ePDG Selection Information (EFePDGSelection)

	'80'
	Emergency ePDG Identifier TLV
	Emergency ePDG Identifier (EFePDGIdEm)

	'80'
	ePDG Selection Information for Emergency Services TLV
	ePDG Selection Information for Emergency Services (EFePDGSelectionEm)

	'80'
	XCAP_conn_params_policy TLV TAG
	EFXCAPConfigData

	'80'
	IMS configuration data encoding
	EFIMSConfigData

	'81'
	IMS configuration data
	EFIMSConfigData

	'80'
	KAUSF tag
	EF5GAUTHKEYS

	'80'
	Protection Scheme Identifier List data object tag
	Protection Scheme Identifier List (EFSUCI_Calc_Info)

	'80'
	[bookmark: _GoBack]Network Specific Identifier TLV data object tag
	Network Specific Identifier (EFNSI)

	'81'
	B-TID tag
	GBA NAF List (EFGBANL)

	'81'
	Icon Tag (Icon link is record number)
	Service Provider Name Icon (EFSPNI)

	'81'
	Master key tag
	WLAN Reauthentication Identity (EFWRI)

	'81'
	Time Stamp counter tag
	MBMS User Key (EFMUK)

	'81'
	MMS  User preference profile name tag
	MMS User Preference (EFMMSUP)

	'81'
	Login Tag
	Network Connectivity Parameters for USIM IP connections (EFNCP-IP)

	'81'
	NMO I Behaviour Tag
	Non Access Stratum Configuration (EFNASCONFIG)

	'81'
	Graphics CSG Type tag (Icon link is record number)
	CSG Type (EFCSGT)

	'81'
	ICE Free Format Content tag
	In Case of Emergency – Free Format (EFICE-FF)

	'81'
	MM File Identifier / SFI tag
	Multimedia Messages List (EFMML)

	'81'
	ProSe CollectionPeriod tag
	Collection Period Parameter (EFPROSE_UIRC)

	…
	…
	…

	'DE'
	GBA Security Context NAF Derivation Mode tag
	Response to AUTHENTICATE



NOTE:	the value 'FF' is an invalid tag value. For ASN.1 tag assignment rules see ISO/IEC 8825-1 [35]

*** End change ***
