
3GPP TSG-CT WG4 Meeting #90
C4-191497
Xi'an, P.R.China; 08th – 12th April 2019

	CR-Form-v11.4

	CHANGE REQUEST

	

	
	29.503
	CR
	0160
	rev
	3
	Current version:
	15.3.0
	

	

	For HELP on using this form: comprehensive instructions can be found at 
http://www.3gpp.org/Change-Requests.

	


	Proposed change affects:
	UICC apps
	
	ME
	
	Radio Access Network
	
	Core Network
	X


	

	Title:

	Add trace data retrieval procedure

	
	

	Source to WG:
	Huawei

	Source to TSG:
	CT4

	
	

	Work item code:
	5GS_Ph1-CT
	
	Date:
	2019-03-17

	
	
	
	
	

	Category:
	F
	
	Release:
	Rel-15

	
	Use one of the following categories:
F  (correction)
A  (mirror corresponding to a change in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)

Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
Rel-8
(Release 8)
Rel-9
(Release 9)
Rel-10
(Release 10)
Rel-11
(Release 11)
Rel-12
(Release 12)
Rel-13
(Release 13)
Rel-14
(Release 14)
Rel-15
(Release 15)
Rel-16
(Release 16)

	
	

	Reason for change:
	Add the procedure of trace data retrieval in subclause of subclause 5.2.2.2. The API has been defined in clause 6.

	
	

	Summary of change:
	Add the procedure of trace data retrieval in clause 5.

	
	

	Consequences if not approved:
	Trace data retrieval procedure is missing in subclause of clause 5.

	
	

	Clauses affected:
	5.2.2.2.1, 5.2.2.2.x

	
	

	
	Y
	N
	
	

	Other specs
	
	X
	 Other core specifications

	TS/TR ... CR ... 

	affected:
	
	X
	 Test specifications
	TS/TR ... CR ... 

	(show related CRs)
	
	X
	 O&M Specifications
	TS/TR ... CR ... 

	
	

	Other comments:
	This CR does not require a version update of any OpenAPI specification file.


* * * First Change * * * *
5.2.2.2.1
General

The following procedures using the Get service operation are supported:

-
Slice Selection Subscription Data Retrieval

-
Access and Mobility Subscription Data Retrieval

-
SMF Selection Subscription Data Retrieval

-
Session Management Subscription Data Retrieval

-
SMS Subscription Data Retrieval

-
SMS Management Subscription Data Retrieval

-
UE Context in SMF Data Retrieval
-
UE Context in SMSF Data Retrieval
-
Retrieval Of Multiple Data Sets

-
Identifier Translation

-
Shared Subscription Data Retrieval
-
Trace Data Retrieval
When the feature SharedData (see subclause 6.1.8) is supported and the retrieved UE-individual data (i.e. data other than Shared Subscription Data) contain SharedDataIds, the NF service consumer shall also retrieve the shared data identified by the received shared data Ids unless the identified shared data are already available at the NF service consumer. The order of sequence of sharedDataIds within UE-individual data is significant: Individual data take precedence over shared data; shared data "SharedDataX" identified by a sharedDataId X takes precedence over shared data "SharedDataY" identified by a sharedDataId Y if X appears before Y within the list of SharedDataIds in the UE-individual data.
* * * Next Change * * * *
5.2.2.2.x
Trace data Retrieval

Figure 5.2.2.2.x-1 shows a scenario where the NF service consumer (e.g. AMF, SMF) sends a request to the UDM to receive the UE's trace data. The request contains the UE's identity (/{supi}), the type of the requested information (/trace-data) and query parameters.
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Figure 5.2.2.2.x-1: Requesting a UE's trace Data

1.
The NF service consumer (e.g. AMF, SMF) shall send a GET request to the resource representing the UE's trace Data, with query parameters. 

2a.
On Success, the UDM shall respond with "200 OK" with the message body containing the UE's trace data response as relevant for the requesting NF service consumer. 

2b.
If there is no valid subscription data for the UE, HTTP status code "404 Not Found" shall be returned including additional error information in the response body (in the "ProblemDetails" element).
On failure, the appropriate HTTP status code indicating the error shall be returned and appropriate additional error information should be returned in the GET response body.
* * * End of Changes * * * *
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