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	Reason for change:
	There is no use case for the ngapCause attribute in UeContextCreatedData. 

The NGAP HANDOVER_REQUEST_ACKNOWLEGDE may contain ngapCause IEs e.g. when not all PDU sessions can be accepted by the target RAN, but these causes are sent transparently by the AMF as N2SMInfo in the failedSessionList attribute. 


	
	

	Summary of change:
	The ngapCause attribute is deleted from UeContextCreatedData. 


	
	

	Consequences if not approved:
	Ambiguities on the use of ngapCause attribute in UeContextCreatedData, with risks of interoperability problems and handover failures if this attribute is misused by AMF implementations.  
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	Other comments:
	This CR introduces backward compatible corrections to the OpenAPI specification file for the Namf_Communication API. 
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[bookmark: _Toc532985339]* * * First Change * * * *
[bookmark: _Toc3992550][bookmark: _Toc532985308]6.1.6.2.42	Type: UeContextCreatedData
Table 6.1.6.2.42-1: Definition of type UeContextCreatedData
	Attribute name
	Data type
	P
	Cardinality
	Description

	ueContext
	UeContext
	M
	1
	Represents the newly created individual ueContext resource

	targetToSourceData
	N2InfoContent
	M
	1
	This IE shall contain the "Target to Source Transparent Container".

	pduSessionList
	array(N2SmInformation)
	M
	1..N
	This IE shall be included to contain the list of N2SmInformation, where each N2SmInformation includes the "Handover Command Transfer" received from the SMF, per PDU session ID.

	pcfReselectedInd
	boolean
	C
	0..1
	This IE shall be present and set to true if the target AMF has decided to select a new PCF for AM Policy other than the one which was included in the UeContext by the old AMF.

	ngapCause
	NgApCause
	C
	0..1
	This IE shall be present, if available. When present, it shall represent the NGAP cause received from RAN.

	failedSessionList
	array(N2SmInformation)
	C
	1..N
	This IE shall be included to contain a list of N2SmInformation, where each N2SmInformation includes the "Handover Preparation Unsuccessful Transfer" N2 SM content either received from the SMF for a PDU session failed to be handed over or generated by the target AMF for a PDU session not accepted by the target AMF (e.g. due to no response from the SMF within a maximum wait timer or due to non-available S-NSSAI in the target AMF). See NOTE.

	supportedFeatures
	SupportedFeatures
	C
	0..1
	This IE shall be present if at least one optional feature defined in subclause 6.1.8 is supported. 

	NOTE:	As an exception, the AMF generates N2 SM Information (Handover Preparation Unsuccessful Transfer IE) for a PDU session not accepted by the AMF, since this N2 SM IE needs to be included in the Handover Command sent by the source AMF to the source NG-RAN; this N2 SM IE carries a Cause value.      




* * * Next Change * * * *
[bookmark: _Toc532985502]
[bookmark: _Toc3992761]A.2	Namf_Communication API
openapi: 3.0.0

[…]

    UeContextCreatedData:
      type: object
      properties:
        ueContext:
          $ref: '#/components/schemas/UeContext'
        targetToSourceData:
          $ref: '#/components/schemas/N2InfoContent'
        pduSessionList:
          type: array
          items:
            $ref: '#/components/schemas/N2SmInformation'
          minItems: 1
        ngapCause:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/NgApCause'
        failedSessionList:
          type: array
          items:
            $ref: '#/components/schemas/N2SmInformation'
          minItems: 1
        supportedFeatures:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/SupportedFeatures'
        pcfReselectedInd:
          type: boolean
      required:
        - ueContext
        - targetToSourceData
        - pduSessionList

[…]

* * * End of Changes * * * *

