Page 1



3GPP TSG-CT WG1 Meeting #117
C1-193741
Reno (NV), USA, 13-17 May 2019

	CR-Form-v11.2

	CHANGE REQUEST

	

	
	24.501
	CR
	1206
	rev
	1
	Current version:
	16.0.2
	

	

	For HELP on using this form: comprehensive instructions can be found at 
http://www.3gpp.org/Change-Requests.

	


	Proposed change affects:
	UICC apps
	
	ME
	X
	Radio Access Network
	
	Core Network
	X


	

	Title:

	Deletion of the 5GSM cause IE in the PDU SESSION MODIFICATION COMPLETE message

	
	

	Source to WG:
	Huawei, HiSilicon, MediaTek Inc., Qualcomm Incorporated, Ericsson

	Source to TSG:
	C1

	
	

	Work item code:
	5GS_Ph1-CT
	
	Date:
	2019-03-26

	
	
	
	
	

	Category:
	A
	
	Release:
	Rel-16

	
	Use one of the following categories:
F  (correction)
A  (mirror corresponding to a change in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)

Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
Rel-8
(Release 8)
Rel-9
(Release 9)
Rel-10
(Release 10)
Rel-11
(Release 11)
Rel-12
(Release 12)
Rel-13
(Release 13)
Rel-14
(Release 14)
Rel-15
(Release 15)
Rel-16
(Release 16)

	
	

	Reason for change:
	There is a conflict between CR 0767(C1-190584) and CR 0847(C1-191699). The CR 0767 proposes to add 5GSM cause IE in the PDU SESSION MODIFICATION COMPLETE message due to requirements in sub-clause 6.3.2.3, but requirements to include 5GSM cause IE in the PDU SESSION MODIFICATION COMPLETE message are removed from the sub-clause 6.3.2.3 in the CR 0847.

As a result, in the march version of TS 24.501, there's a 5GSM cause IE in the PDU SESSION MODIFICATION COMPLETE message without any requirements. If we remove it from the specification, the specification can works well as there are no requirements. Thus, it proposes to remove the 5GSM cause IE in the PDU SESSION MODIFICATION COMPLETE message.

To avoid possible future compatibility issues on using the IEI 59 used by the deleted 5GSM cause IE in the PDU SESSION MODIFICATION COMPLETE message, it proposes to add a NOTE under the message table of PDU SESSION MODIFICATION COMPLETE message for information.


	
	

	Summary of change:
	Deleting the 5GSM cause IE in the definition of PDU SESSION MODIFICATION COMPLETE message.

Interoperability impact analysis:
No backward interoperability impact as the deleted 5GSM cause IE is optional in the PDU SESSION MODIFICATION COMPLETE message.

The UE compliant with the current version of specification may include this IE in the PDU SESSION MODIFICATION COMPLETE message but the network compliant with this CR will ignore it.

The UE compliant with this CR will not provide this optinal IE to the network and hence no problem.

	
	

	Consequences if not approved:
	There is a 5GSM cause IE in the PDU SESSION MODIFICATION COMPLETE message without requirements to be used.
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	Other comments:
	


***** First change *****
8.3.10.1
Message definition
The PDU SESSION MODIFICATION COMPLETE message is sent by the UE to the SMF in response to the PDU SESSION MODIFICATION COMMAND message and indicates an acceptance of the PDU SESSION MODIFICATION COMMAND message. See table 8.3.10.1.1.

Message type:
PDU SESSION MODIFICATION COMPLETE

Significance:
dual

Direction:

UE to network

Table 8.3.10.1.1: PDU SESSION MODIFICATION COMPLETE message content

	IEI
	Information Element
	Type/Reference
	Presence
	Format
	Length

	
	Extended protocol discriminator
	Extended protocol discriminator

9.2
	M
	V
	1

	
	PDU session ID
	PDU session identity

9.4
	M
	V
	1

	
	PTI
	Procedure transaction identity

9.6
	M
	V
	1

	
	PDU SESSION MODIFICATION COMPLETE message identity
	Message type

9.7
	M
	V
	1

	7B
	Extended protocol configuration options
	Extended protocol configuration options

9.11.4.6
	O
	TLV-E
	4-65538

	
	
	

	
	
	


NOTE:
It is possible for UEs compliant with earlier versions of this specification to include the 5GSM cause IE with IEI 59 in the PDU SESSION MODIFICATION COMPLETE message, and therefore the IEI 59 cannot be used for other optional IEs other than the 5GSM cause IE for future extensions of the PDU SESSION MODIFICATION COMPLETE message.
***** Next change *****


***** End of change *****
