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***** First change *****
[bookmark: _Toc4516323][bookmark: _Toc533166601][bookmark: _Hlk4019483]10.1.54	Mobile initiated connection only mode +CMICO
Table 10.1.54-1: +CMICO parameter command syntax
	Command
	Possible response(s)

	+CMICO=[<n>[,<Requested_MICO_Mode>]]
	+CME ERROR: <err>
when <n>=2 and command successful
+CMICO: <Current_MICO_Mode>[,<RAAI>]

	+CMICO?
	+CMICO: <n>,<Requested_MICO_Mode>[,<Current_MICO_Mode>[,<RAAI>]]

	+CMICO=?
	+CMICO: (list of supported <n>s),(list of supported <Requested_MICO_Mode>s)



Description
The set command controls the presentation of unsolicited result code +CMICO: <Current_MICO_Mode>[,<RAAI>] when <n>=1 and there is a change in the current MICO mode. When <n>=2, a special form of the set command enables the UE to request the use of MICO mode from the network or re-negotiate the use of MICO mode from the network during the registration procedure (see 3GPP TS 24.501 [161], subclause 5.3.6 and subclause 5.5.1).
Refer subclause 9.2 for possible <err> values.
The command should be abortable when <n>=2, when the use of MICO mode is requested or re-negotiated from the network.
The read command returns the current settings of <n> and <Requested_MICO_Mode>. The command also returns the current values of <Current_MICO_Mode> and <RAAI> if available (see 3GPP TS 24.501 [161] subclause 9.11.3.31).
The test command returns values supported as compound values.
Defined values
<n>: integer type
0	disable unsolicited result code +CMICO: <Current_MICO_Mode>[,<RAAI>]
1	enable unsolicited result code +CMICO: <Current_MICO_Mode>[,<RAAI>]
2	MICO mode is requested or re-negotiated from the network. There will be no change in the current setting of <n>, enabling or disabling of unsolicited result code +CMICO: <Current_MICO_Mode>[,<RAAI>]
<Requested_MICO_Mode>: integer type; indicates the requested MICO mode, see 3GPP TS 24.501 [161], subclause 5.5.1.
0	triggers the UE to request stopping the use of MICO mode
1	triggers the UE to request the use of MICO mode
<Current_MICO_Mode>: integer type; indicates the current MICO mode, see 3GPP TS 24.501 [161], subclause 5.3.6.
0	indicates that the use of MICO mode is not allowed by the network
1	indicates that the use of MICO mode is allowed by the network
<RAAI>: integer type; only present when <Current_MICO_Mode>=1. Indicates the registration area allocation indication, see 3GPP TS 24.501 [161] subclause 9.11.3.31.
0	indicates to the UE that all PLMN registration areas are not allocated
1	indicates to the UE that all PLMN registration areas are allocated
Implementation
Optional.
*** End changes ***
