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	Reason for change:
	Subclause 6.4.2.2 states:

----------------

The UE shall not perform the UE-requested PDU session modification procedure for an emergency PDU session except for the error cases described in subclause 6.4.1.3.
----------------

and subclause 6.4.1.3 states:
----------------

In case 4, if the rule operation is for a non-default QoS rule, the UE shall send a PDU SESSION MODIFICATION REQUEST message to delete the QoS rule with 5GSM cause #83 "semantic error in the QoS operation".

In case 6, the UE shall send a PDU SESSION MODIFICATION REQUEST message to delete the QoS flow description with 5GSM cause #83 "semantic error in the QoS operation".
In case 1, case 2 or case 3, if the QoS rule is not the default QoS rule, the UE shall send a PDU SESSION MODIFICATION REQUEST message including a requested QoS rule IE to delete the QoS rule with 5GSM cause #84 "syntactical error in the QoS operation".
Otherwise, the UE shall send a PDU SESSION MODIFICATION REQUEST message including a requested QoS rule IE to delete the QoS rule with 5GSM cause #84 "syntactical error in the QoS operation".

Otherwise, the UE shall send a PDU SESSION MODIFICATION REQUEST message to delete the QoS rule with 5GSM cause #44 "semantic error in packet filter(s)".
Otherwise, the UE shall send a PDU SESSION MODIFICATION REQUEST message to delete the QoS rule with 5GSM cause #45 "syntactical errors in packet filter(s)".

Otherwise, the UE shall initate a PDU session modification procedure by sending a PDU SESSION MODIFICATION REQUEST message to delete the mapped EPS bearer context with 5GSM cause #85 "Invalid mapped EPS bearer identity".

The UE shall initate a PDU session modification procedure by sending a PDU SESSION MODIFICATION REQUEST message to delete the mapped EPS bearer context with 5GSM cause #41 "semantic error in the TFT operation".

The UE shall initate a PDU session modification procedure by sending a PDU SESSION MODIFICATION REQUEST message with to delete the mapped EPS bearer context 5GSM cause #42 "syntactical error in the TFT operation".
The UE shall initate a PDU session modification procedure by sending a PDU SESSION MODIFICATION REQUEST message to delete the mapped EPS bearer context with 5GSM cause #44 "semantic errors in packet filter(s)".

In case ii, if one or more old packet filters belong to the default EPS bearer context, the UE shall initate a PDU session modification procedure by sending a PDU SESSION MODIFICATION REQUEST message to delete the mapped EPS bearer context with 5GSM cause #45 "syntactical errors in packet filter(s)".

In cases i and iii the UE shall initate a PDU session modification procedure by sending a PDU SESSION MODIFICATION REQUEST message to delete the mapped EPS bearer context with 5GSM cause #45 "syntactical error in packet filter(s)".
----------------

However, in subclause 6.4.2.6, SMF is mandated to reject any UE-requested PDU session modification for emergency PDU session.

	
	

	Summary of change:
	SMF can accept UE-requested PDU session modification for emergency PDU session if the PDU SESSION MODIFICATION REQUEST contains 5GSM cause set to one of the following causes:
- 5GSM cause #83 "semantic error in the QoS operation"

- 5GSM cause #84 "syntactical error in the QoS operation"

- 5GSM cause #44 "semantic error in packet filter(s)"

- 5GSM cause #45 "syntactical errors in packet filter(s)"

- 5GSM cause #85 "Invalid mapped EPS bearer identity"

- 5GSM cause #41 "semantic error in the TFT operation"

- 5GSM cause #42 "syntactical error in the TFT operation"


- 5GSM cause #44 "semantic errors in packet filter(s)"

- 5GSM cause #45 "syntactical errors in packet filter(s)"
Interoperability analysis:

Backward compatible CR.

	
	

	Consequences if not approved:
	In 24.501, the UE is mandated to initiate UE-requested PDU session modification to inform network about semantic or syntactical errors of QoS parameters received in an emergency PDU session, but SMF is mandated to reject any emergency PDU session modification. This results into network not being informed about the errors and wasted radio resources.
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	Other comments:
	


***** change *****
6.4.2.6
Abnormal cases on the network side

The following abnormal cases can be identified:

a)
If the PDU session is an emergency PDU session and the 5GSM cause IE is not included in the PDU SESSION MODIFICATION REQUEST message or is set to a 5GSM cause other than the 5GSM causes #41, #42, #44, #45, #83, #84, and #85, the SMF shall reject the PDU SESSION MODIFICATION REQUEST message with 5GSM cause #31 "request rejected, unspecified".
b)
PDU session inactive for the received PDU session identity.


If the PDU session ID in the PDU SESSION MODIFICATION REQUEST message belongs to any PDU session in state PDU SESSION INACTIVE in the SMF, the SMF shall set the 5GSM cause IE to #43 "Invalid PDU session identity" in the PDU SESSION MODIFICATION REJECT message.
e)
Collision of network-requested PDU session modification procedure and UE-requested PDU session modification procedure.

The handling of the same abnormal case as described in subclause 6.3.2.5 applies.
