Page 1



3GPP TSG-CT WG1 Meeting #117
C1-193391
Reno (NV), USA, 13-17 May 2019
	CR-Form-v11.2

	CHANGE REQUEST

	

	
	24.501
	CR
	1241
	rev
	-
	Current version:
	16.0.2
	

	

	For HELP on using this form: comprehensive instructions can be found at 
http://www.3gpp.org/Change-Requests.

	


	Proposed change affects:
	UICC apps
	
	ME
	X
	Radio Access Network
	
	Core Network
	X


	

	Title:

	Add codings of 5GSM causes #41 and #42

	
	

	Source to WG:
	MediaTek inc.

	Source to TSG:
	C1

	
	

	Work item code:
	5GProtoc16
	
	Date:
	2019-05-05

	
	
	
	
	

	Category:
	F
	
	Release:
	Rel-16

	
	Use one of the following categories:
F  (correction)
A  (mirror corresponding to a change in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)

Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
Rel-8
(Release 8)
Rel-9
(Release 9)
Rel-10
(Release 10)
Rel-11
(Release 11)
Rel-12
(Release 12)
Rel-13
(Release 13)
Rel-14
(Release 14)
Rel-15
(Release 15)
Rel-16
(Release 16)

	
	

	Reason for change:
	The codings of 5GSM causes #41 and #42 are missing in the sub-clause 9.11.4.2 (5GSM cause).


	
	

	Summary of change:
	Add the codings of 5GSM causes #41 and #42 in the sub-clause 9.11.4.2.


	
	

	Consequences if not approved:
	The codings of 5GSM causes #41 and #42 are not defined in the sub-clause 9.11.4.2, and thus it is impossible to indicate 5GSM causes #41 and #42 in any case.


	
	

	Clauses affected:
	9.11.4.2

	
	

	
	Y
	N
	
	

	Other specs
	
	x
	 Other core specifications

	TS/TR ... CR ... 

	affected:
	
	x
	 Test specifications
	TS/TR ... CR ... 

	(show related CRs)
	
	x
	 O&M Specifications
	TS/TR ... CR ... 

	
	

	Other comments:
	


***** Next change *****
9.11.4.2
5GSM cause

The purpose of the 5GSM cause information element is to indicate the reason why a 5GSM request is rejected.

The 5GSM cause information element is coded as shown in figure 9.11.4.2.1 and table 9.11.4.2.1.

The 5GSM cause is a type 3 information element with 2 octets length.

	8
	7
	6
	5
	4
	3
	2
	1
	

	5GSM cause IEI
	octet 1

	Cause value
	octet 2


Figure 9.11.4.2.1: 5GSM cause information element

Table 9.11.4.2.1: 5GSM cause information element

	Cause value (octet 2)

	Bits

	8
	7
	6
	5
	4
	3
	2
	1
	
	

	0
	0
	0
	1
	1
	0
	1
	0
	
	Insufficient resources

	0
	0
	0
	1
	1
	0
	1
	1
	
	Missing or unknown DNN

	0
	0
	0
	1
	1
	1
	0
	0
	
	Unknown PDU session type

	0
	0
	0
	1
	1
	1
	0
	1
	
	User authentication or authorization failed

	0
	0
	0
	1
	1
	1
	1
	1
	
	Request rejected, unspecified

	0
	0
	1
	0
	0
	0
	1
	0
	
	Service option temporarily out of order

	0
	0
	1
	0
	0
	0
	1
	1
	
	PTI already in use

	0
	0
	1
	0
	0
	1
	0
	0
	
	Regular deactivation

	0
	0
	1
	0
	0
	1
	1
	1
	
	Reactivation requested

	0
	0
	1
	0
	1
	0
	0
	1
	
	Semantic error in the TFT operation

	0
	0
	1
	0
	1
	0
	1
	0
	
	Syntactical error in the TFT operation

	0
	0
	1
	0
	1
	0
	1
	1
	
	Invalid PDU session identity

	0
	0
	1
	0
	1
	1
	0
	0
	
	Semantic errors in packet filter(s)

	0
	0
	1
	0
	1
	1
	0
	1
	
	Syntactical error in packet filter(s)

	0
	0
	1
	0
	1
	1
	1
	0
	
	Out of LADN service area

	0
	0
	1
	0
	1
	1
	1
	1
	
	PTI mismatch

	0
	0
	1
	1
	0
	0
	1
	0
	
	PDU session type IPv4 only allowed

	0
	0
	1
	1
	0
	0
	1
	1
	
	PDU session type IPv6 only allowed

	0
	0
	1
	1
	0
	1
	1
	0
	
	PDU session does not exist

	0
	1
	0
	0
	0
	0
	1
	1
	
	Insufficient resources for specific slice and DNN

	0
	1
	0
	0
	0
	1
	0
	0
	
	Not supported SSC mode

	0
	1
	0
	0
	0
	1
	0
	1
	
	Insufficient resources for specific slice

	0
	1
	0
	0
	0
	1
	1
	0
	
	Missing or unknown DNN in a slice

	0
	1
	0
	1
	0
	0
	0
	1
	
	Invalid PTI value

	0
	1
	0
	1
	0
	0
	1
	0
	
	Maximum data rate per UE for user-plane integrity protection is too low

	0
	1
	0
	1
	0
	0
	1
	1
	
	Semantic error in the QoS operation

	0
	1
	0
	1
	0
	1
	0
	0
	
	Syntactical error in the QoS operation

	0
	1
	0
	1
	0
	1
	0
	1
	
	Invalid mapped EPS bearer identity

	0
	1
	0
	1
	1
	1
	1
	1
	
	Semantically incorrect message

	0
	1
	1
	0
	0
	0
	0
	0
	
	Invalid mandatory information

	0
	1
	1
	0
	0
	0
	0
	1
	
	Message type non-existent or not implemented

	0
	1
	1
	0
	0
	0
	1
	0
	
	Message type not compatible with the protocol state

	0
	1
	1
	0
	0
	0
	1
	1
	
	Information element non-existent or not implemented

	0
	1
	1
	0
	0
	1
	0
	0
	
	Conditional IE error

	0
	1
	1
	0
	0
	1
	0
	1
	
	Message not compatible with the protocol state

	0
	1
	1
	0
	1
	1
	1
	1
	
	Protocol error, unspecified

	
	
	
	
	
	
	
	
	
	

	Any other value received by the UE shall be treated as 0010 0010, "service option temporarily out of order". Any other value received by the network shall be treated as 0110 1111, "protocol error, unspecified".


