[bookmark: _GoBack]3GPP TSG-CT Meeting #85	CP-192055
Newport Beach, US; 16th – 17th September 2019

Source:	CT1
Title:	CR pack on 5GProtoc16


	TS
	CR
	Rev
	Rel
	Title
	Cat
	Vsn
	TD#
	Source to WG
	Work Item
	Clauses affected
	Other Aff Specs

	23.122
	440
	4
	Rel-16
	Interactions between SOR-AF and other core network entities
	F
	16.2.0
	C1-195210
	Ericsson, T-Mobile USA, Orange, NTT Docomo, Nokia, Nokia Shanghai Bell, Samsung, Idemia, Thales, Gemalto
	5GProtoc16
	C.1, C.2, C.3
	 

	23.122
	441
	-
	Rel-16
	Clarification of possible PLMN/RAT selection due to cause value#15
	F
	16.2.0
	C1-194142
	NTT DOCOMO, Nokia, Nokia Shanghai Bell, Vodafone
	5GProtoc16
	3.1
	 

	23.122
	444
	1
	Rel-16
	Handling of SOR failure encountered in manual mode of operation
	F
	16.2.0
	C1-195101
	Samsung
	5GProtoc16
	Annex C.2, Annex C.3
	 

	23.122
	449
	1
	Rel-16
	OPLMN list handling
	F
	16.2.0
	C1-194928
	Samsung, Huawei, HiSilicon
	5GProtoc16
	4.4.3.2.1
	 

	24.301
	3224
	1
	Rel-16
	Correct emergency CSFB for UE's performing system fallback
	F
	16.1.1
	C1-194751
	BlackBerry UK Ltd.
	5GProtoc16
	2, 5.3.7, 5.5.3.2.2, 5.5.3.3.4.3
	 

	24.301
	3226
	1
	Rel-16
	Correct obtaining IMEI after Mobility from 5GC
	F
	16.1.1
	C1-194742
	BlackBerry UK Ltd.
	5GProtoc16
	5.5.1.3.4.2, 5.5.3.3.4.2
	TS/TR 23.216 CR 0357 (SA2)

	24.301
	3227
	-
	Rel-16
	Incomplete conditions for usage of request type
	F
	16.1.0
	C1-194095
	Ericsson
	5GProtoc16
	6.5.1.2
	 

	24.301
	3228
	1
	Rel-16
	EMM causes handled as 5GMM causes received over 3GPP access
	F
	16.1.0
	C1-195191
	Ericsson
	5GProtoc16
	5.5.1.2.5, 5.5.1.2.6, 5.5.1.3.5, 5.5.2.3.2, 5.5.3.2.5, 5.5.3.2.6, 5.5.3.3.5, 5.6.1.5
	 

	24.301
	3230
	1
	Rel-16
	Clarification on disabling/enabling EUTRA capabiltiy
	F
	16.1.1
	C1-195195
	NTT DOCOMO, Nokia, Nokia Shanghai Bell, Vodafone
	5GProtoc16
	4.5
	 

	24.301
	3231
	-
	Rel-16
	Correction of parameters in the registration request message while disabling EUTRA
	F
	16.1.1
	C1-194143
	NTT DOCOMO, Vodafone, Nokia, Nokia Shanghai Bell
	5GProtoc16
	4.5, 9.9.3.34
	 

	24.301
	3237
	-
	Rel-16
	Handling of 5GMM parameters for non-integrity protected reject messages in EPS
	F
	16.1.1
	C1-194343
	Huawei, HiSilicon
	5GProtoc16
	5.3.7b
	 

	24.301
	3238
	-
	Rel-16
	Addition of N1 mode to S1 mode enabling case
	F
	16.1.1
	C1-194344
	Huawei, HiSilicon
	5GProtoc16
	4.5
	 

	24.301
	3260
	1
	Rel-16
	Correction of support of 5G-IA0
	F
	16.1.0
	C1-195180
	Intel
	5GProtoc16
	9.9.3.36
	 

	24.526
	45
	-
	Rel-16
	Clarification on application information matching
	F
	16.0.0
	C1-194370
	Intel
	5GProtoc16
	4.2.2
	 

	24.526
	46
	1
	Rel-16
	Clarification on PDU session association
	F
	16.0.0
	C1-195209
	Intel
	5GProtoc16
	4.2.2
	 

	24.526
	55
	-
	Rel-16
	Handling of S-NSSAI in RSD descriptor but not in the allowed NSSAI
	F
	16.0.0
	C1-194599
	MediaTek Inc.
	5GProtoc16
	4.2.2
	 

	27.007
	670
	1
	Rel-16
	Correction on PS data off indicator and status
	F
	16.1.0
	C1-195207
	Huawei, HiSilicon
	5GProtoc16
	10.1.23, 10.1.46
	 



