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	Reason for change:
	TS 24.501 currently refers to the unified access control configuration in the "list of subscriber data" stored in the ME, with the following Editor’s note:

Editor's note [WI: Vertical_LAN, CR#1134]: The unified access control configuration needs to be added to the "list of subscriber data" specified in TS 23.122, and how to add it is FFS.
This unified access control configuration needs to be added to the "list of subscriber data" for access to SNPNs defined in TS 23.122.

	
	

	Summary of change:
	The unified access control configuration was added to the "list of subscriber data" for access to SNPNs defined in TS 23.122.

	
	

	Consequences if not approved:
	The unified access control configuration will remain missing from the "list of subscriber data" for access to SNPNs defined in TS 23.122.
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*** First change ***
[bookmark: _Toc11256300]4.9.3.0	General
The registration on the selected SNPN and the LR are only necessary if the MS is capable of services which require registration. Otherwise, the SNPN selection procedures are performed without registration.
The ME is configured with a "list of subscriber data" containing zero or more entries. Each entry of the "list of subscriber data" consists of: 
a)	a subscriber identifier in the form of a SUPI containing a network-specific identifier;, 
b)	credentials;, and 
c)	an SNPN identity; and
[bookmark: _GoBack]d)	optionally, the unified access control configuration indicating for which access identities (see 3GPP TS 24.501 [64]) the ME is configured in the SNPN. The subscriber identifier is a SUPI containing a network-specific identifier.
NOTE 1:	How the ME is configured with the "list of subscriber data" is out of scope of 3GPP in this release of the specification.
NOTE 2:	Multiple entries can include the same subscriber identifier and credentials.
Editor's note: FFS whether equivalent SNPNs are needed.
Editor's note: FFS whether a shared network is needed in SNPN.
Editor's note: FFS whether a list of forbidden 5GS tracking areas is needed.
Editor's note: suitable cell in SNPN needs to be specified by RAN2
Editor's note: indicating human-readable name for SNPN is FFS

*** End of changes ***


