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	Reason for change:
	In RFC 2387, The MIME Multipart/Related Content-type, in the following example, the CRLF (\r\n) is needed between the hearder fields and Data.
--example-1
Content-Type: Application/X-FixedRecord
Content-ID: <950120.aaCC@XIson.com>\r\n
\r\n
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--example-1
Content-Type: Application/octet-stream
Content-Description: The fixed length records
Content-Transfer-Encoding: base64
Content-ID: <950120.aaCB@XIson.com>\r\n
\r\n
T2xkIE1hY0RvbmFsZCBoYWQgYSBmYXJtCkUgSS
BFIEkgTwpBbmQgb24gaGlzIGZhcm0gaGUgaGFk
IHNvbWUgZHVja3MKRSBJIEUgSSBPCldpdGggYS
BxdWFjayBxdWFjayBoZXJlLAphIHF1YWNrIHF1
YWNrIHRoZXJlLApldmVyeSB3aGVyZSBhIHF1YW
NrIHF1YWNrCkUgSSBFIEkgTwo=
--example-1--

And in RFC7230, Hypertext Transfer Protocol (HTTP/1.1), in section 3, it is clearly defined the CRLF shall be existed between header field and message-body.

	
	

	Summary of change:
	Inserts CRLF between header and Data;
Remove CRLF after Data.

	
	

	Consequences if not approved:
	The parser will consider the hearder does not end if the CRLF is not existed, which cause failure in multipart body message.
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* * * * Begin of Change * * * *
[bookmark: _Toc11337956][bookmark: _Toc11336377]B.1.2	Example HTTP multipart message with N1 SM Message binary data

POST /example.com/nsmf-pdusession/v1/sm-contexts HTTP/2
Content-Type: multipart/related; boundary=----Boundary
Content-Length: xyz

------Boundary
Content-Type: application/json

{
    "supi": "imsi-<IMSI>",
    "pduSessionId": 235,
    "dnn": "<DNN>",
    "sNssai": {
      "sst": 0
    },
    "servingNfId": "<AMF Identifier>",
    "n1SmMsg": {
      "contentId": "n1msg"
    },
    "anType": "3GPP_ACCESS",
    "smContextStatusUri": "<URI>"
}

------Boundary
Content-Type: application/vnd.3gpp.5gnas
Content-Id: n1msg 

{ … N1 SM Message binary data …}

------Boundary

* * * * End of Change * * * *
