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Additional discussion(if needed):
Proposed changes:
*** 1st Change ***
5.2.1.3.3
Enumeration: Event
The enumeration Event represents event reported by the SCEF.
Table 5.2.1.3.3-1: Enumeration Event

	Enumeration value
	Description

	SESSION_TERMINATION
	Indicates that Rx session is terminated.

	LOSS_OF_BEARER 
	Indicates a loss of a bearer.

	RECOVERY_OF_BEARER
	Indicates a recovery of a bearer.

	RELEASE_OF_BEARER
	Indicates a release of a bearer.

	USAGE_REPORT
	Indicates the usage report event.

	FAILED_RESOURCES_ALLOCATION
	Indicates the resource allocation is failed.


*** Next Change ***
A.2
Data Types applicable to several APIs

For the purpose of referencing entities in the Open API file defined in this Annex, it shall be assumed that this Open API file is contained in a physical file named "TS29122_CommonData.yaml".

NOTE:
For the purpose of referencing the error status codes in the Open API file defined in this Annex, this Open API file contains all the mandatory status codes as defined in table 5.2.6-1, all the API specific error status codes defined for T8 APIs, in addition, some error status codes not used in the current release of this specification but for the purpose of referencing by other specifications.
openapi: 3.0.0

info:

  title: TS 29.122 Common Data Types

  version: 1.0.1

  description: |

    Data types applicable to several APIs.

    © 2019, 3GPP Organizational Partners (ARIB, ATIS, CCSA, ETSI, TSDSI, TTA, TTC).

    All rights reserved.
externalDocs:

  description: 3GPP TS 29.122 V15.4.0 T8 reference point for Northbound APIs
  url: 'http://www.3gpp.org/ftp/Specs/archive/29_series/29.122/'

(… text not shown for clarity …)
    Event:

      anyOf:

      - type: string

        enum:

          - SESSION_TERMINATION

          - LOSS_OF_BEARER 

          - RECOVERY_OF_BEARER

          - RELEASE_OF_BEARER

          - USAGE_REPORT
          - FAILED_RESOURCES_ALLOCATION
      - type: string

        description: >

          This string provides forward-compatibility with future

          extensions to the enumeration but is not used to encode

          content defined in the present version of this API.

      description: >

        Possible values are

        - SESSION_TERMINATION: Indicates that Rx session is terminated.

        - LOSS_OF_BEARER : Indicates a loss of a bearer.

        - RECOVERY_OF_BEARER: Indicates a recovery of a bearer.

        - RELEASE_OF_BEARER: Indicates a release of a bearer.

        - USAGE_REPORT: Indicates the usage report event.
        - FAILED_RESOURCES_ALLOCATION: Indicates the resource allocation is failed.
(… text not shown for clarity …)
*** End of Changes ***

