

	
3GPP TSG CT WG1 Meeting #119	C1-194292
Wroclaw (Poland), 26-30 August 2019
	CR-Form-v11.4

	CHANGE REQUEST

	

	
	24.379
	CR
	[bookmark: _GoBack]0478
	rev
	-
	Current version:
	16.1.0
	

	

	For HELP on using this form: comprehensive instructions can be found at 
http://www.3gpp.org/Change-Requests.

	



	Proposed change affects:
	UICC apps
	
	ME
	X
	Radio Access Network
	
	Core Network
	X



	

	Title:	
	Subsequent corrections to sections upgrading calls to emergency or imminent peril

	
	

	Source to WG:
	AT&T

	Source to TSG:
	C1

	
	

	Work item code:
	MCProtoc16
	
	Date:
	2019-08-03

	
	
	
	
	

	Category:
	F
	
	Release:
	Rel-16

	
	Use one of the following categories:
F  (correction)
A  (mirror corresponding to a change in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)
Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	[bookmark: OLE_LINK1]Use one of the following releases:
Rel-8	(Release 8)
Rel-9	(Release 9)
Rel-10	(Release 10)
Rel-11	(Release 11)
Rel-12	(Release 12)
Rel-13	(Release 13)
Rel-14	(Release 14)
Rel-15	(Release 15)
Rel-16	(Release 16)

	
	

	Reason for change:
	CR0476 in C1-193801 corrected some functionality (item 3a) but missed other places (item 4a) within the same sections, thus creating some internal inconsistency within each of the section. 

	
	

	Summary of change:
	· In 10.1.1.2.1.3 and 10.1.2.2.1.4, the text says to set the MIME body as specified in the referenced subclause. The entire procedure in the referenced subclause has to be followed, not just the MIME body portion.
· Reintroduced the word “body” (removed in error – item 3a) after word MIME

	
	

	Consequences if not approved:
	Misinterpretation could lead to mis-implementation which would result in the user not getting the proper priority for an emergency call upgrade.

	
	

	Clauses affected:
	10.1.1.2.1.3, 10.1.2.2.1.4

	
	

	
	Y
	N
	
	

	Other specs
	
	X
	 Other core specifications	
	TS/TR ... CR ... 

	affected:
	
	X
	 Test specifications
	TS/TR ... CR ... 

	(show related CRs)
	
	X
	 O&M Specifications
	TS/TR ... CR ... 

	
	

	Other comments:
	

	
	



Page 1


[bookmark: _Toc533162742]
***** First change *****
[bookmark: _Toc11410637]10.1.1.2.1.3	MCPTT upgrade to in-progress emergency or imminent peril
This subclause covers both on-demand session and pre-established sessions.
Upon receiving a request from an MCPTT user to upgrade the MCPTT group session to an emergency condition or an imminent peril condition on an MCPTT prearranged group, the MCPTT client shall generate a SIP re-INVITE request as specified in 3GPP TS 24.229 [4], with the clarifications given below.
1)	if the MCPTT user is requesting to upgrade the MCPTT group session to an in-progress emergency group state and this is an unauthorised request for an MCPTT emergency call as determined by the procedures of subclause 6.2.8.1.8, the MCPTT client:
a)	should indicate to the MCPTT user that they are not authorised to upgrade the MCPTT group session to an in-progress emergency group state; and
b)	shall skip the remaining steps of the current subclause;
2)	if the MCPTT user is requesting to upgrade the MCPTT group session to an in-progress imminent peril state and this is an unauthorised request for an MCPTT imminent peril group call as determined by the procedures of subclause 6.2.8.1.8, the MCPTT client:
a)	should indicate to the MCPTT user that they are not authorised to upgrade the MCPTT group session to an in-progress imminent peril group state; and
b)	shall skip the remaining steps of the current subclause;
3)	if the MCPTT user has requested to upgrade the MCPTT group session to an MCPTT emergency call, the MCPTT client:
a)	shall include an application/vnd.3gpp.mcptt-info+xml MIME body by following the procedures in subclause 6.2.8.1.1; and
b)	shall include a Resource-Priority header field and comply with the procedures in subclause 6.2.8.1.2.
4)	if the MCPTT user has requested to upgrade the MCPTT group session to an MCPTT imminent peril call, the MCPTT client:
a)	shall include an application/vnd.3gpp.mcptt-info+xml MIME body by following the procedurespopulated as specified in subclause 6.2.8.1.9; and
b)	shall include a Resource-Priority header field and comply with the procedures in subclause 6.2.8.1.12;
5)	if the SIP re-INVITE request is to be sent within an on-demand session, shall include in the SIP re-INVITE request an SDP offer according to 3GPP TS 24.229 [4] with the clarifications specified in subclause 6.2.1;
6)	if the SIP re-INVITE request is to be sent within a pre-established session, shall include an SDP offer in the SIP re-INVITE request according to 3GPP TS 24.229 [4], based upon the parameters already negotiated for the pre-established session;
NOTE:	The SIP re-INVITE request can be sent within an on-demand session or a pre-established session. If the SIP re-INVITE request is sent within a pre-established session, the media-level section for the offered MCPTT speech media stream and the media-level section of the offered media-floor control entity are expected to be the same as was negotiated in the existing pre-established session.
7)	if an implicit floor request is required, shall indicate this as specified in subclause 6.4 and
a)	if the <allow-location-info-when-talking> element of the <ruleset> element of the MCPTT user profile document identified by the MCPTT ID of the calling MCPTT user (see the MCPTT user profile document in 3GPP TS 24.484 [50]) is set to a value of "true", shall include an application/vnd.3gpp.mcptt-location-info+xml MIME body with a <Report> element included in the <location-info> root element; and
8)	shall send the SIP re-INVITE request according to 3GPP TS 24.229 [4].
On receiving a SIP 2xx response to the SIP re-INVITE request the MCPTT client:
1)	shall interact with the user plane as specified in 3GPP TS 24.380 [5]; and
2)	shall perform the actions specified in subclause 6.2.8.1.4.
On receiving a SIP INFO request where the Request-URI contains an MCPTT session ID identifying an ongoing group session, the MCPTT client shall follow the actions specified in subclause 6.2.8.1.13.
On receiving a SIP 4xx response, SIP 5xx response or a SIP 6xx response to the SIP re-INVITE request the MCPTT client shall perform the actions specified in subclause 6.2.8.1.5.
***** Next change *****
[bookmark: _Toc11410701]10.1.2.2.1.4	MCPTT upgrade to in-progress emergency or imminent peril
This subclause covers both on-demand session and pre-established sessions.
Upon receiving a request from an MCPTT user to upgrade the MCPTT group session to an emergency condition or an imminent peril condition on a chat MCPTT group, the MCPTT client shall generate a SIP re-INVITE request as specified in 3GPP TS 24.229 [4], with the clarifications given below.
1)	if the MCPTT user is requesting to upgrade the MCPTT group session to an in-progress emergency group state and is not authorised to do so as determined by the procedures of subclause 6.2.8.1.8, the MCPTT client:
a)	should indicate to the MCPTT user that they are not authorised to upgrade the MCPTT group session to an in-progress emergency group state; and
b)	shall skip the remaining steps of the current subclause;
2)	if the MCPTT user is requesting to upgrade the MCPTT group session to an in-progress imminent peril state and is not authorised to do so as determined by the procedures of subclause 6.2.8.1.8, the MCPTT client:
a)	should indicate to the MCPTT user that they are not authorised to upgrade the MCPTT group session to an in-progress imminent peril group state; and
b)	shall skip the remaining steps of the current subclause;
3)	if the MCPTT user has requested to upgrade the MCPTT group session to an MCPTT emergency call, the MCPTT client:
a)	shall include an application/vnd.3gpp.mcptt-info+xml MIME body by following the procedures in subclause 6.2.8.1.1; and
b)	shall include a Resource-Priority header field and comply with the procedures in subclause 6.2.8.1.2.
4)	if the MCPTT user has requested to upgrade the MCPTT group session to an MCPTT imminent peril call, the MCPTT client:
a)	shall include an application/vnd.3gpp.mcptt-info+xml MIME body by following the procedurespopulated as specified in subclause 6.2.8.1.9; and
b)	shall include a Resource-Priority header field and comply with the procedures in subclause 6.2.8.1.12;
5)	if the SIP re-INVITE request is to be sent within an on-demand session, shall include in the SIP re-INVITE request an SDP offer according to 3GPP TS 24.229 [4] with the clarifications specified in subclause 6.2.1;
6)	if the SIP re-INVITE request is to be sent within a pre-established session, shall include an SDP offer in the SIP re-INVITE request according to 3GPP TS 24.229 [4], based upon the parameters already negotiated for the pre-established session;
NOTE:	The SIP re-INVITE request can be sent within an on-demand session or a pre-established session associated with an MCPTT group session. If the SIP re-INVITE request is sent within a pre-established session, the media-level section for the offered MCPTT speech media stream and the media-level section of the offered media-floor control entity are expected to be the same as was negotiated in the existing pre-established session.
7)	if an implicit floor request is required, shall indicate this as specified in subclause 6.4 and:
a)	if the <allow-location-info-when-talking> element of the <ruleset> element of the MCPTT user profile document identified by the MCPTT ID of the calling MCPTT user (see the MCPTT user profile document in 3GPP TS 24.484 [50]) is set to a value of "true"; and
b)	if location information has not yet been included in the SIP re-INVITE request; 
	then shall include an application/vnd.3gpp.mcptt-location-info+xml MIME body with a <Report> element included in the <location-info> root element;
8)	shall include a Resource-Priority header field and comply with the procedures in subclause 6.2.8.1.2; and
9)	shall send the SIP re-INVITE request according to 3GPP TS 24.229 [4].
On receiving a SIP 2xx response to the SIP re-INVITE request the MCPTT client:
1)	shall interact with the user plane as specified in 3GPP TS 24.380 [5]; and
2)	shall perform the actions specified in subclause 6.2.8.1.4.
On receiving a SIP 4xx response, SIP 5xx response or SIP 6xx response to the SIP re-INVITE request the MCPTT client shall perform the actions specified in subclause 6.2.8.1.5.
On receiving a SIP INFO request where the Request-URI contains an MCPTT session ID identifying an ongoing group session, the MCPTT client shall follow the actions specified in subclause 6.2.8.1.13.
***** End of all changes *****

