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	Reason for change:
	TS contains a dangling reference and an undefined datatype.

Dangling reference:

[11]	OMA-DDS-DM_ConnMO-V1_0-20081107-A: "Standardized Connectivity Management Objects".

Undefined datatype:

-	Values: <A network access point object>


	
	

	Summary of change:
	Define undefined data type by using the unused reference.

Deleting unused abbreviation: NAP

	
	

	Consequences if not approved:
	Impossible to assure interoperability.

	
	

	Clauses affected:
	3.2, 4.2.14, 5.2.69, 6.2.4

	
	

	
	Y
	N
	
	

	Other specs
	
	X
	 Other core specifications	
	TS/TR ... CR ... 

	affected:
	
	X
	 Test specifications
	TS/TR ... CR ... 

	(show related CRs)
	
	X
	 O&M Specifications
	TS/TR ... CR ... 

	
	

	Other comments:
	[bookmark: _GoBack]NOTE: the applicability of ConMO to 5GS is FFS

	
	

	This CR's revision history:
	



Page 1


*** First change ***
[bookmark: _Toc477449899][bookmark: _Toc477449916]3.2	Abbreviations
For the purposes of the present document, the abbreviations given in 3GPP TR 21.905 [1] and the following apply. An abbreviation defined in the present document takes precedence over the definition of the same abbreviation, if any, in 3GPP TR 21.905 [1].
DDF	Device Description Framework
DPF	Direct Services Provisioning Function
FQDN	Fully Qualified Domain Name
MO	Management Object
MSISDN	MS International PSTN/ISDN Number
NAP	Network Access Point
ProSe	Proximity-based Services
*** Next change ***
4.2.14	<X>/ToConRef/<X>/ConRef
The ConRef specifies a specific linkage to connectivity parameters.
-	Occurrence: One
-	Format: Chr
-	Access Types: Get, Replace
-	Values: <A network access point object as defined in OMA-DDS-DM_ConnMO [11]>
*** Next change ***
[bookmark: _Toc477449991]5.2.69	<X>/ToConRef/<X>/ConRef
The ConRef specifies a specific linkage to connectivity parameters.
-	Occurrence: One
-	Format: Chr
-	Access Types: Get, Replace
-	Values: <A network access point object as defined in OMA-DDS-DM_ConnMO [11]>
*** Next change ***
[bookmark: _Toc477449999]6.2.4	<X>/ToConRef/<X>/ConRef
The ConRef specifies a specific linkage to connectivity parameters.
-	Occurrence: One
-	Format: Chr
-	Access Types: Get, Replace
-	Values: <A network access point object as defined in OMA-DDS-DM_ConnMO [11]>

