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3.2
Abbreviations

For the purposes of the present document, the abbreviations given in 3GPP TR 21.905 [1] and the following apply. An abbreviation defined in the present document takes precedence over the definition of the same abbreviation, if any, in 3GPP TR 21.905 [1].

4G-GUTI
4G-Globally Unique Temporary Identifier
5GCN
5G Core Network

5G-GUTI
5G-Globally Unique Temporary Identifier
5GMM
5GS Mobility Management

5G-RG
5G Residential Gateway

5G-BRG
5G Broadband Residential Gateway

5G-CRG
5G Cable Residential Gateway

5GS
5G System
5GSM
5GS Session Management
5G-S-TMSI
5G S-Temporary Mobile Subscription Identifier
5G-TMSI
5G Temporary Mobile Subscription Identifier
5QI
5G QoS Identifier

AKA
Authentication and Key Agreement

AMBR
Aggregate Maximum Bit Rate

AMF
Access and Mobility Management Function

APN
Access Point Name
CAG
Closed access group

DL
Downlink

DN
Data Network
DNN
Data Network Name
eDRX
Extended DRX cycle

E-UTRAN
Evolved Universal Terrestrial Radio Access Network

EAP-AKA'
Improved Extensible Authentication Protocol method for 3rd generation Authentication and Key Agreement
ECIES
Elliptic Curve Integrated Encryption Scheme

EPD
Extended Protocol Discriminator
EMM
EPS Mobility Management

EPC
Evolved Packet Core Network

EPS
Evolved Packet System

ESM
EPS Session Management

FN-RG
Fixed Network RG

FN-BRG
Fixed Network Broadband RG

FN-CRG
Fixed Network Cable RG

Gbps
Gigabits per second
GFBR
Guaranteed Flow Bit Rate
GUAMI
Globally Unique AMF Identifier

IP-CAN
IP-Connectivity Access Network
KSI
Key Set Identifier

LADN
Local Area Data Network

LMF
Location Management Function

LPP
LTE Positioning Protocol
LCS
LoCation Services
MAC
Message Authentication Code

Mbps
Megabits per second
MFBR
Maximum Flow Bit Rate

MICO
Mobile Initiated Connection Only
N3IWF
Non-3GPP Inter-Working Function
NAI
Network Access Identifier
NITZ
Network Identity and Time Zone

NR
New Radio

ngKSI
Key Set Identifier for Next Generation Radio Access Network
NPN
Non-public network

NSSAI
Network Slice Selection Assistance Information

OS
Operating System

OS Id
OS Identity

PTI
Procedure Transaction Identity
QFI
QoS Flow Identifier

QoS
Quality of Service

QRI
QoS Rule Identifier

(R)AN
(Radio) Access Network

RFSP
RAT Frequency Selection Priority
RG
Residential Gateway

RPLMN
Registered PLMN

RQA
Reflective QoS Attribute

RQI
Reflective QoS Indication

RSNPN
Registered SNPN

S-NSSAI
Single NSSAI

SA
Security Association
SDF
Service Data Flow
SMF
Session Management Function

SGC
Service Gap Control
SNN
Serving Network Name
SNPN
Stand-alone Non-Public Network
SOR
Steering of Roaming

TA
Tracking Area
TAC
Tracking Area Code

TAI
Tracking Area Identity
Tbps
Terabits per second
TMBR
Total Maximum Bit Rate

UL
Uplink

UPF
User Plane Function
UPSC
UE Policy Section Code

UPSI
UE Policy Section Identifier
URN
Uniform Resource Name
URSP
UE Route Selection Policy
W-5GAN
Wireline 5G Access Network
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4.1
Overview
The non-access stratum (NAS) described in the present document forms the highest stratum of the control plane between UE and AMF (reference point "N1" see 3GPP TS 23.501 [8]) for both 3GPP and non-3GPP access.

Main functions of the protocols that are part of the NAS are:

-
support of mobility of the user equipment (UE) including also common common procedures such as authentication, identification, generic UE configuration update and security control mode procedures;

-
support of session management procedures to establish and maintain data connectivity between the UE and the data network; and

-
NAS transport procedure to provide a transport of SMS, LPP, LCS, UE policy container, SOR transparent container and UE parameters update information payload.

Principles for the handing of 5GS security contexts and for the activation of ciphering and integrity protection, when a NAS signalling connection is established, are provided in subclause 4.4.

For the support of the above functions, the following procedures are supplied within this specification:

-
elementary procedures for 5GS mobility management in clause 5; and

-
elementary procedures for 5GS session management in clause 6.

Signalling procedures for the control of NAS security are described as part of the 5GMM common procedures in subclause 5.4.
Complete NAS transactions consist of specific sequences of elementary procedures. Examples of such specific sequences can be found in 3GPP TS 23.502 [9].

The NAS for 5GS follows the protocol architecture model for layer 3 as described in 3GPP TS 24.007 [11].
***** Next change *****
8.2.10.7
Additional information

The UE may include this IE when the Payload container type IE is set to "LTE Positioning Protocol (LPP) message container" or " Location services (LCS) message container ".
***** Next change *****
8.2.11.3
Additional information

The AMF may include this IE when the Payload container type IE is set to "LTE Positioning Protocol (LPP) message container" or " Location services (LCS) message container ".
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