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FIRST CHANGE
[bookmark: _Toc11343391][bookmark: _Toc11338580]6.1.6.2.5	Type: AllowedSnssai
Table 6.1.6.2.5-1: Definition of type AllowedSnssai
	Attribute name
	Data type
	P
	Cardinality
	Description

	allowedSnssai
	Snssai
	M
	1
	This IE shall contain the allowed S-NSSAI in the serving PLMN.

	nsiInformationList
	array(NsiInformation)
	O
	1..N
	This IE may be present when the NSSF provides the allowed NSSAI information to the NF service consumer (e.g AMF). If present, this IE shall include the information related to the network slice instance corresponding to the allowed S-NSSAI.

	mappedHomeSnssai
	Snssai
	O
	0..1
	When present, this IE shall contain the mapped S-NSSAI value of home network corresponding to the allowed S-NSSAI in the serving PLMN.



END OF CHANGE


FOR INFORMATION
[bookmark: _Toc11343479]A.2	Nnssf_NSSelection API

********TEXT SKIPPED********
    AllowedSnssai:
      type: object
      required:
        - allowedSnssai
      properties:
        allowedSnssai:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/Snssai'
        nsiInformationList:
          type: array
          items:
            $ref: '#/components/schemas/NsiInformation'
          minItems: 1
        mappedHomeSnssai:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/Snssai'
********TEXT SKIPPED********


END OF CHANGE

