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	Reason for change:
	In RFC 2387, The MIME Multipart/Related Content-type, in the following example, the CRLF (\r\n) is needed between the hearder fields and Data.
--example-1
Content-Type: Application/X-FixedRecord
Content-ID: <950120.aaCC@XIson.com>\r\n
\r\n
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--example-1
Content-Type: Application/octet-stream
Content-Description: The fixed length records
Content-Transfer-Encoding: base64
Content-ID: <950120.aaCB@XIson.com>\r\n
\r\n
T2xkIE1hY0RvbmFsZCBoYWQgYSBmYXJtCkUgSS
BFIEkgTwpBbmQgb24gaGlzIGZhcm0gaGUgaGFk
IHNvbWUgZHVja3MKRSBJIEUgSSBPCldpdGggYS
BxdWFjayBxdWFjayBoZXJlLAphIHF1YWNrIHF1
YWNrIHRoZXJlLApldmVyeSB3aGVyZSBhIHF1YW
NrIHF1YWNrCkUgSSBFIEkgTwo=
--example-1--

And in RFC7230, Hypertext Transfer Protocol (HTTP/1.1), in section 3, it is clearly defined the CRLF shall be existed between header field and message-body.

	
	

	Summary of change:
	Inserts CRLF between header and Data;
Remove CRLF after Data.

	
	

	Consequences if not approved:
	The parser will consider the hearder does not end if the CRLF is not existed, which cause failure in multipart body message.
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* * * * Begin of Change * * * *
[bookmark: _Toc11343795][bookmark: _Toc11336377]B.3	Example HTTP multipart message with SMS binary data
Example HTTP multipart message with SMS binary data:

POST /example.com/nsmsf-sms/v1/ue-contexts/{supi}/sendsms HTTP/2
Content-Type: multipart/related; boundary=----Boundary
Content-Length: xyz

------Boundary
Content-Type: application/json

{
    "smsRecordId": "777c3edf-129f-486e-a3f8-c48e7b515605",
    "smsPayload": {
      "contentId": "sms"
      },
    "gpsi": "msisdn-8613915900000",
    "pei": "imei-123456789012345",
    "accessType": "3GPP_ACCESS",
    "ueLocation": {
        "nrLocation": {
            "tai": {
                "plmnId": {
                    "mcc": "46",
                    "mnc": "000"
                },
                "tac": "A01001",
            "ncgi": {
                "plmnId": {
                    "mcc": "46",
                    "mnc": "000"
                },
                "nrCellId": "225BD6007"
            }
        }
},
    "ueTimeZone": "+08:00"
}

------Boundary
Content-Type: application/vnd.3gpp.sms
Content-Id: sms

{ … SMS Message binary data …}

------Boundary

The JSON part of the HTTP POST message includes an attribute named "smsPayload" which refers to RefToBinaryData structure. The "contentId" of RefToBinaryData is encoded as a string and used to reference the value of the Content-ID header field of the binary body part.

* * * * End of Change * * * *
