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*** 1st Change ***

4.1.2
Service Architecture

The 5G System Architecture is defined in 3GPP TS 23.501 [2]. The Policy and Charging related 5G architecture is also described in 3GPP TS 29.513 [7].

The Session Management Event Exposure Service (Nsmf_EventExposure) is part of the Nsmf service-based interface exhibited by the Session Management Function (SMF),

Known consumer of the Nsmf_EventExposure service are:

-
Network Exposure Function (NEF),
-
Access and Mobility Management Function (AMF),
-
Application Function (AF), and

-
Unified Data Management (UDM).
The PCF accesses the Session Management Event Exposure Service at the SMF via the N7 Reference point.

NOTE:
The PCF can implicitly subscribe on behalf of the AF and NEF to the UP_PATH_CH event by including the information on AF subscription within the PCC rule.

Editor´s note: Implicit subscription of the PCF for the "downlink data delivery status" event is ffs to solve issues related to the interactions with traffic descriptors for that event with traffic descriptors supplied by PCC.
The AMF accesses the Session Management Event Exposure Service at the SMF via the N11 Reference point.
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Figure 4.1.2-1: Reference Architecture for the Nsmf_EventExposure Service; SBI representation
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Figure 4.1.2-2: Reference Architecture for the Nsmf_EventExposure Service: reference point representation

*** Next Change ***

4.2.1
Introduction
Table 4.2.1-1: Operations of the Nsmf_EventExposure Service

	Service operation name
	Description
	Initiated by

	Notify
	Report UE PDU session related event(s) to the NF service consumer which has subscribed to the event report service.
	SMF

	Subscribe
	This service operation is used by an NF service consumer to subscribe for event notifications on a specified PDU session, or for all PDU Sessions of one UE, a group of UE(s) or any UE, or to modify a subscription.
	NF service consumer

	UnSubscribe
	This service operation is used by an NF service consumer to unsubscribe from event notifications.
	NF service consumer

	AppRelocationInfo
	This service operation is used by an NF service consumer to acknowledge the notification from the SMF regarding UE PDU Session related event(s)
	NF service consumer


*** Next Change ***

4.2.4.2
Unsubscription from event notifications

Figure 4.2.4.2-1 illustrates the unsubscription from event notifications.
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Figure 4.2.4.2-1: Unsubscription from event notifications

To unsubscribe from event notifications, the NF service consumer shall send an HTTP DELETE request with: "{apiRoot}/nsmf-event-exposure/v1/subscriptions/{subId}" as Resource URI, where "{subId}" is the subscription correlation ID of the existing subscription that is to be deleted. 

Upon the reception of the HTTP DELETE request with: "{apiRoot}/nsmf-event-exposure/v1/subscriptions/{subId}" as Resource URI, the SMF shall:

-
remove the corresponding subscription; and

-
send an HTTP "204 No Content" response.

*** Next Change ***

5.3.2.3.1
POST

This method shall support the URI query parameters specified in table 5.3.2.3.1-1.

Table 5.3.2.3.1-1: URI query parameters supported by the POST method on this resource
	Name
	Data type
	P
	Cardinality
	Description

	n/a
	
	
	
	


This method shall support the request data structures specified in table 5.3.2.3.1-2 and the response data structures and response codes specified in table 5.3.2.3.1-3.

Table 5.3.2.3.1-2: Data structures supported by the POST Request Body on this resource

	Data type
	P
	Cardinality
	Description

	NsmfEventExposure
	M
	1
	Create a new Individual SMF Notification Subscription resource.


Table 5.3.2.3.1-3: Data structures supported by the POST Response Body on this resource

	Data type
	P
	Cardinality
	Response codes
	Description

	NsmfEventExposure
	M
	1
	201 Created
	The creation of an Individual SMF Notification Subscription resource is confirmed and a representation of that resource is returned.

	NOTE:
The mandatory HTTP error status codes for the POST method listed in Table 5.2.7.1-1 of 3GPP TS 29.500 [4] also apply.


*** Next Change ***

5.3.3.3.2
PUT

This method shall support the URI query parameters specified in table 5.3.3.3.2-1.

Table 5.3.3.3.2-1: URI query parameters supported by the PUT method on this resource
	Name
	Data type
	P
	Cardinality
	Description

	n/a
	
	
	
	


This method shall support the request data structures specified in table 5.3.3.3.2-2 and the response data structures and response codes specified in table 5.3.3.3.2-3.

Table 5.3.3.3.2-2: Data structures supported by the PUT Request Body on this resource

	Data type
	P
	Cardinality
	Description

	NsmfEventExposure
	M
	1
	Modify the existing Individual SMF Notification Subscription resource matching the eventSubId according to the representation in the NsmfEventExposure 


Table 5.3.3.3.2-3: Data structures supported by the PUT Response Body on this resource

	Data type
	P
	Cardinality
	Response codes
	Description

	NsmfEventExposure
	M
	1
	200 OK
	Successful case: The Individual SMF Notification Subscription resource matching the eventSubId was modified and a representation is returned.

	n/a
	
	
	204 No Content
	Successful case: The Individual SMF Notification Subscription resource matching the eventSubId was modified.

	NOTE:
The mandatory HTTP error status codes for the PUT method listed in Table 5.2.7.1-1 of 3GPP TS 29.500 [4] also apply.


*** Next Change ***

5.5.2.2
Target URI

The Notification URI "{notifUri}" shall be used with the resource URI variables defined in table 5.5.2.2-1.

Table 5.5.2.2-1: Resource URI variables for this resource
	Name
	Definition

	notifUri
	String formatted as URI with the Notification Uri as assigned within the Individual SMF Notification Subscription Resource and described within the NsmfEventExposure type (see table 5.6.2.2-1).


*** Next Change ***

5.6.2.2
Type NsmfEventExposure

Table 5.6.2.2-1: Definition of type NsmfEventExposure

	Attribute name
	Data type
	P
	Cardinality
	Description
	Applicability

	supi
	Supi
	C
	0..1
	Subscription Permanent Identifier (NOTE)
	

	gpsi
	Gpsi
	C
	0..1
	Generic Public Subscription Identifier (NOTE)
	

	anyUeInd
	boolean
	C
	0..1
	This IE shall be present if the event subscription is applicable to any UE.  Default value "FALSE" is used, if not present (NOTE)
	

	groupId
	GroupId
	C
	0..1
	Identifies a group of UEs. (NOTE)
	

	pduSeId
	PduSessionId
	C
	0..1
	PDU session ID (NOTE)
	

	subId
	SubId
	C
	0..1
	Subscription ID.
This parameter shall be supplied by the SMF in HTTP responses that include an object of NsmfEventExposure type.
	

	notifId
	string
	M
	1
	Notification Correlation ID assigned by the NF service consumer.
	

	notifUri
	Uri
	M
	1
	Identifies the recipient of Notifications sent by the SMF.
	

	altNotifIpv4Addrs
	array(Ipv4Addr)
	O
	1..N
	Alternate or backup IPv4 Addess(es) where to send Notifications.
	

	altNotifIpv6Addrs
	array(Ipv6Addr)
	O
	1..N
	Alternate or backup IPv6 Addess(es) where to send Notifications.
	

	eventSubs
	array(EventSubscription)
	M
	1..N
	Subscribed events
	

	ImmeRep
	boolean
	O
	0..1
	It is included and set to true if the immediate reporting of the current status of the subscribed event, if available is required.
	

	notifMethod
	NotificationMethod
	O
	0..1
	If "notifMethod" is not supplied, the default value "ON_EVENT_DETECTION" applies.
	

	maxReportNbr
	Uinteger
	O
	0..1
	If omitted, there is no limit.
	

	expiry
	DateTime
	C
	0..1
	This attribute indicates the expiry time of the subscription, after which the SMF shall not send any event notifications and the subscription becomes invalid. It may be included in an event subscription request and may be included in an event subscription response based on operator policies. If an expiry time was included in the request, then the expiry time returned in the response should be less than or equal to that value. If the expiry time is not included in the response, the NF Service Consumer shall not associate an expiry time for the subscription.
	

	repPeriod
	DurationSec
	C
	0..1
	Is supplied for notification Method "periodic".
	

	guami
	Guami
	C
	0..1
	The Globally Unique AMF Identifier (GUAMI) shall be provided by an AMF as service consumer.
	

	serviceName
	string
	O
	0..1
	If the NF service consumer is an AMF, it should provide the name of a service produced by the AMF that makes use of the notification about subscribed events.
	

	supportedFeatures
	SupportedFeatures
	C
	0..1
	List of Supported features used as described in subclause 5.8.

This parameter shall be supplied by NF service consumer and SMF in the POST request that request the creation of an SMF Notification Subscriptions resource and the related reply, respectively.
	

	NOTE:
One of the PDU session of a single UE (pduSeId, and gpsi/supi), or a group of UEs (groupId), or anyUeInd set to TRUE shall be included. 


*** End of Changes ***
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