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Proposed changes:
*** 1st Change ***
4.4.7.2
AF request identified by UE address
Upon receipt of the above AF request which is for an individual UE identified by IP or Ethernet address, the NEF may interact with the BSF to retrieve the related PCF information by invoking the Nbsf_Management_Discovery service operation as described in 3GPP TS 29.521 [9], if the NEF receives an error code from the BSF, the NEF shall not create, update or delete the resource and shall respond to the AF with a status code set to 500 Internal Server Error.

After receiving a successful response from the BSF, the NEF shall interact with the PCF by invoking the Npcf_PolicyAuthorization service as described in 3GPP TS 29.514 [7]. After receiving a successful response from the PCF, the NEF shall,
-
for the HTTP POST request, create a resource "Individual Traffic Influence Subscription" which represents the traffic influence subscription, addressed by a URI that contains the AF Identifier and an NEF-created subscription identifier, and shall respond to the AF with a 201 Created status code, including a Location header field containing the URI for the created resource. The AF shall use the URI received in the Location header in subsequent requests to the NEF to refer to this traffic influence subscription. 

-
for the HTTP PUT or PATCH request, update a resource "Individual Traffic Influence Subscription" which represents the traffic influence subscription, and shall responds to the AF with a 200 OK status code.
-
for the HTTP DELETE request, remove all properties of the resource and delete the corresponding active resource "Individual Traffic Influence Subscription" which represents the traffic influence subscription, then shall responds to the AF with a 204 No Content status code.
If the NEF receives a response with an error code from the PCF, the NEF shall not create, update or delete the resource and shall respond to the AF with a status code set to 500 Internal Server Error.
*** Next Change ***
4.4.7.3
AF request not identified by UE address
For AF request not identified by UE address, it may target an individual UE, a group of UEs or any UE. For an individual UE identified by GPSI, or a group of UEs identified by External Group Identifier, the NEF shall interact with the UDM by invoking the Nudm_SubscriberDataManagement service as described in 3GPP TS 29.503 [17] to retrieve the SUPI or Internal Group Identifier.
The NEF may interact with the UDR by invoking the Nudr_DataRepository service as described in 3GPP TS 29.504 [20], if the NEF receives an error code from the UDR, the NEF shall not create, update or delete the resource and shall respond to the AF with a status code set to 500 Internal Server Error.

After receiving a successful response from the UDR, the NEF shall,
-
for the HTTP POST request, create a resource "Individual Traffic Influence Subscription" which represents the traffic influence subscription, addressed by a URI that contains the AF Identifier and an NEF-created subscription identifier, and shall respond to the AF with a 201 Created status code, including a Location header field containing the URI for the created resource. The AF shall use the URI received in the Location header in subsequent requests to the NEF to refer to this traffic influence subscription. 

-
for the HTTP PUT or PATCH request, update a resource "Individual Traffic Influence Subscription" which represents the traffic influence subscription, and shall responds to the AF with a 200 OK status code.
-
for the HTTP DELETE request, delete the corresponding active resource "Individual Traffic Influence Subscription" which represents the traffic influence subscription, and shall responds to the AF with a 204 No Content status code.

*** Next Change ***
5.4.3.3.2
Type: TrafficInfluSub

This type represents a traffic influence subscription. The same structure is used in the subscription request and subscription response.
Table 5.4.3.3.2-1: Definition of type TrafficInfluSub
	Attribute name
	Data type
	P
	Cardinality
	Description
	Applicability
(NOTE 1)

	afServiceId
	string
	O
	0..1
	Identifies a service on behalf of which the AF is issuing the request.
	

	afAppId
	string
	O
	0..1
	Identifies an application.

(NOTE 3)
	

	afTransId
	string
	O
	0..1
	Identifies an NEF Northbound interface transaction, generated by the AF.
	

	appReloInd
	boolean
	O
	0..1
	Identifies whether an application can be relocated once a location of the application has been selected. Set to "true" if it can be relocated; otherwise set to "false". Default value is "false" if omitted.
	

	dnn
	Dnn
	O
	0..1
	Identifies a DNN.
	

	snssai
	Snssai
	O
	0..1
	Identifies an S-NSSAI.
	

	externalGroupId
	ExternalGroupId
	O
	0..1
	Identifies a group of users. 
(NOTE 2)
	

	anyUeInd
	boolean
	O
	0..1
	Identifies whether the AF request applies to any UE. This attribute shall set to "true" if applicable for any UE, otherwise, set to "false".
(NOTE 2)
	

	subscribedEvents
	array(SubscribedEvent)
	O
	1..N
	Identifies the requirement to be notified of the event(s).
	

	gpsi
	Gpsi
	O
	0..1
	Identifies a user. 
(NOTE 2)
	

	ipv4Addr
	Ipv4Addr
	O
	0..1
	Identifies the IPv4 address. 
(NOTE 2)
	

	ipv6Addr
	Ipv6Addr
	O
	0..1
	Identifies the IPv6 address. 
(NOTE 2)
	

	macAddr
	MacAddr48
	O
	0..1
	Identifies the MAC address.
	

	dnaiChgType
	DnaiChangeType
	O
	0..1
	Identifies a type of notification regarding UP path management event.
	

	notificationDestination
	Link
	C
	0..1
	Contains the Callback URL to receive the notification from the NEF.
It shall be present if the "subscribedEvents" is present.
	

	requestTestNotification
	boolean
	O
	0..1
	Set to true by the AF to request the NEF to send a test notification as defined in subclause 5.2.5.3 of 3GPP TS 29.122 [4]. Set to false or omitted otherwise.
	Notification_test_event

	websockNotifConfig
	WebsockNotifConfig
	O
	0..1
	Configuration parameters to set up notification delivery over Websocket protocol.
	Notification_websocket

	self
	Link
	C
	0..1
	Link to the created resource. 

This parameter shall be supplied by the NEF in HTTP responses that include an object of TrafficInfluSub type
	

	trafficFilters
	array(FlowInfo)
	O
	1..N
	Identifies IP packet filters.
(NOTE 3)
	

	ethTrafficFilters
	array(EthFlowDescription)
	O
	1..N
	Identifies Ethernet packet filters.
(NOTE 3)
	

	trafficRoutes
	array(RouteToLocation)
	O
	1..N
	Identifies the N6 traffic routing requirement.
	

	tempValidities
	array(TemporalValidity)
	O
	1..N
	Indicates the time interval(s) during which the AF request is to be applied.
	

	validGeoZoneIds
	array(string)
	O
	1..N
	Identifies a geographic zone that the AF request applies only to the traffic of UE(s) located in this specific zone.
	

	afAckInd
	boolean
	O
	0..1
	Identifies whether the AF acknowledgement of UP path event notification is expected.

Set to "true" if the AF acknowledge is expected; otherwise set to "false". 

Default value is "false" if omitted.
	AFRelocationAck

	addrPreserInd
	boolean
	O
	0..1
	Indicates whether UE IP address should be preserved.

This attribute shall set to "true" if preserved, otherwise, set to "false".

Defalult value is "false" if omitted.
	AddrPreservation

	suppFeat
	SupportedFeatures
	C
	0..1
	Indicates the list of Supported features used as described in subclause 5.4.4.

This attribute shall be provided in the POST request and in the response of successful resource creation.
	

	NOTE 1:
Properties marked with a feature as defined in subclause 5.4.4 are applicable as described in subclause 5.2.7 of 3GPP TS 29.122 [4]. If no feature is indicated, the related property applies for all the features.
NOTE 2:
One of individual UE identifier (i.e. "gpsi", "ipv4Addr" or "ipv6Addr"), External Group Identifier (i.e. "externalGroupId") or any UE indication "anyUeInd" shall be included.
NOTE 3:
One of "afAppId", "trafficFilters" or "ethTrafficFilters" shall be included.


*** End of Changes ***

