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Proposed changes:
*** 1st Change ***

3.2
Abbreviations

For the purposes of the present document, the abbreviations given in 3GPP TR 21.905 [1] and the following apply. An abbreviation defined in the present document takes precedence over the definition of the same abbreviation, if any, in 3GPP TR 21.905 [1].

5G-RG
5G Residential Gateway

AMF
Access and Mobility Management Function

ANDSP
Access Network Discovery and Selection Policy
API
Application Programming Interface

DNN
Data Network Name

FN-RG
Fixed Network Residential Gateway
GPSI
Generic Public Subscription Identifier

GUAMI
Globally Unique AMF Identifier

HTTP
Hypertext Transfer Protocol

H-PCF
Home Policy Control Function
JSON
JavaScript Object Notation
N3AN
Non-3GPP access network
NF
Network Function

NRF
Network Repository Function

OS
Operating System
OSId
Operating System Identity
PCF
Policy Control Function

PEI
Permanent Equipment Identifier

PRA
Presence Reporting Area

PTI
Procedure Transaction Identity.
SUPI
Subscription Permanent Identifier

UDR
Unified Data Repository

UPSC
UE policy section code

UPSI
UE policy section identifier
URSP
UE Route Selection Policy
V-PCF
Visited Policy Control Function
W-5GAN
Wireline 5G Access Network
W-AGF
Wireline Access Gateway Function
*** 2nd Change ***

B.2.1.1
Overview

Subclause 4.1.1 applies with the modification that the 5G-RG and FN-RG replace the UE.
NOTE:
The URSPs related to the FN-RG are delivered to the W-AGF, which is acting as a UE towards the 5GC on behalf of the FN-RG.
*** 3rd Change ***

B.2.1.2
Service Architecture
Subclause 4.1.1 applies with the exception that roaming functionality (V-PCF and H-PCF specific functionality) shall not apply in this Release of the specification for UE policy control for 5G-RG connecting via W-5GAN and FN-RG. Roaming architecture is only applicable to a 5G-RG connecting to the 5GC via NG RAN.
*** 4th Change ***

B.2.1.3
Network Functions
B.2.1.3.x1
Policy Control Function (PCF)
The PCF functionality defined in subclause 4.1.3.1 shall apply with the following differences:

-
The PCF should not provide Access Network Discovery and Selection Policy (ANDSP) for a 5G-RG connected via wireline access.
-
The Visited Policy Control Function (V-PCF) shall not apply for 5G-RG connecting via wireline access and FN-RG.
-
The PCF provides the UE access selection and PDU session selection policy control as described in this Annex. 
B.2.1.3.x2
NF Service Consumers

The AMF functionality shall apply as defined in subclause 4.1.3.2 with the differences described in this Annex.
*** End of Changes ***

