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* * * * First Change * * * *
[bookmark: _Toc11337921][bookmark: _Toc11336377]6.1.6.2.39	Type: SmContext
Table 6.1.6.2.39-1: Definition of type SmContext
	Attribute name
	Data type
	P
	Cardinality
	Description

	supi
	Supi
	C
	0..1
	This IE shall be present, except if the UE is emergency registered and UICCless. 
When present, it shall contain the subscriber permanent identity. 

	unauthenticatedSupi
	boolean
	C
	0..1
	This IE shall be present if the SUPI is present in the message but is not authenticated and is for an emergency registered UE.
When present, it shall be set as follows:
- true: unauthenticated SUPI;
- false (default): authenticated SUPI.

	pei
	Pei
	C
	0..1
	This IE shall be present if the UE is emergency registered and it is either UIClless or the SUPI is not authenticated. 
For all other cases, this IE shall be present if it is available. 
When present, it shall contain the permanent equipment identifier.

	gpsi
	Gpsi
	C
	0..1
	This IE shall be present if it is available. When present, it shall contain the user's GPSI. 

	pduSessionId
	PduSessionId
	M
	1
	This IE shall contain the PDU Session ID.

	dnn
	Dnn
	M
	1
	This IE shall contain the DNN of the PDU session. 

	sNssai
	Snssai
	M
	1
	This IE shall contain the S-NSSAI for the serving PLMN. 

	hplmnSnssai
	Snssai
	C
	0..1
	This IE shall be present for a HR PDU session.
When present, it shall contain the S-NSSAI for the HPLMN. 

	servingNfId
	NfInstanceId
	M
	1
	This IE shall contain the identifier of the serving NF (e.g. serving AMF).

	guami
	Guami
	C
	0..1
	This IE shall contain the serving AMF's GUAMI.
It shall be included if the servingNFId is an AMF.

	serviceName
	ServiceName
	O
	0..1
	When present, this IE shall contain the name of the AMF service to which SM context status notifications are to be sent (see clause 6.5.2.2 of 3GPP TS 29.500 [4]). This IE may be included if the servingNFId is an AMF.

	servingNetwork
	PlmnId
	M
	1
	This IE shall contain the serving core network operator PLMN ID. 

	anType
	AccessType
	M
	1
	This IE shall indicate the Access Network Type to which the PDU session is associated.

	ratType
	RatType
	C
	0..1
	This IE shall be present and indicate the RAT Type used by the UE, if available.

	smContextStatusUri
	Uri
	M
	1
	This IE shall include the callback URI to receive notification of SM context status.

	hSmfUri
	Uri
	C
	0..1
	This IE shall be present in HR roaming scenarios. When present, it shall contain the URI of the Nsmf_PDUSession service of the H-SMF. 

	pcfId
	NfInstanceId
	O
	0..1
	When present, this IE shall contain the identifier of the PCF selected by the AMF for the UE (for Access and Mobility Policy Control); it shall be the V-PCF in LBO roaming and the H-PCF in HR roaming.

	selMode
	DnnSelectionMode
	C
	0..1
	This IE shall be present if it is available. When present, it shall indicate whether the DNN corresponds to an explicitly subscribed DNN or to the usage of a wildcard subscription. 

	traceData
	TraceData
	C
	0..1
	This IE shall be included if trace is activated for the PDU session (see 3GPP TS 32.422 [22]). 

	udmGroupId
	NfGroupId
	O
	0..1
	When present, it shall indicate the identity of the UDM group serving the UE.

	routingIndicator
	string
	O
	0..1
	When present, it shall indicate the Routing Indicator of the UE.

	epsInterworkingInd
	EpsInterworkingIndication
	O
	0..1
	This IE shall be present if it is available. 
When present, it shall indicate whether the PDU session may possibly be moved to EPS and whether N26 interface to be used during EPS interworking procedures.

	pduSessionType
	PduSessionType
	M
	1
	This IE shall indicate the selected PDU type.

	sscMode
	string
	M
	1
	This IE shall indicate the SSC mode applicable to the PDU session. 
It shall be encoded as one character in hexadecimal representation, taking a value of "0" to "7", representing the 3 bits of the SSC mode value of the SSC mode IE specified in clause 9.11.4.16 of 3GPP TS 24.501 [7]. 

Pattern: "^[0-7]$"

Example: SSC mode 3 shall be encoded as "3".

	sessionAmbr
	Ambr
	M
	1
	This IE shall contain the Session AMBR granted to the PDU session.

	qosFlowsSetupList
	array(QosFlowSetupItem)
	M
	1..N
	This IE shall contain the set of QoS flow(s) established for the PDU session. It shall contain at least the Qos flow associated to the default Qos rule.

	hSmfInstanceId
	NfInstanceId
	C
	0..1
	This IE shall be present for a HR PDU session. 
When present, it shall contain the identifier of the home SMF.

	enablePauseCharging
	boolean
	C
	0..1
	This IE shall be present for a HR PDU session, if available. 

When present, it shall indicate whether the use of Pause of Charging is enabled for the PDU session (see clause 4.4.4 of 3GPP TS 23.502 [3]). 

When present, it shall be set as follows:
- true: enable Pause of Charging; 
- false (default): disable Pause of Charging. 

	ueIpv4Address
	Ipv4Addr
	C
	0..1
	This IE shall be present if a UE IPv4 address to the PDU session. 

	ueIpv6Prefix
	Ipv6Prefix
	C
	0..1
	This IE shall be present if a UE IPv6 prefix to the PDU session.

	epsPdnCnxInfo
	EpsPdnCnxInfo
	C
	0..1
	This IE shall be present if the PDU session may be moved to EPS during its lifetime.

	epsBearerInfo
	array(EpsBearerInfo)
	C
	1..N
	This IE shall be present if the PDU session may be moved to EPS during its lifetime.

	maxIntegrityProtectedDataRate
	MaxIntegrityProtectedDataRate
	C
	0..1
	This IE shall be present if the upSecurity IE is present and indicates that integrity protection is preferred or required. 

	alwaysOnGranted
	boolean
	C
	0..1
	This IE shall be present if available. When present, it shall indicate whether this is an always On PDU session and it shall be set as follows:

- true: always-on PDU session granted.
- false (default): always-on PDU session not granted.


	upSecurity
	UpSecurity
	O
	0..1
	When present, this IE shall indicate the security policy for integrity protection and encryption for the user plane of the PDU session.

	hSmfServiceInstanceId
	string
	O
	0..1
	This IE may be present for a HR PDU session. 
When present, this IE shall contain the serviceInstanceId of the H-SMF service instance serving the PDU session. 
This IE may be used by the V-SMF to identify PDU sessions affected by a failure or restart of the H-SMF service (see clause 6.2 of 3GPP TS 23.527 [24]).

	recoveryTime
	DateTime
	O
	0..1
	This IE may be present if availablefor a HR PDU session. 
When present, this IE shall indicate the timestamp when the H-SMF or SMF service instance serving the PDU session was (re)started (see clause 6.3 of 3GPP TS 23.527 [24]).

	psaTunnelInfo
	TunnelInfo
	C
	0..1
	This IE shall be present if available.
When present, this IE shall contain the N9 tunnel information of PDU Session Anchor UPF controlled by SMF or H-SMF.



Editor's Note: The contents of the SM context in the above table are FFS.

* * * * Second Change * * * *

[bookmark: _Toc11337952]A.2	Nsmf_PDUSession API
openapi: 3.0.0

info:
  version: '1.1.0.alpha-1'
  title: 'Nsmf_PDUSession'
  description: |
    SMF PDU Session Service.
    © 2019, 3GPP Organizational Partners (ARIB, ATIS, CCSA, ETSI, TSDSI, TTA, TTC).
    All rights reserved.

[…]

    SmContext:
      type: object
      properties:
        supi:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/Supi'
        unauthenticatedSupi:
          type: boolean
          default:  false
        pei:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/Pei'
        gpsi:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/Gpsi'
        pduSessionId:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/PduSessionId'
        dnn:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/Dnn'
        sNssai:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/Snssai'
        hplmnSnssai:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/Snssai'
        servingNfId:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/NfInstanceId'
        guami:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/Guami'
        serviceName:
          $ref: 'TS29510_Nnrf_NFManagement.yaml#/components/schemas/ServiceName'
        servingNetwork:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/PlmnId'
        anType:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/AccessType'
        ratType:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/RatType'
        smContextStatusUri:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/Uri'
        hSmfUri:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/Uri'
        pcfId:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/NfInstanceId'
        selMode:
          $ref: '#/components/schemas/DnnSelectionMode'
        traceData:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/TraceData'
        udmGroupId:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/NfGroupId'
        routingIndicator:
          type: string
        epsInterworkingInd:
          $ref: '#/components/schemas/EpsInterworkingIndication'
        pduSessionType:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/PduSessionType'
        sscMode:
          type: string
          pattern: '^[0-7]$'
        sessionAmbr:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/Ambr'
        qosFlowsSetupList:
          type: array
          items:
            $ref: '#/components/schemas/QosFlowSetupItem'
          minItems: 1
        hSmfInstanceId:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/NfInstanceId'
        enablePauseCharging:
          type: boolean
          default: false
        ueIpv4Address:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/Ipv4Addr'
        ueIpv6Prefix:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/Ipv6Prefix'
        epsPdnCnxInfo:
          $ref: '#/components/schemas/EpsPdnCnxInfo'
        epsBearerInfo:
          type: array
          items:
            $ref: '#/components/schemas/EpsBearerInfo'
          minItems: 1
        maxIntegrityProtectedDataRate:
          $ref: '#/components/schemas/MaxIntegrityProtectedDataRate'
        alwaysOnGranted:
          type: boolean
          default: false
        upSecurity:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/UpSecurity'
        hSmfServiceInstanceId:
          type: string
        recoveryTime:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/DateTime'
        psaTunnelInfo
          $ref: '#/components/schemas/TunnelInfo'
      required:
        - pduSessionId
        - dnn
        - sNssai
        - servingNfId
        - servingNetwork
        - anType
        - smContextStatusUri
        - pduSessionType
        - sscMode
        - sessionAmbr
        - qosFlowsSetupList

[…]


* * * * End of Change * * * *
