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* * * First Change * * * *
[bookmark: _Toc11337786][bookmark: _Toc11337801]5.2.2.8	Update service operation
[bookmark: _Toc11337787]5.2.2.8.1	General
The Update service operation shall be used in HR roaming scenarios to: 
-	update an individual PDU session in the H-SMF and/or provide the H-SMF with information received by the V-SMF in N1 SM signalling from the UE; 
-	release a MA PDU session over a single access in the H-SMF;
-	update an individual PDU session in the V-SMF and/or provide information necessary for the V-SMF to send N1 SM signalling to the UE.
It is invoked by the V-SMF in the following procedures: 
-	UE or visited network requested PDU session modification (see clause 4.3.3.3 of 3GPP TS 23.502 [3]);
-	UE requested PDU session release (see clause 4.3.4.3 of 3GPP TS 23.502 [3]);
-	UE or visited network (e.g. AMF, V-SMF) initiated MA PDU session release over a single access (see clause 4.22 of 3GPP TS 23.502 [3]);
-	EPS to 5GS handover execution using N26 interface (see clause 4.11 of 3GPP TS 23.502 [3]); 
-	Handover between 3GPP and untrusted non-3GPP access procedures (see clause 4.9.2 of 3GPP TS 23.502 [3]), for a Home Routed PDU session, without AMF change or with target AMF in same PLMN; 
-	All procedures requiring to provide the H-SMF with information received by the V-SMF in N1 SM signalling from the UE to the H-SMF.
It is invoked by the I-SMF in the following procedures: 
-	Change of PDU Session Anchor for IPv6 multi-homing or UL CL controlled by I-SMF (see clause 4.23.9.3 of 3GPP TS 23.502 [3]).
It is invoked by the H-SMFin the following procedures: 
-	Home network requested PDU session modification (see clause 4.3.3.3 of 3GPP TS 23.502 [3]);
-	Home network requested PDU session release (see clause 4.3.4.3 of 3GPP TS 23.502 [3]);
-	Home network (e.g. H-SMF) initiated MA PDU session release over a single access (see clause 4.22 of 3GPP TS 23.502 [3]);
-	All procedures requiring to provide information necessary for the V-SMF to send N1 SM signalling to the UE;
-	EPS Bearer ID allocation or revocation (see clauses 4.11.1.4.1 and 4.11.1.4.3 of 3GPP TS 23.502 [3]); 
-	Secondary authorization/authentication by an DN-AAA server (see clause 4.3.2.3 of of 3GPP TS 23.502 [3]).
[bookmark: _Toc11337788]
* * * Next Change * * * *
[bookmark: _Toc11337794][bookmark: _Toc11337795]5.2.2.8.2.x	Change of PSA for IPv6 multi-homing or UL CL controlled by I-SMF
This clause applies only in case of non-roaming or LBO roaming as control of an UL CL or BP in VPLMN is not supported in HR roaming case (see clause 5.34.4 of 3GPP TS 23.501 [2]). 
The requirements specified in clause 5.2.2.8.2.1 shall apply with the following modifications.
1.	Same as step 1 of Figure 5.2.2.8.2-1, with the following modifications:
The POST request shall contain:
-	the requestIndication IE set to NW_REQ_PDU_SES_MOD;
-	the indication that a change of traffic offload occured;
-	the list of DNAIs supported by the inserted PSA;
-	the new UE IPv6 prefix at the inserted PSA, assigned by the I-SMF or by the UPF supporting the PSA, if IPv6 multi-homing applies to the PDU session;
-	the removed UE IPv6 prefix at the removed PSA, if IPv6 multi-homing applies to the PDU session;
-	the list of DNAIs supported by the removed PSA. 
Editor's note: It is FFS whether a specific value is required to indicate a "change" of traffic offload, or whether it is sufficient to indicate that traffic offload has been removed and inserted. 
2a.	Same as step 2a of Figure 5.2.2.8.2-1, with the following modifications:
The payload body of the POST response shall contain:
[bookmark: _GoBack]-	N4 information for the removal of the local offload rules at the removed PSA; 
-	N4 information for the handling of the local traffic that is offloaded at the inserted PSA;  
-	the DNAIs related to N4 information targeting the removed or inserted PSA. 


* * * End of Changes * * * *
