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· I-SMF only indication. Necessary changes were added by CR0172
· Handover Complete Indication is added by this CR
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	Other comments:
	This CR adds new feature to the Nsmf_PDUSession API in a backward compatible way.

	
	

	This CR's revision history:
	Rev1: typo corrected in hoCompleteIndication description
Rev2: Missing "present during" added to hoCompleteIndication description



Page 1


* * * First Change * * * *
[bookmark: _Toc11337888][bookmark: _Toc11337891]6.1.6.2.6	Type: SMContextReleaseData
Table 6.1.6.2.6-1: Definition of type SmContextReleaseData
	Attribute name
	Data type
	P
	Cardinality
	Description

	cause
	Cause
	C
	0..1
	This IE shall be present, if the information is available. When present, this IE shall indicate the NF Service Consumer cause for the requested SM context release. 

	ngApCause
	NgApCause
	C
	0..1
	This IE shall be present, if the information is available. When present, this IE shall indicate the NGAP cause for the requested SM context release.

	5gMmCauseValue
	5GMmCause
	C
	0..1
	This IE shall be included if the PDU session is released by the AMF due to any 5GMM failure. When present, this IE shall contain the 5GMM cause code value received from the UE.

	ueLocation
	UserLocation
	C
	0..1
	This IE shall be present, if available. 
When present, it shall contain the UE Time Zone information. See NOTE.

	ueTimeZone
	TimeZone
	C
	0..1
	This IE shall be present, if available. 
When present, it shall contain the UE location information.

	addUeLocation
	UserLocation
	O
	0..1
	Additional UE location. 
This IE may be present, if anType previously reported is a non-3GPP access and a valid 3GPP access user location information is available. 
When present, it shall contain: 
-	the last known 3GPP access user location; and 
-	the timestamp, if available, indicating the UTC time when the addUeLocation information was acquired.
See NOTE.

	vsmfReleaseOnly
	boolean
	C
	0..1
	This IE shall be present and set to "true" during a 5GS to EPS Idle mode mobility or handover, for a Home Routed PDU session associated with 3GPP access and with assigned EBI(s). When present, it shall be set as follows:
- true: release the SM context and PDU session in the V-SMF only; 
- false (default): release the SM context and PDU session in V-SMF and H-SMF.

	n2SmInfo
	RefToBinaryData
	C
	0..1
	This IE shall be present if N2 SM Information has been received from the AN. 
When present, this IE shall reference the N2 SM Information binary data (see clause 6.1.6.4.3).

	n2SmInfoType
	N2SmInfoType
	C
	0..1
	This IE shall be present if "n2SmInfo" attribute is present.
When present, this IE shall indicate the NG AP IE type for the NG AP SMF related IE container carried in "n2SmInfo" attribute.

	ismfReleaseOnly
	boolean
	C
	0..1
	This IE shall be present and set to "true" during an inter NG-RAN node Xn based handover and N2 based handover with I-SMF change and removal. When present, it shall be set as follows:
- true: release the SM context and PDU session in the I-SMF only; 
- false (default): release the SM context and PDU session in I-SMF and SMF.

	hoCompleteIndication
	boolean
	C
	0..1
	This IE shall be present during N2 Handover with I-SMF removal or with I-SMF/V-SMF change. 
When present, it shall be set as follows:
- true: Handover complete; 
- false (default): Handover complete is not indicated.

	NOTE:	In shared networks, when the message is sent from the VPLMN to the HPLMN, the PLMN ID that is communicated in this IE shall be that of the selected Core Network Operator. 
In shared networks, when the AMF and SMF pertain to the same PLMN, the Primary PLMN ID shall be communicated in the ECGI or NCGI to the SMF. The Core Network Operator PLMN ID shall be communicated in the TAI and the Serving Network.



* * * 2nd Change * * * *
[bookmark: _Toc11337952]A.2	Nsmf_PDUSession API
openapi: 3.0.0

info:
  version: '1.1.0.alpha-1'
  title: 'Nsmf_PDUSession'
  description: |
    SMF PDU Session Service.
    © 2019, 3GPP Organizational Partners (ARIB, ATIS, CCSA, ETSI, TSDSI, TTA, TTC).
    All rights reserved.

[…]

    SmContextReleaseData:
      type: object
      properties:
        cause:
          $ref: '#/components/schemas/Cause'
        ngApCause:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/NgApCause'
        5gMmCauseValue:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/5GMmCause'
        ueLocation:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/UserLocation'
        ueTimeZone:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/TimeZone'
        addUeLocation:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/UserLocation'
        vsmfReleaseOnly:
          type: boolean
          default: false
        n2SmInfo:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/RefToBinaryData'
        n2SmInfoType:
          $ref: '#/components/schemas/N2SmInfoType'
        ismfReleaseOnly:
          type: boolean
          default: false
        hoCompleteIndication:
          type: boolean
          default: false

[…]


* * * End of Changes * * * *

