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Proposed changes:
*** 1st Change ***

3.2
Abbreviations

For the purposes of the present document, the abbreviations given in 3GPP TR 21.905 [1] and the following apply. An abbreviation defined in the present document takes precedence over the definition of the same abbreviation, if any, in 3GPP TR 21.905 [1].

5G-RG
5G Residential Gateway

AF
Application Function

DEI
Drop Eligible Indicator

DNAI
DN Access Identifier
DNN
Data Network Name

E-UTRA
Evolved Universal Terrestrial Radio Access 
FN-RG
Fixed Network Residential Gateway
H-PCF
PCF in the HPLMN

JSON
JavaScript Object Notation
MPS
Multimedia Priority Service
NEF
Network Exposure Function

NR
New Radio

NRF
Network Repository Function

NWDAF
Network Data Analytics Function

PCC
Policy and Charging Control

PCF
Policy Control Function

PCP
Priority Code Point

PRA
Presence Reporting Area
QoS
Quality of Service

RFSP
RAT Frequency Selection Priority

RTCP
Real Time Control Protocol
SDF
Service Data Flow

SMF
Session Management Function

S-NSSAI
Single Network Slice Selection Assistance Information

SUPI
Subscription Permanent Identifier
UDR
Unified Data Repository

UPF
User Plane Function

URSP
UE Route Selection Policy

VID
VLAN Identifier

VLAN
Virtual Local Area Network

V-PCF
PCF in the VPLMN 
W-5GAN
Wireline 5G Access Network
W-AGF
Wireline Access Gateway Function
*** 2nd Change ***

D.2.1.1
Overview

The overview defined in subclause 4.1.1 applies with the exception that the UE is replaced by the 5G-RG and the W-AGF, which is acting as a UE towards the 5GC on behalf of the FN-RG.
*** 3rd Change ***

D.2.1.2
Service Architecture
The service architecture defined in subclause 4.1.2 applies.
*** 4th Change ***

D.2.1.3
Network Functions
D.2.1.3.x1
Policy Control Function (PCF)
The PCF functionality defined in subclause 4.1.3.1 shall apply with the following modifications for W-5GAN and for the Npcf_PolicyAuthorization service:

-
The 5G-RG and the W-AGF, acting as a UE towards the 5GC on behalf of the FN-RG, replace the UE.
-
The PCF provides Policy Authorization as described in this Annex.
D.2.1.3.x2
NF Service Consumers
The AF functionality defined in subclause 4.1.3.2 shall apply with the following exceptions for the traffic of a PDU session over wireline access: 
· Indication that the QoS targets can no longer (or can again) be guaranteed does not apply
· Invocation of Multimedia Priority Services does not apply in this release of the specification.
*** 5th Change ***

D.3
Service Operations
D.3.1
Introduction
Service procedures covered in clause 4.2.1 shall apply.
*** 6th Change ***

D.3.2
Npcf_PolicyAuthorization_Create Service Operation
D.3.2.x1
General

The procedures specified in clause 4.2.2 shall apply with the following differences:

-
Subscriptions to notifications of Service Data Flow QoS targets are not supported. Clause 4.2.2.6 does not apply for the traffic of a PDU session over wireline access. 

-
Invocation of Multimedia Priority Services is not supported. Clauses 4.2.2.12 does not apply for the traffic of a PDU session over wireline access.

*** 7th Change ***

D.3.3
Npcf_PolicyAuthorization_Update Service Operation
D.3.3.x1
General

The procedures specified in clause 4.2.3 shall apply with the following differences:

-
Subscriptions to notifications of Service Data Flow QoS targets are not supported. Clause 4.2.3.6 does not apply for the traffic of a PDU session over wireline access. 

-
Invocation of Multimedia Priority Services is not supported. Clause 4.2.3.12 does not apply for the traffic of a PDU session over wireline access.

*** 8th Change ***

D.3.5
Npcf_PolicyAuthorization_Notify Service Operation
D.3.5.x1
General

The procedures specified in clause 4.2.5 shall apply with the following differences:

-
Subscriptions to notifications of Service Data Flow QoS targets are not supported. Clause 4.2.5.4 does not apply for the traffic of a PDU session over wireline access. 

-
Invocation of Multimedia Priority Services is not supported. Clause 4.2.4.5 does not apply for the traffic of a PDU session over wireline access.

*** End of Changes ***

