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* * * First Change * * * *
[bookmark: _Toc509752487]7.3.1	Provide-Location-Request (PLR) Command
The Provide-Location-Request (PLR) command, indicated by the Command-Code field set to 8388620 and the ‘R’ bit set in the Command Flags field, is sent by the GMLC in order to request subscriber location to the MME or SGSN.
Message Format
< Provide-Location-Request> ::=	< Diameter Header: 8388620, REQ, PXY, 16777255 >
									< Session-Id >
									[ Vendor-Specific-Application-Id ]
{ Auth-Session-State }
{ Origin-Host }
{ Origin-Realm }
{ Destination-Host }
								{ Destination-Realm }
{ SLg-Location-Type }
[ User-Name ]
[ MSISDN ] 
[ IMEI ] 
{ LCS-EPS-Client-Name }
{ LCS-Client-Type }
[ LCS-Requestor-Name ]
 [ LCS-Priority ]
[ LCS-QoS ] 
[ Velocity-Requested ]
[ LCS-Supported-GAD-Shapes ]
[ LCS-Service-Type-ID ]
[ LCS-Codeword ]
[ LCS-Privacy-Check-Non-Session ]
[ LCS-Privacy-Check-Session ]
[ Service-Selection ]
[ Deferred-Location-Type ]
[ PLR-Flags ]
[ Motion-Event-Info ]
*[ Supported-Features ]
												*[ AVP ]
*[ Proxy-Info ]
*[ Route-Record ]

* * * End of Changes * * * *

