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	Reason for change:
	[bookmark: _Toc20137279]3GPP TS 29.518 has specified that EnableUEReachability will be used by NEF Anchored Mobile Terminated Data Transport:
[bookmark: _Toc20137278]5.4.2.2	EnableUEReachability
5.4.2.2.1	General
The EnableUEReachability service operation is used in the following procedure:
-	MT SMS over NAS in CM-IDLE state (see 3GPP TS 23.502 [3], clause 4.13.3.6), or in CM-CONNECTED state (see 3GPP TS 23.502 [3], clause 4.13.3.7).
-	UPF anchored Mobile Terminated Data Transport in Control Plane CIoT 5GS Optimisation (see clause 4.24.2 of 3GPP TS 23.502 [3]).
-	NEF Anchored Mobile Terminated Data Transport (see clause 4.25.5 of 3GPP TS 23.502 [3]).
As specified in TS 23.502 4.24.2 (which is referred by NEF anchored MT data transport, clause 4.25.5), the EnableUEReachability is only used when Buffering is configured in UPF where UPF will trigger a DDN to SMF. If UPF is not configured to support buffering and forward forward the data directly to SMF, SMF use N1N2MessageTransfer service operation to delivery the data:
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On N29, NEF always directly forward NIDD MT data toward SMF, so SMF always use N1N2MessageTransfer in the NEF anchored NIDD MT data delivery procedures.
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* * * First Change * * * *
5.4.2.2.1	General
The EnableUEReachability service operation is used in the following procedure:
-	MT SMS over NAS in CM-IDLE state (see 3GPP TS 23.502 [3], clause 4.13.3.6), or in CM-CONNECTED state (see 3GPP TS 23.502 [3], clause 4.13.3.7).
-	UPF anchored Mobile Terminated Data Transport in Control Plane CIoT 5GS Optimisation (see clause 4.24.2 of 3GPP TS 23.502 [3]).
-	NEF Anchored Mobile Terminated Data Transport (see clause 4.25.5 of 3GPP TS 23.502 [3]).
The EnableUEReachability service operation shall be invoked by the NF Service Consumer (e.g. SMSF, SMF) to enable the reachability of the UE.
The NF Service Consumer shall invoke the service by using the HTTP method PUT, towards the URI of a "ueReachInd" resource as specified in clause 6.3.3.2. See also figure 5.4.2.2.1-1.


Figure 5.4.2.2.2-1: NF Service Consumer enables the reachability of the UE
1.	The NF Service Consumer sends a PUT request to the resource representing the ueReachInd resource of the AMF. The payload body of the PUT request shall contain an "EnableUeReachabilityReqData" object.
2a.	On success:
-	if the UE is in CM-CONNECTED state, the AMF shall immediately respond using "200 OK" status code, with payload containing an "EnableUeReachabilityRspData" object.
-	if the UE is in CM-IDLE state and the NAS message is to be sent over via 3GPP access, the AMF shall page the UE. When UE becomes CM-CONNECTED, "200 OK" shall be returned with payload containing an "EnableUeReachabilityRspData" object.
2b.	On failure or redirection, one of the HTTP status code listed in Table 6.3.3.2.3.1-3 shall be returned. For a 4xx/5xx response, the message body shall contain a ProblemDetails or ProblemDetailsEnableUeReachability structure with the "cause" attribute set to one of the application error listed in Table 6.3.3.2.3.1-3.

* * * End of Changes * * * *
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