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FIRST CHANGE
[bookmark: _Toc18853040]5.1	Introduction
The table 5.1-1 shows the AMF Services and AMF Service Operations:
Table 5.1-1 List of AMF Services
	Service Name
	Service Operations
	Operation
Semantics
	Example Consumer(s)

	Namf_Communication
	UEContextTransfer
	Request/Response
	Peer AMF

	
	RegistrationStatusUpdate
	Request/Response
	Peer AMF

	
	CreateUEContext
	Request/Response
	Peer AMF

	
	ReleaseUEContext
	Request/Response
	Peer AMF

	
	N1MessageNotify
	Subscribe/Notify

	Peer AMF, LMF, PCF

	
	N2InfoNotify
	
	LMF, AMF

	
	N1N2MessageSubscribe
	
	PCF

	
	N1N2MessageUnSubscribe
	
	PCF

	
	N1N2MessageTransfer
	Request/Response
	Peer AMF, SMF, SMSF, LMF, PCF

	
	N1N2TransferFailureNotification
	Subscribe/Notify
	SMF, SMSF, LMF

	
	NonUeN2MessageTransfer
	Request/Response
	Peer AMF, LMF, CBCF, PWS-IWF

	
	NonUeN2InfoSubscribe
	Subscribe/Notify

	CBCF, PWS-IWF

	
	NonUeN2InfoUnSubscribe
	
	CBCF, PWS-IWF

	
	NonUeN2InfoNotify
	
	LMF, CBCF, PWS-IWF

	
	EBIAssignment
	Request/Response
	SMF

	
	AMFStatusChangeSubscribe
	Subscribe / Notify
	SMF, PCF, NEF, SMSF, UDM

	
	AMFStatusChangeUnSubscribe
	Subscribe / Notify
	SMF, PCF, NEF, SMSF, UDM

	
	AMFStatusChangeNotify
	Subscribe / Notify
	SMF, PCF, NEF, SMSF, UDM

	Namf_EventExposure
	Subscribe (see NOTE)
	Subscribe/Notify
	NEF, SMF, UDM, NWDAF

	
	Unsubscribe (see NOTE)
	Subscribe/Notify
	NEF, SMF, UDM, NWDAF

	
	Notify
	Subscribe/Notify
	NEF, SMF, UDM, NWDAF

	Namf_MT
	EnableUEReachability
	Request/Response
	SMSF

	
	ProvideDomainSelectionInfo
	Request/Response
	UDM

	Namf_Location
	ProvidePositioningInfo
	Request/Response
	GMLC

	
	EventNotify
	Subscribe / Notify
	GMLC

	
	ProvideLocationInfo
	Request/Response
	UDM

	
	CancelLocation
	Request/Response
	GMLC

	NOTE:	A subscription applies for one UE, group of UE(s) or any UE.



Next CHANGE
[bookmark: _Toc20137284]5.5.2	Service Operations
[bookmark: _Toc20137285]5.5.2.1	Introduction
For the Namf_Location Service the following service operations are defined:
-	ProvidePositioningInfo;
-	EventNotify; and
-	ProvideLocationInfo.
-	CancelLocation

Next CHANGE
5.5.2.x	CancelLocation
[bookmark: _Toc18853041]5.5.2.x.1	General
This service operation is used in the following procedure:
-	Cancellation of Reporting of Location Events by an AF or External LCS Client (see 3GPP TS 23.273 [4], clause 6.3.3)
The CancelLocation service operation shall be invoked by the NF Service Consumer (e.g. GMLC) to cancel reporting periodic or events triggered location.
The NF Service Consumer shall invoke the service operation by sending a POST request to the URI of the "cancel-pos-info" custom operation on the "Individual UE Context" resource (See clause 6.4.3.2.4.x). See also figure 5.5.2.x.1-1.


Figure 5.5.2.x.1-1: Cancellation of reporting periodic or events triggered location of the UE
1.	The NF Service Consumer shall send a POST request to the resource URI of "cancel-pos-info" custom operation of the "Individual UE context" resource of the AMF. The payload body of the POST request shall contain a "CancelLocInfo" data structure indicating the desired cancellation of reporting periodic or events triggered location of the UE.
2a.	On success, AMF responds with "204 No Content".
2b.	On failure, one of the HTTP status code listed in Table 6.1.4.2.2-2 shall be returned. For a 4xx/5xx response, the message body shall contain a ProblemDetails structure with the "cause" attribute set to one of the application errors.

***** End of CHANGE *****
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