Page 1



3GPP TSG-CT WG1 Meeting #121
C1-198764
Reno (NV), USA, 11-15 November 2019

	CR-Form-v12.0

	CHANGE REQUEST

	

	
	24.502
	CR
	0108
	rev
	1
	Current version:
	16.1.0
	

	

	For HELP on using this form: comprehensive instructions can be found at 
http://www.3gpp.org/Change-Requests.

	


	Proposed change affects:
	UICC apps
	
	ME
	x
	Radio Access Network
	
	Core Network
	


	

	Title:

	PLMN selection for wireline access

	
	

	Source to WG:
	Ericsson, CableLabs, Charter Communications, Huawei, HiSilicon

	Source to TSG:
	C1

	
	

	Work item code:
	5WWC
	
	Date:
	2019-11-15

	
	
	
	
	

	Category:
	B
	
	Release:
	Rel-16

	
	Use one of the following categories:
F  (correction)
A  (mirror corresponding to a change in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)

Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
Rel-8
(Release 8)
Rel-9
(Release 9)
Rel-10
(Release 10)
Rel-11
(Release 11)
Rel-12
(Release 12)
Rel-13
(Release 13)
Rel-14
(Release 14)
Rel-15
(Release 15)
Rel-16
(Release 16)

	
	

	Reason for change:
	1) 23.316 states:

----------------

The roaming scenario is not supported in this Release of the specification.

----------------

this is not captured in 24.502.
2) Subclause 4.1 incorrectly omits wireline access from description of non-3GPP access.

3) ANDSP is not used in wireline access.

	
	

	Summary of change:
	The 5G-RG and the W-AGF acting on behalf of the FN-RG select HPLMN.
Subclause 4.1 corrected.

ANDSP is not used in wireline access.

	
	

	Consequences if not approved:
	PLMN selection on wireline access not specified.

	
	

	Clauses affected:
	4.1, 5.3B (new), 6.4.1

	
	

	
	Y
	N
	
	

	Other specs
	
	X
	 Other core specifications

	TS/TR ... CR ... 

	affected:
	
	X
	 Test specifications
	TS/TR ... CR ... 

	(show related CRs)
	
	X
	 O&M Specifications
	TS/TR ... CR ... 

	
	

	Other comments:
	

	
	

	This CR's revision history:
	


***** change *****
4.1
Overview

The 5G core network (5GCN) supports the connectivity of the UE via non-3GPP access networks. These non-3GPP access networks can be trusted non-3GPP access networks, untrusted non-3GPP access networks or wireline access networks. A trusted or untrusted non-3GPP access network can advertise the PLMNs for which it supports trusted connectivity and the type of supported trusted connectivity (i.e. information about PLMN list with 5G connectivity using trusted non-3GPP access) so that the UE can discover the non-3GPP access networks that can provide trusted connectivity to one or more PLMNs.
NOTE: A wireline access network does not indicate PLMNs for which it supports connectivity.
***** change *****
5.3B
PLMN selection procedures using wireline access

Roaming support for wireline access is not defined in the present version of the present document.

The 5G-RG and the W-AGF acting on behalf of the FN-RG shall consider that the HPLMN is available on each wireline access network and shall select HPLMN on the wireline access network.
***** change *****
6.4.1
General

The Access Network Discovery & Selection policy (ANDSP) is used to control UE behavior related to access network discovery and selection of trusted and untrusted non-3GPP access network.
NOTE:
ANDSP does not influence access network discovery and selection of wireline access network.
ANDSP consists of:

-
WLAN Selection Policy (WLANSP); and

-
Non-3GPP access network (N3AN) node configuration information.

The UE uses the WLANSP for selecting the WLAN.

The UE uses the Non-3GPP access network (N3AN) node configuration information for selecting a N3AN node (i.e. N3IWF or ePDG).

When roaming, the UE can receive ANDSP including WLANSP from H-PCF or V-PCF or both. The ANDSP including N3AN node configuration information is provided by H-PCF only. The UE shall ignore the N3AN node configuration information in the ANDSP if the ANDSP is provided by V-PCF.

The structure and the content of ANDSP are defined in 3GPP TS 24.526 [17].
