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	1) Scope states:

---------------

The present document specifies non-3GPP access network discovery and selection procedures, the access authorization procedure used for accessing wireline access networks and non-3GPP access networks. These non-3GPP access networks can be trusted or untrusted access networks.

---------------

However, wireline acess is a type of non-3GPP access so wireline acess networks are listed twice in 1st sentence and incorrectly omitted in 2nd sentence.

2) wireline access does not use IKEv2 and IPSec but uses EAP-5G. Usage of EAP-5G for wireline access needs to be indicated in scope too.

3) last paragraph omits trusted non-3GPP access, wireline access, 5G-RG and the W-AGF acting on behalf of the FN-RG. 

For the 5G-RG, PLMN selection for wireline access, EAP-5G usage and QoS handling need to be specified in 24.502. 

For the W-AGF acting on behalf of the FN-RG, PLMN selection for wireline access needs to be specified in 24.502.

NOTE: FN-RG is not specified by 3GPP so 24.302 cannot state any requirements on FN-RG.
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***** change *****
1
Scope

The present document specifies non-3GPP access network discovery and selection procedures, the access authorization procedure used for accessing non-3GPP access networks. These non-3GPP access networks can be trusted non-3GPP access networks, untrusted non-3GPP access networks or wireline access networks.
The present document also specifies the security association management procedures used for establishing IKEv2 and IPsec security associations:

-
between the UE and the N3IWF and the procedures for transporting messages between the UE and the N3IWF over the non-3GPP access networks; and
-
between the UE and the TNGF and the procedures for transporting messages between the UE and the TNGF over the non-3GPP access networks. 
The present document also specifies the EAP-5G procedures used for exchange of NAS messages via trusted non-3GPP access and wireline access network before the UE or the 5G-RG is authenticated and authorized to use the trusted non-3GPP access or the wireline acces network.
The present document is applicable to the UE, the 5G-RG or the W-AGF acting on behalf of the FN-RG and the network. In this technical specification the network refers to the 3GPP 5GCN and the trusted non-3GPP access, untrusted non-3GPP access, or wireline access network.
NOTE:
The present document is not applicable to the FN-RG.
