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* * * * * * * FIRST CHANGE * * * * * * *
X.2.3.3	Decision to remove a regroup using preconfigured group
When the controlling MCPTT function decides to remove a regroup using preconfigured group, the controlling MCPTT function:
1)	if the regroup is a group regroup based on preconfigured group, then:
a)	for each constituent group belonging to the regroup:
i)	shall determine the non-controlling MCPTT function serving that group;
ii)	shall generate an outgoing SIP MESSAGE request in accordance with 3GPP TS 24.229 [4] and IETF RFC 3428 [33];
iii)	shall set the Request-URI of the outgoing SIP MESSAGE request to the public service identity of the non-controlling MCPTT function determined in step i);
iv)	shall create an application/vnd.3gpp.mcptt-regroup+xml MIME body and include it in the outgoing SIP MESSAGE request with:
A)	an <mcptt-regroup-uri> element set to the identity of the regroup;
B)	a <regroup-action> element set to "remove"; and
v)	shall send the SIP MESSAGE request as specified in 3GPP TS 24.229 [4]; and
2)	if the regroup is a user regroup based on preconfigured group, then the controlling MCPTT function shall create a list of terminating participating MCPTT functions serving users belonging to and affiliated with the regroup and shall create a list of MCPTT IDs that are affiliated to the regroup and served by the same terminating partificpating MCPTT function for each of the members of the list of terminating participating MCPTT functions, and for each terminating participating MCPTT function in the list:
a)	shall generate an outgoing SIP MESSAGE request in accordance with 3GPP TS 24.229 [4] and IETF RFC 3428 [33];
b)	shall set the Request-URI of the outgoing SIP MESSAGE request to the public service identity of the terminating participating MCPTT function;
c)	shall create an application/vnd.3gpp.mcptt-regroup+xml MIME body and include it in the outgoing SIP MESSAGE request with:
i)	an <mcptt-regroup-uri> element set to the identity of the regroup;
ii)	a <regroup-action> element set to "remove"; and
iii)	a <users-for-regroup> element set to the list of MCPTT IDs served by this terminating participating MCPTT function that are affiliated to the regroup; and
d)	shall send the SIP MESSAGE request as specified in 3GPP TS 24.229 [4].
* * * * * * * END CHANGES * * * * * * *

