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*** First change ***
[bookmark: _Toc20148757][bookmark: _Toc11345615]L.3.1.5	3GPP PS data off
If the 3GPP PS data off status is "active" the UE shall only send initial requests that:
1)	are associated with a 3GPP IMS service which enforces 3GPP PS data off;
NOTE:	These services are specified in 3GPP TS 22.011 [1C], and enforcement of 3GPP PS data off is described in the respective service specifications.
2)	are associated with an emergency service;
3)	are associated with access to RLOS; or
34)	are associated with 3GPP PS data off exempt services configured in the UE using one or more of the following methods:
-	the non_3GPP_ICSIs_exempt node specified in 3GPP TS 24.167 [8G], if the UE is in the HPLMN or the EHPLMN, or if the UE is in the VPLMN and the non_3GPP_ICSIs_roaming_exempt node specified in 3GPP TS 24.167 [8G] is not configured;
-	the non_3GPP_ICSIs_roaming_exempt node specified in 3GPP TS 24.167 [8G], if the UE is in the VPLMN;
-	the non_3GPP_ICSIs_exempt node in the EF3GPPPSDATAOFFservicelist file described in 3GPP TS 31.102 [15C], if the UE is in the HPLMN or the EHPLMN, or if the UE is in the VPLMN and the non_3GPP_ICSIs_roaming_exempt node in the EF3GPPPSDATAOFFservicelist file described in 3GPP TS 31.102 [15C] is not configured; or
-	the non_3GPP_ICSIs_roaming_exempt node in the EF3GPPPSDATAOFFservicelist file described in 3GPP TS 31.102 [15C], if the UE is in the VPLMN.
	If the UE is configured with both the non_3GPP_ICSIs_exempt node of 3GPP TS 24.167 [8G] and the non_3GPP_ICSIs_exempt node in the EF3GPPPSDATAOFFservicelist file described in 3GPP TS 31.102 [15C], then the non_3GPP_ICSIs_exempt node in the EF3GPPPSDATAOFFservicelist file described in 3GPP TS 31.102 [15C] shall take precedence.
	If the UE is configured with both the non_3GPP_ICSIs_roaming_exempt node of 3GPP TS 24.167 [8G] and the non_3GPP_ICSIs_roaming_exempt node in the EF3GPPPSDATAOFFservicelist file described in 3GPP TS 31.102 [15C], then the non_3GPP_ICSIs_roaming_exempt node in the EF3GPPPSDATAOFFservicelist file described in 3GPP TS 31.102 [15C] shall take precedence.
If the 3GPP PS data off status changes from "inactive" to "active" the UE shall release all dialogs that
1)	are not associated with a 3GPP IMS service which enforces 3GPP PS data off;
NOTE:	These services are specified in 3GPP TS 22.011 [1C], and enforcement of 3GPP PS data off is described in the respective service specifications.
2)	are not associated with an emergency service; and
3)	are not associated with 3GPP data off exempt services configured in the UE using one or more of the following methods:
-	the non_3GPP_ICSIs_exempt node specified in 3GPP TS 24.167 [8G], if the UE is in the HPLMN or the EHPLMN, or if the UE is in the VPLMN and the non_3GPP_ICSIs_roaming_exempt node specified in 3GPP TS 24.167 [8G] is not configured;
-	the non_3GPP_ICSIs_roaming_exempt node specified in 3GPP TS 24.167 [8G], if the UE is in the VPLMN;
-	the non_3GPP_ICSIs_exempt node in the EF3GPPPSDATAOFFservicelist file described in 3GPP TS 31.102 [15C], if the UE is in the HPLMN or the EHPLMN, or if the UE is in the VPLMN and the non_3GPP_ICSIs_roaming_exempt node in the EF3GPPPSDATAOFFservicelist file described in 3GPP TS 31.102 [15C] is not configured; or
-	the non_3GPP_ICSIs_roaming_exempt node in the EF3GPPPSDATAOFFservicelist file described in 3GPP TS 31.102 [15C], if the UE is in the VPLMN.
	If the UE is configured with both the non_3GPP_ICSIs_exempt node of 3GPP TS 24.167 [8G] and the non_3GPP_ICSIs_exempt node in the EF3GPPPSDATAOFFservicelist file described in 3GPP TS 31.102 [15C], then the non_3GPP_ICSIs_exempt node in the EF3GPPPSDATAOFFservicelist file described in 3GPP TS 31.102 [15C] shall take precedence.
	If the UE is configured with both the non_3GPP_ICSIs_roaming_exempt node of 3GPP TS 24.167 [8G] and the non_3GPP_ICSIs_roaming_exempt node in the EF3GPPPSDATAOFFservicelist file described in 3GPP TS 31.102 [15C], then the non_3GPP_ICSIs_roaming_exempt node in the EF3GPPPSDATAOFFservicelist file described in 3GPP TS 31.102 [15C] shall take precedence.
*** End change ***
