Page 1



3GPP TSG-CT WG1 Meeting #120
C1-196516
Portoroz (Slovenia), 7-11 October 2019

	CR-Form-v12.0

	CHANGE REQUEST

	

	
	24.229
	CR
	6392
	rev
	-
	Current version:
	16.3.0
	

	

	For HELP on using this form: comprehensive instructions can be found at 
http://www.3gpp.org/Change-Requests.

	


	Proposed change affects:
	UICC apps
	
	ME
	
	Radio Access Network
	
	Core Network
	x


	

	Title:

	Ensure correct Reason for SRVCC

	
	

	Source to WG:
	Ericsson

	Source to TSG:
	C1

	
	

	Work item code:
	TEI16
	
	Date:
	2019-09-30

	
	
	
	
	

	Category:
	F
	
	Release:
	Rel-16

	
	Use one of the following categories:
F  (correction)
A  (mirror corresponding to a change in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)

Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
Rel-8
(Release 8)
Rel-9
(Release 9)
Rel-10
(Release 10)
Rel-11
(Release 11)
Rel-12
(Release 12)
Rel-13
(Release 13)
Rel-14
(Release 14)
Rel-15
(Release 15)
Rel-16
(Release 16)

	
	

	Reason for change:
	The ATCF is looking for CANCEL requests from the P-CSCF with a Reason header field containing protocol value "SIP" and cause value "503". During the call set-up this indication should thus be sent if the P-CSCF receives an Rx message indicating PS_TO_CS_HANDOVER. This condition is however not clear as current text indicates that "503" will be indicated only if there is no indication from the entity controlling the radio resources.

	
	

	Summary of change:
	Add the condition that PS_TO_CS_HANDOVER is received over Rx for including the "503" cause in the Reason header.

	
	

	Consequences if not approved:
	SRVCC might not be invoked correctly in the ATCF or the SCC AS.

	
	

	Clauses affected:
	5.2.8.1.1

	
	

	
	Y
	N
	
	

	Other specs
	
	X
	 Other core specifications

	TS/TR ... CR ... 

	affected:
	
	X
	 Test specifications
	TS/TR ... CR ... 

	(show related CRs)
	
	X
	 O&M Specifications
	TS/TR ... CR ... 

	
	

	Other comments:
	

	
	

	This CR's revision history:
	


****First change****
5.2.8.1.1
Cancellation of a session currently being established

Upon receipt of an indication that the signalling bearer is no longer available (e.g. an Rx interface message from PCRF), the P-CSCF shall cancel that dialog by applying the following steps:

1)
if the P-CSCF serves the calling user of the session, send out a CANCEL request to cancel the INVITE request towards the terminating UE that includes:

a)
if a cause or error code was received from the entity controlling radio/bearer resources, a Reason header field, with an appropriate protocol value in the protocol field, and the "cause" header field parameter set to the received cause or error code; and

b)
if
-
no cause or error code was received from the entity controlling radio/bearer resources; or

-
if the abort cause PS_TO_CS_HANDOVER was received over Rx from the entity controlling radio/bearer resources;


a Reason header field containing a 503 (Service Unavailable) status code according to the procedures described in RFC 3261 [26] and RFC 3326 [34A]; and

2)
if the P-CSCF serves the called user of the session, send out a 500 (Server Internal Error) response to the received INVITE request. If a cause or error code was received from the entity controlling radio/bearer resources the P-CSCF shall include a Reason header field, with a protocol value set to "FAILURE_CAUSE" in the "protocol" header field parameter as described in subclause 7.2A.18.12.2, and the "cause" header field parameter set to "2" as described in subclause 7.2A.18.12.2.

Upon receipt of an indication that QoS or bearer resources are no longer available for a media negotiated in a multimedia session currently being established (e.g. an Rx interface message from PCRF) and if no SIP message removing the media for which resources are no longer available is received within an operator defined time after the reception of the indication, the P-CSCF shall:

1)
cancel that dialog by responding to the original INVITE request with a 500 (Server Internal Error) response. If a cause or error code was received from the entity controlling radio/bearer resources the P-CSCF shall include a Reason header field, with a protocol value set to "FAILURE_CAUSE" in the "protocol" header field parameter as described in subclause 7.2A.18.12.2, and the "cause" header field parameter set to "3" as described in subclause 7.2A.18.12.2; and

2)
by sending out a CANCEL request to the INVITE request towards the terminating UE that includes a Reason header field containing a 503 (Service Unavailable) status code according to the procedures described in RFC 3261 [26] and RFC 3326 [34A].
****End of changes****

