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[bookmark: _Toc483392404][bookmark: _Toc483392407][bookmark: _Toc483406628][bookmark: _Toc384334034]*** 1st Change ***
[bookmark: _Toc4490308][bookmark: _Toc19027878][bookmark: _Toc11335440]4.2.6.2.15	Background data transfer support
If the PCF receives Reference Id within the service information from the AF as defined in 3GPP TS 29.514 [17] or 3GPP TS 29.214 [18] or receives the Reference Id(s) within the PDU session related subscription information from the UDR as defined in 3GPP TS 29.519 [15], the PCF shall retrieve the corresponding transfer policy from the UDR based on the Reference Id(s) as defined in 3GPP TS 29.519 [15], then the PCF shall take the transfer policy as input for policy decisions (e.g. setting the charging key equal to the charging key of the transfer policy, rule activation/deactivation time according to the time window).
During the PDU session establishment, PCF may reject corresponding SM Policy Association, as defined in clause 4.2.2.2 and include in an HTTP "403 Forbidden" response message the "cause" attribute of the ProblemDetails data structure set to "VALIDATION_CONDITION_NOT_MET", if validation condition (i.e. Time Window and/or Location Criteria) of the transfer policy is not satisfied. And based on this feedback, SMF shall reject the PDU session setup.
After successful PDU session setup, PCF may trigger PDU session release when validation condition is not satisfied.
Editor’s Note:	The behaviour of the PCF is FFS if multiple BDT policies are conflict .
*** End of Change ***

