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Table 4.15.6.3b-1: Description of 5G VN group data
	Parameters
	Description

	DNN
	DNN for the 5G VN group

	S-NSSAI
	S-NSSAI to the 5G VN group's communication session

	PDU Session Type
	PDU Session Types allowed for 5G VN group's communication session

	Application descriptor
	The may be multiple instances of this information; this information may be used to build URSP sent to group members



Therefore,alignment with stage,  we should remove the existing definition of dnnConfiguration and including PDU Session Type and  Application descriptor in 5GVnGroupData
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*************************The start of changes*************************
[bookmark: _Toc11338825]6.5.6.1	General
This clause specifies the application data model supported by the API.
Table 6.5.6.1-1 specifies the data types defined for the Nudm_PP service API.
Table 6.5.6.1-1: Nudm_PP specific Data Types
	Data type
	Section defined
	Description

	PpData
	6.5.6.2.2
	Parameter Provision Data

	CommunicationCharacteristics
	6.5.6.2.3
	Communication Characteristics

	PpSubsRegTimer
	6.5.6.2.4
	

	PpActiveTime
	6.5.6.2.5
	

	5GVnGroupConfiguration
	6.5.6.2.6
	

	5GVnGroupData
	6.5.6.2.7
	

	ExpectedUeBehaviour
	6.5.6.2.8
	Expected UE Behaviour Parameters

	ScheduledCommunicationTime
	6.5.6.2.9
	Scheduled Communication Time

	LocationArea
	6.5.6.2.10
	Location Area

	NetworkAreaInfo
	6.5.6.2.11
	Network Area Information



Table 6.5.6.1-2 specifies data types re-used by the Nudm_PP service API from other APIs, including a reference and when needed, a short description of their use within the Nudm_PP service API. 
Table 6.5.6.1-2: Nudm_PP re-used Data Types
	Data type
	Reference
	Comments

	DurationSec
	3GPP TS 29.571 [7]
	Time value in seconds

	SupportedFeatures
	3GPP TS 29.571 [7]
	

	NfInstanceId
	3GPP TS 29.571 [7]
	

	ProblemDetails
	3GPP TS 29.571 [7]
	

	Gpsi
	3GPP TS 29.571 [7]
	

	PatchResult
	3GPP TS 29.571 [7]
	

	DateTime
	3GPP TS 29.571 [7]
	

	Ecgi
	3GPP TS 29.571 [7]
	an EUTRA cell identifier

	Ncgi
	3GPP TS 29.571 [7]
	an NR cell identifier

	GlobalRanNodeId
	3GPP TS 29.571 [7]
	an identity of the NG-RAN node

	Tai
	GPP TS 29.571 [7]
	a tracking area identity

	GeographicArea
	3GPP TS 29.572 [34]
	Identifies the geographical information of the user(s).

	CivicAddress
	3GPP TS 29.572 [34]
	Identifies the civic address information of the user(s).

	PduSessionType
	3GPP TS 29.571 [7]
	

	AppDescriptor
	6.1.6.2.40
	



*************************Next change*************************
[bookmark: OLE_LINK14][bookmark: _Toc11338361]6.5.6.2.7	Type: 5GVnGroupData
Table 6.5.6.2.7-1: Definition of type 5GVnGroupData
	Attribute name
	Data type
	P
	Cardinality
	Description

	dnn
	DNNnn
	M
	1
	DNN of the 5G VN group

	sNssai
	Snssai
	M
	1
	S-NSSAI of the 5G VN group's communication session

	dnnConfiguration
	DnnConfiguration
	C
	0..1
	DNN configuration for the network slice; may be absent when sent to the AMF; shall be present otherwise.

	pduSessionTypes
	array(PduSessionType)
	O
	1..N
	List of PDU Session Types allowed for 5G VN group's communication session

	appDescriptors
	array(AppDescriptor)
	O
	1..N
	List of Application Descriptors allowed for  5G VN group's communication session



*************************Next change*************************
[bookmark: _Toc11338882][bookmark: _Hlk9329919]A.6	Nudm_PP API
openapi: 3.0.0

info:
  version: '1.1.0.alpha-1'
  title: 'Nudm_PP'
  description: |
    Nudm Parameter Provision Service.
    © 2019, 3GPP Organizational Partners (ARIB, ATIS, CCSA, ETSI, TSDSI, TTA, TTC).
    All rights reserved.

externalDocs:
  description: 3GPP TS 29.503 Unified Data Management Services, version 16.1.0
  url: 'http://www.3gpp.org/ftp/Specs/archive/29_series/29.503/'

servers:
  - url: '{apiRoot}/nudm-pp/v1'
    variables:
      apiRoot:
        default: https://example.com
        description: apiRoot as defined in clause clause 4.4 of 3GPP TS 29.501.

security:
  - oAuth2ClientCredentials:
    - nudm-pp
  - {}

(… text not shown for clarity …)
    5GVnGroupData:
      type: object
      required:
        - dnn
        - sNssai
      properties:
        dnn:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/Dnn'
        sNssai:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/Snssai'
        dnnConfiguration:
          $ref: 'TS29503_Nudm_SDM.yaml#/components/schemas/DnnConfiguration'
        pduSessionTypes:
          type: array
          items:
            $ref: 'TS29571_CommonData.yaml#/components/schemas/PduSessionType'
          minItems: 1
        appDescriptors:
          type: array
          items:
            $ref: 'TS29503_Nudm_SDM.yaml#/components/schemas/AppDescriptor'
          minItems: 1


 (… text not shown for clarity …)
*************************The end of changes*************************
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