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* * * First Change * * * *
5.3.2.1	Introduction
For the Nudm_UEContextManagement service the following service operations are defined:
-	Registration
-	DeregistrationNotification
-	Deregistration
-	Get
-	Update
-	P-CSCF-RestorationNotification
-	P-CSCF-RestorationTrigger
-	AMFDeregistration
The Nudm_UEContextManagement Service is used by Consumer NFs (AMF, SMF, SMSF) to register at the UDM by means of the Registration service operation. 
It is also used by the registered Consumer NFs (AMF) to get notified by means of the DeregistrationNotification service operation when UDM decides to deregister the registered consumer NF.
It is also used by the registered Consumer NFs (AMF, SMF, SMSF) to deregister from the UDM by means of the Deregistration service operation.
It is also used by consumer NFs (NEF, NWDAF) to retrieve registration information from the UDM by means of the Get service operation.
It is also used by the registered Consumer NFs (AMF, SMF) to update registration information stored at the UDM by means of the Update service operation. 
It is also used by the registered Consumer NFs (AMF, SMF) to get notified by means of the P-CSCF-RestorationNotification service operation when UDM detects the need for P-CSCF restoration. 
It is also used by the consumer NF (HSS) to trigger P-CSCF restoration by means of the P-CSCF-RestorationTrigger service operation.
It is also used by the consumer NF (HSS) to trigger deregistration of the registered AMF for 3GPP access by means of the AMFDeregistration service operation
[bookmark: _Toc11338385]* * * Next Change * * * *
[bookmark: _Toc11338416]5.3.2.x	AMFDeregistration
5.3.2.x.1	General 
The following procedure using the AMFDeregistration service operation is supported:
-	AMF-Deregistration
5.3.2.x.2	AMF-Deregistration
Figure 5.3.2.x.2-1 shows a scenario where the HSS sends a request to the UDM to deregister the registered AMF. The request contains the UE's identity which shall be an IMSI.


Figure 5.3.2.x.2-1: AMF-Deregistration
1.	The HSS sends a PATCH request to the UDM to modify the representation of the resource Amf3GppAccessRegistration by setting the deregReason attribute to 5GS_TO_EPS_MOBILITY or 5GS_TO_EPS_MOBILITY_UE INITIAL_REGISTREATION. This shall result in sending of Nudm_UECM_DeregistrationNotification to the AMF (see 3GPP TS 23.632 [32].
2.	The UDM responds with "204 No Content". 
On failure, the appropriate HTTP status code indicating the error shall be returned and appropriate additional error information should be returned in the POST response body.
* * * Next Change * * * *
[bookmark: _Toc11338685]6.2.6.2.2	Type: Amf3GppAccessRegistration
Table 6.2.6.2.2-1: Definition of type Amf3GppAccessRegistration
	Attribute name
	Data type
	P
	Cardinality
	Description

	amfInstanceId
	NfInstanceId
	M
	1
	The identity the AMF uses to register in the NRF.

	deregCallbackUri
	Uri
	M
	1
	A URI provided by the AMF to receive (implicitly subscribed) notifications on deregistration. 
The deregistration callback URI shall have unique information within AMF set to identify the UE to be deregistered.

	guami
	Guami
	M
	1
	This IE shall contain the serving AMF's GUAMI.

	ratType
	RatType
	M
	1
	This IE shall indicate the current RAT type of the UE.

	supportedFeatures
	SupportedFeatures
	O
	0..1
	See clause 6.2.8

	purgeFlag
	PurgeFlag
	O
	0..1
	This flag indicates whether or not the AMF has deregistered. It shall not be included in the Registration service operation.

	pei
	Pei
	O
	0..1
	Permanent Equipment Identifier.

	imsVoPs
	ImsVoPs
	O
	0..1
	Indicates per UE if "IMS Voice over PS Sessions" is homogeneously supported in all TAs in the serving AMF, or homogeneously not supported, or if support is non-homogeneous/unknown. Absence of this attribute shall be interpreted as "non homogenous or unknown" support.

	amfServiceNameDereg
	ServiceName
	O
	0..1
	When present, this IE shall contain the name of the AMF service to which the Deregistration Notification is to be sent (see clause 6.5.2.2 of 3GPP TS 29.500 [4]).

	pcscfRestorationCallbackUri
	Uri
	O
	0..1
	A URI provided by the AMF to receive (implicitly subscribed) notifications on the need for P-CSCF Restoration.

	amfServiceNamePcscfRest
	ServiceName
	O
	0..1
	When present, this IE shall contain the name of the AMF service to which P-CSCF Restoration Notifications are to be sent (see clause 6.5.2.2 of 3GPP TS 29.500 [4]). This IE may be included if pcscfRestorationCallbackUri is present.

	initialRegistrationInd
	boolean
	C
	0..1
	This IE shall be included by the AMF and set to true if the UE performs an Initial Registration. If the UE does not perform initial registration it shall be abset or set ot false.

	backupAmfInfo
	array(BackupAmfInfo)
	C
	1..N
	This IE shall be included if the NF service consumer is an AMF and the AMF supports the AMF management without UDSF for the first interaction with UDM.
The UDM uses this attribute to do an NRF query in order to invoke later services in a backup AMF, e.g. Namf_EventExposure.

	drFlag
	DualRegistrationFlag
	O
	0..1
	Dual Registration flag. When present and true, this flag indicates that the UDM+HSS is requested not to send S6a-CLR to the registered MME (if any). Otherwise, the registered MME (if any) shall be cancelled.

	urrpIndicator
	boolean
	O
	0..1
	This IE indicates whether "UE_REACHABILITY_FOR_SMS" event for this user has been subscribed or not:
- true: the event has been subscribed
- false, or absence of this attribute: the event for this user is currently not subscribed

	amfEeSubscriptionId
	string
	C
	0..1
	Shall be present if urrpIndicator is true and the UDM has subscribed to UE-reachability notification at the AMF. It contains the subscription Id allocated by the AMF as received by the UDM as part of the HTTP "Location" header of the Namf_EventExposure_Subscribe response.
The UDM shall make use of the Nudr_DataRepository Update service operation (see 3GPP TS 29.504 [9]) to store the amfEeSubscription Id in the UDR.

	epsInterworkingInfo
	map(EpsIwkPgw)
	C
	1..N
	A map (list of key-value pairs where dnn serves as key; see clause 6.1.6.1) of EpsIwkPgws.
This IE shall be included if the AMF has determined per APN/DNN which PGW-C+SMF is selected for EPS interworking. For each APN/DNN, only one PGW-C+SMF shall be selected by the AMF for EPS interworking.

	ueSrvccCapability
	boolean
	O
	0..1
	This IE indicates whether the UE supports 5G SRVCC:
- true: 5G SRVCC is supported by the UE and AMF;
- false, or absence of this attribute: 5G SRVCC is not supported.

	deregReason
	DeregistrationReason
	O
	0..1
	This IE indicates whether the AMF is deregistered due to mobility from 5GC to EPC (see 3GPP TS 23.632 [32].
absence means "not de-registered"

	NOTE:	The urrpIndicator attribute shall only be exposed over the Nudr SBI, and it shall not be included by the AMF.



[bookmark: _Toc11338686]* * * Next Change * * * *
[bookmark: _Toc11338690]6.2.6.2.7	Type: Amf3GppAccessRegistrationModification
This type is derived from the type Amf3GppAccessRegistration by deleting all attributes that are not subject to modification by means of the HTTP PATCH method. 
Table 6.2.6.2.7-1: Definition of type Amf3GppAccessRegistrationModification
	Attribute name
	Data type
	P
	Cardinality
	Description

	guami
	Guami
	M
	1
	Guami of the AMF requesting the modification. If the MCC, MNC, AMF Region ID and AMF Set ID within the guami do not match the stored value, the modification request shall be rejected.

	purgeFlag
	PurgeFlag
	O
	0..1
	This flag indicates whether or not the AMF has deregistered. It shall be included in the Deregistration service operation with a value of "TRUE". 

	pei
	Pei
	O
	0..1
	Permanent Equipment Identifier. 

	imsVoPs
	ImsVoPs
	O
	0..1
	Indicates per UE if "IMS Voice over PS Sessions" is homogeneously supported in all TAs in the serving AMF, or homogeneously not supported, or if support is non-homogeneous/unknown

	backupAmfInfo
	array(BackupAmfInfo)
	C
	0..N
	This IE shall be included if the NF service consumer is an AMF and the AMF supports the AMF management without UDSF for the Modification of the BackupAmfInfo.
The UDM uses this attribute to do an NRF query in order to invoke later services in a backup AMF, e.g. Namf_EventExposure

	epsInterworkingInfo
	map(EpsIwkPgw)
	C
	0..N
	A map (list of key-value pairs where dnn serves as key; see clause 6.2.6.1) of EpsIwkPgws. 
This IE shall be included if the AMF has determined per APN/DNN which PGW-C+SMF is selected for EPS interworking. For each APN/DNN, only one PGW-C+SMF shall be selected by the AMF for EPS interworking.

	ueSrvccCapability
	boolean
	O
	0..1
	This IE indicates whether the UE supports 5G SRVCC:
- true: 5G SRVCC is supported by the UE and AMF;
- false: 5G SRVCC is not supported.

	deregReason
	DeregistrationReason
	O
	0..1
	This IE shall be present with value 5GS_TO_EPS_MOBILITY or 5GS_TO:EPS_MOBILITY_UE_INITIAL_REGISTRATION if the NF service consumer is an HSS that makes use of the Nudm_UECM_AMFDeregistration service operation as specified in 3GPP TS 23.632 [32].

	Note:	Absence of optional attributes indicates: no modification. Attributes of this type are not marked "nullable: true" in the OpenAPI file as deletion of these attributes is not applicable.
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[bookmark: _Hlk9329673]openapi: 3.0.0

*********text not shown for clarity**********

# COMPLEX TYPES:

    Amf3GppAccessRegistration:
      type: object
      required:
        - amfInstanceId
        - deregCallbackUri
        - guami
        - ratType
      properties:
        amfInstanceId:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/NfInstanceId'
        supportedFeatures:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/SupportedFeatures'
        purgeFlag:
          $ref: '#/components/schemas/PurgeFlag'
        pei:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/Pei'
        imsVoPs:
          $ref: '#/components/schemas/ImsVoPs'
        deregCallbackUri:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/Uri'
        amfServiceNameDereg:
          $ref: 'TS29510_Nnrf_NFManagement.yaml#/components/schemas/ServiceName'
        pcscfRestorationCallbackUri:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/Uri'
        amfServiceNamePcscfRest:
          $ref: 'TS29510_Nnrf_NFManagement.yaml#/components/schemas/ServiceName'
        initialRegistrationInd:
          type: boolean
        guami:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/Guami'
        backupAmfInfo:
          type: array
          items:
            $ref: 'TS29571_CommonData.yaml#/components/schemas/BackupAmfInfo'
          minItems: 1
        drFlag:
          $ref: '#/components/schemas/DualRegistrationFlag'
        ratType:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/RatType'
        urrpIndicator:
          type: boolean
        amfEeSubscriptionId:
          type: string
        epsInterworkingInfo:
          type: object
          properties:
            epsIwkPgws:
              description: A map (list of key-value pairs where Dnn serves as key) of EpsIwkPgws
              type: object
              additionalProperties:
                $ref: '#/components/schemas/EpsIwkPgw'
        ueSrvccCapability:
          type: boolean
        deregReason:
          $ref: '#/components/schemas/DeregistrationReason'


    Amf3GppAccessRegistrationModification:
      type: object
      required:
        - guami
      properties:
        guami:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/Guami'
        purgeFlag:
          $ref: '#/components/schemas/PurgeFlag'
        pei:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/Pei'
        imsVoPs:
          $ref: '#/components/schemas/ImsVoPs'
        backupAmfInfo:
          type: array
          items:
            $ref: 'TS29571_CommonData.yaml#/components/schemas/BackupAmfInfo'
        epsInterworkingInfo:
          type: object
          properties:
            epsIwkPgws:
              description: A map (list of key-value pairs where Dnn serves as key) of EpsIwkPgws
              type: object
              additionalProperties:
                $ref: '#/components/schemas/EpsIwkPgw'
        ueSrvccCapability:
          type: boolean
          nullable: true
        deregReason:
          $ref: '#/components/schemas/DeregistrationReason'


*********text not shown for clarity**********

* * * End Of Change * * * *
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