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	Reason for change:
	It needs to be specified how to handle relative URI with indirect communication. 


	
	

	Summary of change:
	If the NF Service Producer includes a relative URI in the "Location" header of an HTTP response creating a resource, the SCP shall resolve the URI reference using as base URI the target URI included in the HTTP POST request sent to the NF Service Producer, and return an absolute URI in the "Location" header in the HTTP response to the NF Service consumer, unless the SCP did not change the target URI when forwarding the HTTP POST request from the NF Service Consumer to the NF Service Producer. 
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* * * First Change * * * *
[bookmark: _Toc19709022]6.10.4	Authority and/or deployment-specific string in apiRoot of resource URI
For Indirect Communication with or without delegated discovery, the SCP may select or reselect the specific NF service instance towards which to send a request.
NOTE 1:	For Indirect Communication without delegated discovery, the SCP selects for instance a specific service instance within a NF set or NF Service Set selected by the NF Service Consumer.
Consequently, NF Service Consumers shall be capable to receive and process an authority and/or deployment-specific string in the apiRoot of the created resource URI that differs from the authority and/or deployment-specific string of the apiRoot of the Request URI.
If the NF Service Producer includes a relative URI (see IETF RFC 3986 [14]) in the "Location" header of an HTTP response creating a resource, the SCP shall resolve the URI reference using the target URI included in the HTTP POST request sent to the NF Service Producer as base URI, and return an absolute URI in the "Location" header in the HTTP response to the NF Service consumer, unless the SCP did not change the target URI when forwarding the HTTP POST request from the NF Service Consumer to the NF Service Producer.
NOTE 2:	The target URI can remain unchanged when forwarding an HTTP POST request from the NF Service Consumer to the NF Service Producer if indirect communication is used without delegated discovery and without TLS between the NF Service Consumer and the SCP, and the SCP uses the NF Service Producer instance selected by the NF Service Consumer.


* * * End of Change * * * *

