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***** Next change *****

5.3	Handling subscription identifier privacy for 5G

5.3.7	UE identification by SUCI using null scheme – missing parameters for subscription identifier privacy support by the USIM
FFS
5.3.7.1	Definition and applicability
If the operator's decision is that ME shall calculate the SUCI, the home network operator shall provision in the USIM an ordered priority list of the protection scheme identifiers that the operator allows. The priority list of protection scheme identifiers in the USIM may contain one or more protection schemes identifiers. The ME shall read the SUCI calculation information from the USIM, including the SUPI, the home network public key, the home network public key identifier, and the list of protection scheme identifiers. The ME shall select the protection scheme from its supported schemes that has the highest priority in the list obtained from the USIM.
The ME shall calculate the SUCI using the null-scheme if the home network public key or the priority list are not provisioned in the USIM.

5.3.7.2 	Conformance requirement
1) SUCI calculation procedure shall be performed by the ME if Service n°124 is "available" and Service n°125 is not "available" in EFUST
2) As part of the SUCI calculation performed by the ME, the ME shall perform reading procedure on EFSUCI_Calc_Info and EFRouting_Indicator.
3) The ME shall calculate the SUCI using the null-scheme if the Protection Scheme priority list is not provisioned in the USIM or there is no Home Network Public Key configured in the USIM for the highest priority Protection Scheme configured in the USIM that the ME also supports.
Reference:
-	TS 31.102 [4], subclauses 4.4.11.8, 4.4.11.11, 5.3.47 and 5.3.51;
- 	TS 33.501 [41], subclause Annex C;
-	TS 24.501 [42], subclause 5.5.1.2.2.
5.3.7.3	Test purpose
1)	To verify that the READ EFUST, EFIMSI, EFSUCI_Calc_Info and EFRouting_Indicator commands are performed correctly by the ME.
2) To verify that the ME performs SUCI calculation procedure using null-scheme.
5.3.7.4	Method of test
5.3.7.4.1	Initial conditions
The NG-SS transmits on the BCCH, with the following network parameters:
-	TAI (MCC/MNC/TAC):	244/083/000001.
-	Access control:	unrestricted.
[bookmark: _Toc517476812][bookmark: _Toc502364547]The default 5G-NR UICC is used with the following exceptions:
1) The USIM does not have the Protection Scheme priority list configured, or
2) The USIM does not have the Home Network Public Key configured for the highest priority Protection Scheme configured in the USIM that the ME also supports
The UICC is installed into the ME. 
5.3.7.4.2	Procedure
a)	The UE is switched on.
b)	The UE sends REGISTRATION REQUEST to the NG-SS indicating the 5GS registration type IE as "initial registration" and 5GS mobile identity information element type "SUCI".
c)  Upon reception of REGISTRATION ACCEPT message with a 5G-GUTI, the UE sends REGISTRATION COMPLETE message to the NG-SS. 
5.3.7.5	Acceptance criteria
1) After step a) the ME shall read EFIMSI, EFUST, EFSUCI_Calc_Info and EFRouting_Indicator
2) After step b) the UE shall include the SUCI as coded below in the 5GS mobile identity IE in the REGISTRATION REQUEST. 
SUPI format: 		0
Home Network Identifier:	246/081
Routing indicator: 	17
Protection scheme id: 	00
Home network public key Id:  0
Scheme output: 		357935793

***** End of change *****


