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5.1.1.2	USIM initialisation
The ME requests the emergency call codes. For service requirements, see TS 22.101 [24].
The ME requests the Language Indication. The preferred language selection shall always use the EFLI in preference to the EFPL at the MF unless any of the following conditions applies:
-	if the EFLI has the value 'FFFF' in its highest priority position, then the preferred language selection shall be the language preference in the EFPL at the MF level according the procedure defined in TS 31.101 [11];
-	if the ME does not support any of the language codes indicated in EFLI , or if EFLI is not present, then the language selection shall be as defined in EFPL at the MF level according the procedure defined in TS 31.101 [11];
-	if neither the languages of EFLI nor EFPL are supported by the terminal, then the terminal shall use its own internal default selection.
The ME then runs the user verification procedure. If the procedure is not performed successfully, the USIM initialisation stops.
The ME performs the administrative information request.
The ME performs the USIM Service Table request.
The ME performs the Enabled Services Table Request.
In case FDN is enabled, an ME which does not support FDN shall allow emergency calls but shall not allow MO calls and MO-SMS.
If BDN is enabled, an ME which does not support Call Control shall allow emergency calls but shall not allow MO calls.
If ACL is enabled, an ME which does not support ACL shall not send any APN to the network.
If all these procedures have been performed successfully then 3G session shall start. In all other cases 3G session shall not start.
Afterwards, the ME runs the following procedures if the ME and the USIM support the related services:
‑	IMSI request;
‑	Access control information request and/or UAC Access Identities Configuration procedure;
-	Higher Priority PLMN search period request;
‑	EHPLMN request

