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	Reason for change:
	C1-196965 to TS 24.501 was agreed during CT1#120 where the update-status dependency was removed for 5GMM to choose the sub-state when moving out of update-needed sub-state.
During the course of the discussion it was pointed out that such a dependency text exists in TS 24.301 as well for EMM and would need to be removed.

[bookmark: _GoBack]The current CR is for the same. The basic premise remains as it was for C1-196965. Selection of sub-state in general is not affected by the update-status. Hence this text can be removed. 
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	Remove the text that mentions that EMM chooses the appropriate sub-state based on the update-status when moving out of update-needed sub-state.
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	Wrong dependency which does not really alter the sub-state selection leading to redundant checks in implementation.
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*** Begin change ***

[bookmark: _Toc20217860]5.2.3.2.5	UPDATE-NEEDED
The UE:
-	shall not send any user data;
-	shall not send signalling information, unless it is a service request as a response to paging or a tracking area updating or combined tracking area updating procedure upon request by the upper layers to establish a PDN connection for emergency bearer services or upon a request from the upper layers for an MMTEL voice call, MMTEL video call, SMSoIP, SMS over NAS or SMS over S102;
-	shall perform cell selection/reselection according to 3GPP TS 36.304 [21];
-	shall enter the appropriate new substate depending on the EPS update status as soon as the access is allowed in the selected cell for one of the access classes of the UE; and
-	if configured for eCall only mode as specified in 3GPP TS 31.102 [17], shall perform the eCall inactivity procedure at expiry of timer T3444 or T3445 (see subclause 5.5.4).

*** End change ***
