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[bookmark: _Toc20125179][bookmark: _Toc20125180][bookmark: _Toc20125199]1.2	Definitions and abbreviations
For the purposes of the present document, the abbreviations defined in 3GPP TR 21.905 [36] apply.
(A/Gb mode only): Indicates this clause applies only to a GSM system which operates in A/Gb mode. For multi system case this is determined by the current serving radio access network.
(Iu mode only): Indicates this clause applies only to UMTS. For multi system case this is determined by the current serving radio access network.
NOTE 1:	In accordance with the description of packet services in Iu mode in 3GPPS TS 24.008 [23], the terms 'CS/PS mode of operation' and 'PS mode of operation' are not used in the present document. Instead the terms 'MS operation mode A' and 'MS operation mode C' are used.
(S1 mode only): Indicates this clause applies only to an EPS. For multi system case this is determined by the current serving radio access network.
Acceptable Cell: This is a cell that the MS may camp on to make emergency calls or to access RLOS. It must satisfy criteria which are defined for A/Gb mode in 3GPP TS 43.022 [35], for Iu mode in 3GPP TS 25.304 [32], for S1 mode in 3GPP TS 36.304 [43], and for NR access in N1 mode in 3GPP TS 38.304 [61] and for E-UTRA access in N1 mode in 3GPP TS 36.304 [43]. For an MS in eCall only mode, an acceptable cell must further satisfy the criteria defined in subclause 4.4.3.1.1.
Access Technology: The access technology associated with a PLMN. The MS uses this information to determine what type(s) of radio carrier to search for when attempting to select a specific PLMN (e.g., GSM, UTRAN, GSM COMPACT, E-UTRAN or NG-RAN). A PLMN may support more than one access technology.
NOTE 2:	Access technology "E-UTRAN" maps to core network type "EPC" and access technology "NG-RAN" maps to core network type "5GCN", see 3GPP TS 24.501 [64].
ACDC: Application specific Congestion control for Data Communication, see 3GPP TS 22.011 [9].
Allowable PLMN: In the case of an MS operating in MS operation mode A or B, this is a PLMN which is not in the list of "forbidden PLMNs" in the MS. In the case of an MS operating in MS operation mode C or an MS not supporting A/Gb mode and not supporting Iu mode, this is a PLMN which is not in the list of "forbidden PLMNs" and not in the list of "forbidden PLMNs for GPRS service" in the MS.
Allowable SNPN: In the case of an MS operating in SNPN access mode, this is an SNPN which is not in the list of "permanently forbidden SNPNs" and is not in the list of "temporarily forbidden SNPNs".
Allowable PLMN/access technology combination: For an MS operating in MS operation mode C or an MS not supporting A/Gb mode and not supporting Iu mode, this is an allowable PLMN in any specific access technology. For an MS operating in MS operation mode A or B, this is a PLMN/access technology combination where:
-	the PLMN is an allowable PLMN and the specific access technology is supporting non-GPRS services; or
-	the PLMN is not in the list of "forbidden PLMNs" and not in the list of "forbidden PLMNs for GPRS service" in the MS and the specific access technology is only supporting GPRS services.
EXAMPLE:	E-UTRAN and NG-RAN are access technologies that are only supporting GPRS services.
Available PLMN: For GERAN A/Gb mode see 3GPP TS 43.022 [35]. For UTRAN see 3GPP TS 25.304 [32]. For E-UTRAN see 3GPP TS 36.304 [43]. For NG-RAN see 3GPP TS 36.304 [43] and 3GPP TS 38.304 [61]. For cdma2000® 1xRTT and cdma2000® HRPD see 3GPP2 C.S0016 [44].
Available SNPN: For NG-RAN see 3GPP TS 36.304 [43] and 3GPP TS 38.304 [61].
Available PLMN/access technology combination: This is an available PLMN in a specific access technology.
Camped on a cell: The MS (ME if there is no SIM) has completed the cell selection/reselection process and has chosen a cell from which it plans to receive all available services. Note that the services may be limited, and that the PLMN or the SNPN may not be aware of the existence of the MS (ME) within the chosen cell.
Country: A country is identified by a single MCC value, with the exception that MCC values 310 through 316 identify a single country (USA) and MCC values 404 through 406 identify a single country (India).
CSG whitelist: See 3GPP TS 36.304 [43].
Current serving cell: This is the cell on which the MS is camped.
CTS MS: An MS capable of CTS services is a CTS MS.
EAB: Extended Access Barring, see 3GPP TS 22.011 [9].
Extended Coverage in GSM for Internet of Things (EC-GSM-IoT): Extended coverage in GSM for IoT is a feature which enables extended coverage operation. See 3GPP TS 43.064 [55].
EHPLMN: Any of the PLMN entries contained in the Equivalent HPLMN list.
Equivalent HPLMN list: To allow provision for multiple HPLMN codes, PLMN codes that are present within this list shall replace the HPLMN code derived from the IMSI for PLMN selection purposes. This list is stored on the USIM and is known as the EHPLMN list. The EHPLMN list may also contain the HPLMN code derived from the IMSI. If the HPLMN code derived from the IMSI is not present in the EHPLMN list then it shall be treated as a Visited PLMN for PLMN selection purposes.
Generic Access Network (GAN): See 3GPP TS 43.318 [35A].
GAN mode: See 3GPP TS 43.318 [35A].
GPRS MS: An MS capable of GPRS services is a GPRS MS. 
MS operation mode: See 3GPP TS 23.060 [27].
[bookmark: _Hlk495489129]High quality signal: The high quality signal limit is used in the PLMN selection procedure. It is defined in the appropriate AS specification: 3GPP TS 43.022 [35] for the GSM radio access technology, 3GPP TS 25.304 [32] for the UMTS radio access technology (FDD or TDD mode), 3GPP TS 36.304 [43] for the E‑UTRAN radio access technology (WB-S1 mode, NB-S1 mode, WB-N1 mode or NB-N1 mode), 3GPP TS 36.304 [43] and and 3GPP TS 38.304 [61] for the NG-RAN radio access technology. For 3GPP2 access technologies the high quality signal limit is defined in 3GPP2 C.S0011 [45] for cdma2000® 1xRTT and in 3GPP2 C.S0033 [46] for cdma2000® HRPD. A mobile station attempting to find a cell that supports EC-GSM-IoT (see 3GPP TS 43.064 [55]) does not use high quality signal limit in the PLMN selection procedure, i.e. for the purpose of PLMN selection, when attempting to find a cell that supports EC-GSM-IoT, any found cell supporting EC-GSM-IoT is considered to be received with high quality signal. A UE attempting to find a cell that supports enhanced coverage when operating in any WB-S1 or WB-N1 enhanced coverage mode does not use high quality signal limit in the PLMN selection procedure, i.e. for the purpose of PLMN selection, when attempting to find a cell that supports enhanced coverage, any found cell supporting enhanced coverage and satisfying the coverage specific quality signal limit defined for CE mode (see 3GPP TS 36.304 [43]) is considered to be received with high quality signal.
Home PLMN: This is a PLMN where the MCC and MNC of the PLMN identity match the MCC and MNC of the IMSI. Matching criteria are defined in Annex A.
In A/Gb mode,...: Indicates this clause applies only to a GSM system which operates in A/Gb mode. For multi system case this is determined by the current serving radio access network.
In Iu mode,...: Indicates this clause applies only to UMTS. For multi system case this is determined by the current serving radio access network.
In N1 mode,...: Indicates this clause applies only to an 5GS. For multi system case this is determined by the current serving radio access network.
In NB-N1 mode: Indicates this paragraph applies only to a system which operates in NB-N1 mode. For a multi-access system this case applies if the current serving radio access network provides access to 5G network services via E-UTRA connected to 5GCN by NB-IoT (see 3GPP TS 36.300 [56], 3GPP TS 36.331 [22], 3GPP TS 36.306 [54]).
In WB-N1 mode: Indicates this paragraph applies only to a system which operates in WB-N1 mode. For a multi-access system this case applies if the system operates in N1 mode with E-UTRA connected to 5GCN, but not in NB-N1 mode.
In S1 mode,...: Indicates this clause applies only to an EPS. The S1 mode includes WB-S1 mode and NB-S1 mode. For multi system case this is determined by the current serving radio access network.
In NB-S1 mode: Indicates this paragraph applies only to a system which operates in NB-S1 mode. For a multi-access system this case applies if the current serving radio access network provides access to network services via E-UTRA by NB-IoT (see 3GPP TS 36.300 [56], 3GPP TS 36.331 [22], 3GPP TS 36.306 [54]).
In WB-S1 mode: Indicates this paragraph applies only to a system which operates in WB-S1 mode. For a multi-access system this case applies if the system operates in S1 mode, but not in NB-S1 mode.
Limited Service State: See subclause 3.5.
Localised Service Area (LSA): A localised service area consists of a cell or a number of cells. The cells constituting a LSA may not necessarily provide contiguous coverage. 
Location Registration (LR): An MS which is IMSI attached to non-GPRS services only performs location registration by the Location Updating procedure. A GPRS MS which is IMSI attached to GPRS services or to GPRS and non-GPRS services performs location registration by the Routing Area Update procedure only when in a network of network operation mode I. Both location updating and routing area update procedures are performed independently by the GPRS MS when it is IMSI attached to GPRS and non-GPRS services in a network of network operation mode II (see 3GPP TS 23.060 [27]). An MS which is attached via the E-UTRAN performs location registration by the tracking area update procedure. An MS which is registered via the NG-RAN performs location registration by the mobility registration update procedure.
MS: Mobile Station. The present document makes no distinction between MS and UE.
N1 mode capability: Capability of the UE associated with an N1 NAS signalling connection between the UE and network. The present document refers to the N1 mode capability over 3GPP access only (see 3GPP TS 24.501 [64]).
NarrowBand Internet of Things (NB-IoT): NB-IoT is a non-backward compatible variant of E-UTRAN supporting a reduced set of functionality. NB-IoT allows access to EPC or 5GCN network services via E-UTRA with a channel bandwidth limited to 180 kHz (see 3GPP TS 36.300 [20], 3GPP TS 36.331 [42], 3GPP TS 36.306 [44]).
Network Type: The network type associated with HPLMN or a PLMN on the PLMN selector (see 3GPP TS 31.102 [40]). The MS uses this information to determine what type of radio carrier to search for when attempting to select a specific PLMN. A PLMN may support more than one network type. 
Registered PLMN (RPLMN): This is the PLMN on which certain LR outcomes have occurred (see table 1). In a shared network the RPLMN is the PLMN defined by the PLMN identity of the CN operator that has accepted the LR.
Registered SNPN (RSNPN): This is the SNPN on which certain LR outcomes have occurred (see table 1). In a shared network the RSNPN is the SNPN defined by the SNPN identity of the CN operator that has accepted the LR.
Registration: This is the process of camping on a cell of the PLMN or the SNPN and doing any necessary LRs.
Registration Area: A registration area is an area in which mobile stations may roam without a need to perform location registration. The registration area corresponds to location area (LA) for performing location updating procedure, to routing area for performing the GPRS attach or routing area update procedures, and to a list of tracking areas (TAs) for performing the EPS attach, tracking area update, or 5GS registration procedure.
The PLMN to which a cell belongs (PLMN identity):
-	for GERAN, in the system information (MCC + MNC part of LAI) broadcast as specified in 3GPP TS 44.018 [34];
-	for UTRA, see the broadcast information as specified in 3GPP TS 25.331 [33];
-	for E-UTRA, see the broadcast information as specified in 3GPP TS 36.331 [42]; and
-	for NR, see the broadcast information as specified in 3GPP TS 38.331 [65]).
The SNPN to which a cell belongs (SNPN identity):
-	for E-UTRA, see the broadcast information as specified in 3GPP TS 36.331 [42]; and
-	for NR, see the broadcast information as specified in 3GPP TS 38.331 [65]).
In a shared network a cell belongs to all PLMNs given in the system information broadcasted as specified in 3GPP TS 44.018 [34] for GERAN, and in 3GPP TS 25.331 [33] for UTRAN, and belongs to all PLMNs, all SNPNs, or all PLMNs and all SNPNs, given in the system information broadcasted as specified in 3GPP TS 36.331 [42] for E-UTRA, and in 3GPP TS 38.331 [65] for NR.
Selected PLMN: This is the PLMN that has been selected according to subclause 3.1, either manually or automatically.
Selected SNPN: This is the SNPN that has been selected according to subclause 3.1, either manually or automatically.
Shared Network: An MS considers a cell to be part of a shared network, when multiple PLMN identities are received as specified in 3GPP TS 44.018 [34] for GERAN, and in 3GPP TS 25.331 [33] for UTRAN, and when multiple PLMN identities, multiple SNPN identities or one or more multiple PLMN identities and one or more SNPN identities are received as specified in 3GPP TS 36.331 [42] for E-UTRA, and in 3GPP TS 38.331 [65] for NR.
SIM: Subscriber Identity Module (see 3GPP TS 21.111 [38]). The present document makes no distinction between SIM and USIM.
SNPN identity: a PLMN ID and an NID combination.
SoLSA exclusive access: Cells on which normal camping is allowed only for MS with Localised Service Area (LSA) subscription.
Suitable Cell: This is a cell on which an MS may camp. It must satisfy criteria which are defined for GERAN A/Gb mode in 3GPP TS 43.022 [35], for UTRAN in 3GPP TS 25.304 [32], for E-UTRAN in 3GPP TS 36.304 [43] and for NG-RAN see 3GPP TS 36.304 [43] and 3GPP TS 38.304 [61]. For 3GPP2 access technologies the criteria are defined in 3GPP2 C.S0011 [45] for cdma2000® 1xRTT and in 3GPP2 C.S0033 [46] for cdma2000® HRPD. For an MS in eCall only mode, a suitable cell must further satisfy the criteria defined in subclause 4.4.3.1.1.
Steering of Roaming (SOR): A technique whereby a roaming UE is encouraged to roam to a preferred roamed-to-network indicated by the HPLMN.
Steering of Roaming information: This consists of the following HPLMN protected information (see 3GPP TS 33.501 [66]):
a)	an indication of whether the UDM requests an acknowledgement from the UE for successful reception of the steering of roaming information; and
b)	one of the following:
1)	list of preferred PLMN/access technology combinations with an indication that it is included;
2)	a secured packet with an indication that it is included; or
3)	the HPLMN indication that 'no change of the "Operator Controlled PLMN Selector with Access Technology" list stored in the UE is needed and thus no list of preferred PLMN/access technology combinations is provided'.
NOTE 3:	The secured packet contains the list of preferred PLMN/access technology combinations encapsulated with a security mechanism as described in 3GPP TS 31.115 [67].
Visited PLMN: This is a PLMN different from the HPLMN (if the EHPLMN list is not present or is empty) or different from an EHPLMN (if the EHPLMN list is present).
For the purposes of the present document, the following terms and definitions given in 3GPP TS 23.167 [57] apply:
eCall over IMS
EPC
E-UTRAN
For the purposes of the present document, the following terms and definitions given in 3GPP TS 23.401 [58] apply:
eCall only mode
For the purposes of the present document, the following terms and definitions given in 3GPP TS 23.221 [69] apply:
Restricted local operator services (RLOS)
For the purposes of the present document, the following terms and definitions given in 3GPP TS 23.501 [62] apply:
Closed Access Group (CAG)
Network identifier (NID)
NG-RAN
Stand-alone Non-Public Network (SNPN)
SNPN access mode
For the purposes of the present document, the following terms and definitions given in 3GPP TS 24.501 [64] apply:
5GCN
Emergency PDU session
Initial registration for emergency services
[bookmark: OLE_LINK6]Registered for emergency services
***** Next change *****
2	General description of idle mode
When an MS is switched on, it attempts to make contact with a public land mobile network (PLMN) or stand-alone non-public network (SNPN). The particular PLMN or SNPN to be contacted may be selected either automatically or manually.
The MS looks for a suitable cell of the chosen PLMN or SNPN and chooses that cell to provide available services, and tunes to its control channel. This choosing is known as "camping on the cell". The MS will then register its presence in the registration area of the chosen cell if necessary, by means of a location registration (LR), GPRS attach, IMSI attach or registration procedure.
If the MS loses coverage of a cell, or find a more suitable cell, it reselects onto the most suitable cell of the selected PLMN or SNPN and camps on that cell. If the new cell is in a different registration area, an LR request is performed.
If the MS loses coverage of a PLMN or SNPN, either a new PLMN or SNPN is selected automatically, or an indication of which PLMNs or SNPNs are available is given to the user, so that a manual selection can be made.
Registration is not performed by MSs only capable of services that need no registration. 
The purpose of camping on a cell in idle mode is fourfold:
a)	It enables the MS to receive system information from the PLMN or SNPN.
b)	If the MS wishes to initiate a call, it can do this by initially accessing the network on the control channel of the cell on which it is camped.
c)	If the PLMN or SNPN receives a call for the MS, it knows (in most cases) the registration area of the cell in which the MS is camped. It can then send a "paging" message for the MS on control channels of all the cells in the registration area. The MS will then receive the paging message because it is tuned to the control channel of a cell in that registration area, and the MS can respond on that control channel.
d)	It enables the MS to receive cell broadcast messages.
If the MS is unable to find a suitable cell to camp on, or the SIM is not inserted, or if it receives certain responses to an LR request (e.g., "illegal MS"), it attempts to camp on a cell irrespective of the PLMN identity or the SNPN identity, and enters a "limited service" state in which it can only attempt to make emergency calls or to access RLOS. An MS operating in NB-S1 mode, never attempts to make emergency calls or to access RLOS. An MS operating in SNPN access mode never attempts to make emergency calls.
If the MS is in eCall only mode, it attempts to camp on a suitable cell and enters an "eCall inactive" state in which it can only attempt an eCall over IMS, or a call to a non-emergency MSISDN or URI for test or terminal reconfiguration services as specified in 3GPP TS 31.102 [40].
If the MS is in eCall only mode and is unable to find a suitable cell to camp on, it attempts to camp on an acceptable cell in limited service state, and enters an "eCall inactive" state in which it can only attempt an eCall over IMS.
While in eCall inactive state, the MS does not perform LR with the PLMN of the cell on which the MS is camped.
In A/Gb mode, if the CTS MS is in CTS mode only or in automatic mode with CTS preferred, it will start by attempting to find a CTS fixed part on which it is enrolled.
The idle mode tasks can be subdivided into the following processes:
-	PLMN selection;
-	SNPN selection (N1 mode only);
-	CSG selection (Iu mode and S1 mode only);
-	Cell selection and reselection;
-	Location registration;
-	CTS fixed part selection (A/Gb mode only); and
-	CAG selection (N1 mode only).
In A/Gb mode, to make this initial CTS fixed part selection, the MS shall be enrolled on at least one fixed part.
Except for SNPN selection, Tthe relationship between these processes is illustrated in figure 1 in clause 5. The states and state transitions within each process are shown in figure 2a, figure 2b, and figure 3 in clause 5.
***** Next change *****
4.3	List of states
Editor's note: updates of list of states for SNPN is FFS.
***** Next change *****
[bookmark: _Toc20125250]5	Tables and Figures
Editor's note: updates for the MS operating in SNPN access mode are FFS.
Table 1: Effect of LR Outcomes on PLMN Registration
	Location Registration Task State
	Registration Status
	Registered PLMN is

	Updated
	Successful
	Indicated in the stored registration area identity

	Idle, No IMSI
	Unsuccessful
	No registered PLMN (3) (4)

	Roaming not allowed:
	
	

	a) PLMN not allowed
	Unsuccessful
	No registered PLMN (4)

	b) LA not allowed or TA not allowed
	Indeterminate(1)
	No registered PLMN 

	c) Roaming not allowed in this LA or Roaming not allowed in this TA
	Indeterminate (2)
	No registered PLMN (4)

	d) No suitable cells in location area or No suitable cells in tracking area
	Indeterminate (5)
	No registered PLMN 

	e) Not authorized for this CSG
	Indeterminate (6)
	No registered PLMN

	Not updated
	Unsuccessful
	No registered PLMN (4)

	
1)	The MS will perform a cell selection and will eventually either enter a different state when the registration status will be determined, or fail to be able to camp on a new cell, when registration status will be unsuccessful.
2)	The MS will select the HPLMN (if the EHPLMN list is not present or is empty) or an EHPLMN (if the EHPLMN list is present) if in automatic mode and will enter Automatic Network Selection Mode Procedure of subclause 4.4.3.1.1. If in manual mode, the MS will display the list of available PLMNs and follow the Manual Network Selection Mode Procedure of subclause 4.4.3.1.2 If the appropriate process does not result in registration, the MS will eventually enter the limited service state. 
3)	An MS may have different update states for GPRS and non-GPRS. A PLMN is registered when at least one of both update states is updated.
4)	The stored list of equivalent PLMNs is invalid and can be deleted.
5)	The MS will attempt registration on another LA or TA of the same PLMN, or equivalent PLMN if available.Otherwise it will enter either the Automatic Network Selection Mode procedure of subclause 4.4.3.1.1 or follow the Manual Network Selection Mode procedure of subclause 4.4.3.1.2. If the appropriate process does not result in registration, the MS will eventually enter the limited service state.
6)	The MS will attempt registration on another cell of the same PLMN, or equivalent PLMN if available.Otherwise it will enter either the Automatic Network Selection Mode procedure of subclause 4.4.3.1.1 or follow the Manual Network Selection Mode procedure of subclause 4.4.3.1.2. If the appropriate process does not result in registration, the MS will eventually enter the limited service state.

NOTE 1:	MSs capable of GPRS and non-GPRS services may have different registration status for GPRS and for non-GPRS.
NOTE 2:	The registered PLMN is determined by looking at the stored registration area identity and stored location registration status.




Table 2: LR Process States and Allowed Actions
	Location Registration
	New LR request when

	Normal Calls
	Paging responded

	Task State
	Changing Cell
	Changing registration area
	Changing PLMN
	Other
	Supported (1)
	to

	Null (4)
	No
	Yes
	Yes
	No
	No
	No

	Updated, (5)
	No
	Yes
	Yes
	(2)
	Yes
	Yes

	Idle, No IMSI (7)
	No
	No
	No
	No
	No
	No

	Roaming not allowed:
	
	
	
	
	
	

	a) Idle, PLMN not allowed
	No
	No
	Yes
	No
	No
	Optional if with IMSI

	b) Idle, LA not allowed or TA not allowed
	No
	Yes(6)
	Yes
	No
	No
	Optional if with IMSI

	c) Idle, Roaming not allowed in this LA or
Roaming not allowed in this TA
	No
	Yes(6,8)
	Yes
	No
	No
	Optional if with IMSI

	d) No suitable cells in location area or
No suitable cells in tracking area
	No
	Yes(6,8)
	Yes
	No
	No
	Optional if with IMSI

	e) Not authorized for this CSG
	No
	Yes (6,8)
	Yes
	No
	No
	Optional if with IMSI

	Not updated
	Yes
	Yes
	Yes
	(2)&(3)
	(3)
	Yes if with IMSI

	1):	Emergency calls may always be made, subject to access control permitting it.
2):	A new LR is made when the periodic registration timer expires.
3):	If a normal call request is made, an LR request is made. If successful the updated state is entered and the call may be made.
4):	The MS is in the null state from switch on until it has camped on a cell and either made an LR attempt or decided that no LR attempt is needed.
5):	In this state, IMSI detach is performed if the MS is deactivated and the BCCH indicates that IMSI attach/detach shall be used. An LR request indicating IMSI attach is performed if the MS is activated in the same registration area in which it was deactivated while being in this state.
6):	An MS shall not perform a new LR when the new routing area is part of an LA or TA contained in any of the lists "forbidden location areas for roaming", "forbidden tracking areas for roaming", "5GS forbidden tracking areas for roaming", "forbidden location areas for regional provision of service", "forbidden tracking areas for regional provision of service", "5GS forbidden tracking areas for regional provision of service" or the new cell is a CSG cell which is not part of any of the lists "Allowed CSG list", "Operator CSG list".
7):	The conditions in which the GPRS and/or non-GPRS registration status "Idle, No IMSI" is entered are specified in subclause 4.3.3. 
8): 	A MS shall perform a LR if it has entered a registration area whatever the registration area stored in the MS.








Figure 1: Overall Idle Mode process
The individual steps are the following (they are not necessarily executed in the number sequence):
(1) The PLMN selection mode is set (e.g. by the user via the user interface or by AT command).
(2) The list of available PLMNs is presented to the user, according to the rules given in subclause 4.4.3.1.2.
(3) In manual PLMN selection mode the user selects from the available PLMNs.
(4) If the MS supports CSGs, the list of available PLMNs and CSGs, together with an indication as to which of the available CSGs is in the Allowed or Operator CSG list, is presented to the user upon request. The detailed rules are defined in subclause 5.5.4 of 3GPP TS 22.220 [49].
(5) Only for MSs supporting CSGs: when camping on a cell, the available CSGs (with PLMN information) are conveyed to the CSG selection/restriction procedure (see subclause 3.1A).
(6) Only for MSs supporting CSGs: in manual CSG selection mode the user selects from the available CSGs.
(7) Only for MSs supporting CSGs: if the selected CSG is associated with the RPLMN, the MS performs selection of a cell belonging to this CSG.
(8) Only for MSs supporting CSGs: if the selected CSG is associated with a PLMN different from the RPLMN, the MS enters the PLMN selection process and performs the parts applicable after manual selection of a PLMN.
(9) After it has selected a PLMN, the MS performs selection of a cell belonging to this PLMN; this selection is additionally restricted by the selected CSG, if the PLMN selection was triggered by a manual CSG selection.
(10) After having selected a new cell and the registration area has changed, the MS shall enter the LR process (see figure 3).
(10a) A MS's CM requests may lead to a registration request.
(11) If the LR is not successful, and if the cause received from the network does not exclude the RPLMN, the MS performs another cell selection (i.e. cell re-selection) within the RPLMN.
(12) The information on available PLMNs, as detected by the cell selection process from detectable broadcast information, is made available to the PLMN selection process.
(13) If the LR is not successful, and if the cause received from the network excludes the RPLMN, the MS performs PLMN selection.
(14) The positive result of cell selection (suitable cell and in updated state, or in connected mode having been camped on a suitable cell) and location registration (updated, for MSs capable of services requiring registration) is indicated to the user.

Possible sequences of steps are e.g.:
1) 1 2  3  9  10  11 (manual PLMN selection, MS is not CSG capable)
2) 1  9  4  5  6  8  9  10  11 (automatic PLMN selection, MS is CSG capable, manual CSG selection);




Figure 2a: PLMN Selection State diagram (automatic mode)


Figure 2b: PLMN Selection State diagram (manual mode)




NOTE 1:	Whenever the MS goes to connected mode and then returns to idle mode again the MS selects appropriate state.
NOTE 2:	A MS capable of GPRS and non-GPRS services has two Task State machines one for GPRS and one for non-GPRS operation.

Figure 3: Location Registration Task State diagram
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