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	Reason for change:
	According to a current specification 24.501 a CAG only UE is allowed to select and make emergency call on a non-CAG cell. However, the UE behavior is not captured when an emergency serivces is released then the UE shall behave as a CAG only UE.
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	Specify that emergency serivces is released then the UE shall behave as a CAG only UE.
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	Unspecified UE behavior when the the emergency service is released. 
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[bookmark: _Toc20232471]4.14.3	Public network integrated non-public network
A public network integrated NPN is made available by means of e.g. dedicated DNNs or by one or more S-NSSAIs allocated for it. A CAG can be optionally used in order to prevent UEs not allowed to access a public network integrated NPN from accessing the public network integrated NPN. The key enablers for the CAG in the NAS layer are as follows;
a)	CAG selection (see 3GPP TS 23.122 [5]);
b)	provisioning of a "CAG information list" as specified in 3GPP TS 23.122 [5], from network to UE via the generic UE configuration update procedure; and
c)	When an emergency service is initiated (e.g. when the UE performs the initial registration for emergency services), the UE is allowed to access the 5GS via a non-CAG cells in a PLMN for whichwhere the UE hasreceived an "indication that the UE is only allowed to access 5GS via CAG cells" or via a CAG cell that is not included in the "Allowed CAG list" for the selected PLMN. The UE may initiate emergency services in a CAG cell even if the CAG ID is not part of "allowed CAG list". 
NOTE:	The emergency services for CAG only UE can be subject to local regulation.
The CAG information list stored in the UE is kept when the UE enters 5GMM-DEREGISTERED state. This CAG information list is deleted when the USIM is changed or removed.
Editor's note:	it is FFS whether the "CAG information list" needs to be stored in a non-volatile memory in the ME.

