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*** 1st Change ***

5.6.2.13
Type AfRoutingRequirement

Table 5.6.2.13-1: Definition of type AfRoutingRequirement

	Attribute name
	Data type
	P
	Cardinality
	Description
	Applicability

	appReloc
	boolean
	O
	0..1
	Indication of application relocation possibility. 
When it is included and set to "true", it indicates that the application cannot be relocated once a location of the application is selected by the 5GC. The default value is "false".
	InfluenceOnTrafficRouting

	routeToLocs
	array(RouteToLocation)
	O
	1..N
	A list of traffic routes to applications locations.
	InfluenceOnTrafficRouting

	spVal
	SpatialValidity
	O
	0..1
	Indicates where the traffic routing requirements apply. The absence of this attribute indicates no spatial restrictions.
	InfluenceOnTrafficRouting

	tempVals
	array(TemporalValidity)
	O
	1..N
	Indicates the time interval(s) during which the AF request is to be applied.
	InfluenceOnTrafficRouting

	upPathChgSub
	UpPathChgEvent
	O
	0..1
	Subscription to UP path management events.
	InfluenceOnTrafficRouting

	addrPreserInd
	boolean
	O
	0..1
	Indicates whether UE IP address should be preserved.

This attribute shall set to "true" if preserved, otherwise, set to "false".

Default value is false if omitted.
	AddrPreservation


*** 2nd Change ***

5.6.2.24
Type AfRoutingRequirementRm

This data type is defined in the same way as the "AfRoutingRequirement" data type, but:

-
with the OpenAPI "nullable: true" property; and

-
the removable attribute "spVal" is defined with the data type "SpatialValidityRm", and the removable attribute "tempVals" is defined as nullable in the OpenAPI.

Table 5.6.2.24-1: Definition of type AfRoutingRequirementRm

	Attribute name
	Data type
	P
	Cardinality
	Description
	Applicability

	appReloc
	boolean
	O
	0..1
	Indication of application relocation possibility. When it is set to "true", it indicates that the application cannot be relocated once a location of the application is selected by the 5GC.
	InfluenceOnTrafficRouting

	routeToLocs
	array(RouteToLocation)
	O
	1..N
	A list of traffic routes to applications locations.
	InfluenceOnTrafficRouting

	spVal
	SpatialValidityRm
	O
	0..1
	Indicates where the traffic routing requirements apply.
	InfluenceOnTrafficRouting

	tempVals
	array(TemporalValidity)
	O
	1..N
	Indicates the time interval(s) during which the AF request is to be applied.
	InfluenceOnTrafficRouting

	upPathChgSub
	UpPathChgEvent
	O
	0..1
	Subscription to UP path management events.
	InfluenceOnTrafficRouting

	addrPreserInd
	boolean
	O
	0..1
	Indicates whether UE IP address should be preserved.
	AddrPreservation


*** End of Changes ***

