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	Reason for change:
	For VPN numbers and certain short codes in local number format an interworking from the SIP From header field to the ISUP Generic Number parameter is not defined in TS 29.163.

However, there are scenarios (including mobile roaming) where such numbers will be transmitted. With the current interworking rules, this leads to massive problems and incorrect or no numbers at all being transmitted to the callee.

	
	

	Summary of change:
	A national operator option to interwork a non E.164 address received in SIP From header field to an ISUP Generic Number is introduced to TS 29.163.

Minor editorials are corrected as well.

	
	

	Consequences if not approved:
	In certain scenarios, an incorrect or no (additional) calling party number will be displayed at the callee.
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	Other comments:
	Interworking from a local ISUP Generic Number to SIP From header field is specified by CR #1070.
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[bookmark: _Toc509926716]1st change
[bookmark: _Toc20389745]7.2.3.1.2.7	Generic number
Table 6: Mapping of SIP from header field to BICC/ISUP generic number (additional calling party number) parameter (network option)
	SIP component
	Value
	BICC/ISUP parameter / field
	Value

	From header field

	name-addr or addr-spec 
	Generic number
Number Qualifier Indicator
	"additional calling party number"

	
	Nature of Address Indicator
	If CC encoded in the URI is equal to the CC of the country where MGCF is located AND the next BICC/ISUP node is located in the same country then
[bookmark: _GoBack]set to "national (significant) number" 
else set to "international number"

	
	National operator option for local numbers (NOTE 2):
Nature of Address Indicator
	Based on the received local number and phone-context set to "subscriber number" or "unknown". (NOTE 3)

	
	Number incomplete indicator
	"Complete" 

	
	Numbering Plan Indicator
	"ISDN/Telephony (E.164)"

	
	Screening indicator (NOTE 1)
	"user provided not verified"

	Addr-spec

	E.164 address (format "+" "CC" "NDC" + "SN") from the URI

	Address signal
	If NOA is "national (significant) number" then set to
"NDC" + "SN" 
If NOA is "international number" 
then set to "CC" + "NDC" + "SN"

	
	National operator option for local numbers (NOTE 2):
non E.164 address (NOTE 4)
	
	Use received non E.164 number to fill the Address signals.

	Privacy header field is not present
	
	APRI 
	"presentation allowed"

	Privacy header field (IETF RFC 3323 [40])
	priv-value
	APRI
	If the Privacy header field contains the value "user", the APRI shall be set to "presentation restricted". Otherwise, the APRI shall be set to "presentation allowed".

	NOTE 1:	As a network option, the MGCF may support "Calling number verification using signature verification and attestation information" feature as described in IETF RFC 8224 [153] and 3GPP TS 24.229 [9]. If the I-MGCF received a "verstat" tel URI parameter (defined in 3GPP TS 24.229 [9] clause 7.2A.20) in the From header filed the I-MGCF may map the "verstat" tel URI parameter to the Screening Indicator field as follows:
- the value "No-TN-Validation" to the value "user provided, not verified";
- the value "TN-Validation-Passed" to the value "user provided, verified and passed"; and
- the value "TN-Validation-Failed" to the value "user provided, verified and failed".
NOTE 2:	Local numbers can e.g. be national service numbers, business trunking numbers, or private numbers.
NOTE 3:	Mapping between phone-context values and "Nature of Address Indicator" values is provisioned in the MGCF. Setting the values of "Nature of Address Indicator" is dependent on local operator's policies.
NOTE 4:	A non E.164 address can either be present as a local number with a phone-context parameter in the user portion of a SIP URI with "user=phone" or as a local number with a phone-context parameter in a tel URI.
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