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********* First change *********
[bookmark: _Toc11342337]6.1.3.2.3.1	GET
This method shall support the URI query parameters specified in table 6.1.3.2.3.1-1.
Table 6.1.3.2.3.1-1: URI query parameters supported by the GET method on this resource 
	Name
	Data type
	P
	Cardinality
	Description

	pei
	Pei
	M
	1
	The PEI of the UE shall be included for equipment identify checking

	supi
	Supi
	O
	0..1
	The SUPI of the UE

	gpsi
	Gpsi
	O
	0..1
	The GPSI of the UE



This method shall support the request data structures specified in table 6.1.3.2.3.1-2 and the response data structures and response codes specified in table 6.1.3.2.3.1-3.
Table 6.1.3.2.3.1-2: Data structures supported by the GET Request Body on this resource 
	Data type
	P
	Cardinality
	Description

	n/a
	
	
	



Table 6.1.3.2.3.1-3: Data structures supported by the GET Response Body on this resource
	Data type
	P
	Cardinality
	Response
codes
	Description

	EirResponseData
	M
	1
	200 OK
	Upon success, a response body containing the Equipment Status shall be returned  


	ProblemDetails
	MO
	0..1
	404 Not Found
	The equipment identify checking has failed.
The "cause" attribute shall be set to the following application error: The "cause" attribute may be used to indicate one of the following application errors:
- ERROR_EQUIPMENT_UNKNOWN
See table 6.1.5.3-1 for the description of this error.



********* Hey, I am done *********

