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* * * First Change * * * *
6.1.3.2.2	Resource Definition
Resource URI: {apiRoot}/nudm-sdm/{apiVersion}/{supi}/nssai
This resource shall support the resource URI variables defined in table 6.1.3.2.2-1.
Table 6.1.3.2.2-1: Resource URI variables for this resource
	Name
	Definition

	apiRoot
	See clause 6.1.1

	apiVersion
	See clause 6.1.1

	supi
	Represents the Subscription Permanent Identifier (see 3GPP TS 23.501 [2] clause 5.9.2)
	pattern: See pattern of type Supi in 3GPP TS 29.571 [7]"(imsi-[0-9]{5,15}|nai-.+|.+)"



[bookmark: _Toc11338478][bookmark: _Toc27585110]* * * Next Change * * * *
[bookmark: _Toc11338482][bookmark: _Toc27585114]6.1.3.3.2	Resource Definition
Resource URI: {apiRoot}/nudm-sdm/{apiVersion}/{supi}/sdm-subscriptions
This resource shall support the resource URI variables defined in table 6.1.3.3.2-1.
Table 6.1.3.3.2-1: Resource URI variables for this resource
	Name
	Definition

	apiRoot
	See clause 6.1.1

	apiVersion
	See clause 6.1.1

	supi
	Represents the Subscription Permanent Identifier (see 3GPP TS 23.501 [2] clause 5.9.2)
	pattern: See pattern of type Supi in 3GPP TS 29.571 [7]"(imsi-[0-9]{5,15}|nai-.+|.+)"



[bookmark: _Toc11338483][bookmark: _Toc27585115]* * * Next Change * * * *
[bookmark: _Toc11338487][bookmark: _Toc27585119]6.1.3.4.2	Resource Definition
Resource URI: {apiRoot}/nudm-sdm/{apiVersion}/{supi}/sdm-subscriptions/{subscriptionId}
This resource shall support the resource URI variables defined in table 6.1.3.4.2-1.
Table 6.1.3.4.2-1: Resource URI variables for this resource
	Name
	Definition

	apiRoot
	See clause 6.1.1

	apiVersion
	See clause 6.1.1

	supi
	Represents the Subscription Permanent Identifier (see 3GPP TS 23.501 [2] clause 5.9.2)
	pattern: See pattern of type Supi in 3GPP TS 29.571 [7]"(imsi-[0-9]{5,15}|nai-.+|.+)"

	subscriptionId
	The subscriptionId identifies an individual subscription to notifications.



[bookmark: _Toc11338488][bookmark: _Toc27585120]* * * Next Change * * * *
[bookmark: _Toc11338493][bookmark: _Toc27585125]6.1.3.5.2	Resource Definition
Resource URI: {apiRoot}/nudm-sdm/{apiVersion}/{supi}/am-data
This resource shall support the resource URI variables defined in table 6.1.3.5.2-1.
Table 6.1.3.5.2-1: Resource URI variables for this resource
	Name
	Definition

	apiRoot
	See clause 6.1.1

	apiVersion
	See clause 6.1.1

	supi
	Represents the Subscription Permanent Identifier (see 3GPP TS 23.501 [2] clause 5.9.2)
	pattern: See pattern of type Supi in 3GPP TS 29.571 [7]"(imsi-[0-9]{5,15}|nai-.+|.+)"



[bookmark: _Toc11338494][bookmark: _Toc27585126]* * * Next Change * * * *
[bookmark: _Toc11338498][bookmark: _Toc27585130]6.1.3.6.2	Resource Definition
Resource URI: {apiRoot}/nudm-sdm/{apiVersion}/{supi}/smf-select-data
This resource shall support the resource URI variables defined in table 6.1.3.6.2-1.
Table 6.1.3.6.2-1: Resource URI variables for this resource
	Name
	Definition

	apiRoot
	See clause 6.1.1

	apiVersion
	See clause 6.1.1

	supi
	Represents the Subscription Permanent Identifier (see 3GPP TS 23.501 [2] clause 5.9.2)
	pattern: See pattern of type Supi in 3GPP TS 29.571 [7]"(imsi-[0-9]{5,15}|nai-.+|.+)"



[bookmark: _Toc11338499][bookmark: _Toc27585131]* * * Next Change * * * *
[bookmark: _Toc11338503][bookmark: _Toc27585135]6.1.3.7.2	Resource Definition
Resource URI: {apiRoot}/nudm-sdm/{apiVersion}/{supi}/ue-context-in-smf-data
This resource shall support the resource URI variables defined in table 6.1.3.7.2-1.
Table 6.1.3.7.2-1: Resource URI variables for this resource
	Name
	Definition

	apiRoot
	See clause 6.1.1

	apiVersion
	See clause 6.1.1

	supi
	Represents the Subscription Permanent Identifier (see 3GPP TS 23.501 [2] clause 5.9.2)
	pattern: See pattern of type Supi in 3GPP TS 29.571 [7]"(imsi-[0-9]{5,15}|nai-.+|.+)"



[bookmark: _Toc11338504][bookmark: _Toc27585136]* * * Next Change * * * *
[bookmark: _Toc11338508][bookmark: _Toc27585140]6.1.3.8.2	Resource Definition
Resource URI: {apiRoot}/nudm-sdm/{apiVersion}/{supi}/sm-data
This resource shall support the resource URI variables defined in table 6.1.3.8.2-1.
Table 6.1.3.8.2-1: Resource URI variables for this resource
	Name
	Definition

	apiRoot
	See clause 6.1.1

	apiVersion
	See clause 6.1.1

	supi
	Represents the Subscription Permanent Identifier (see 3GPP TS 23.501 [2] clause 5.9.2)
	pattern: See pattern of type Supi in 3GPP TS 29.571 [7]"(imsi-[0-9]{5,15}|nai-.+|.+)"



[bookmark: _Toc11338509][bookmark: _Toc27585141]* * * Next Change * * * *
[bookmark: _Toc11338513][bookmark: _Toc27585145]6.1.3.9.2	Resource Definition
Resource URI: {apiRoot}/nudm-sdm/{apiVersion}/{supi}/sms-data
This resource shall support the resource URI variables defined in table 6.1.3.9.2-1.
Table 6.1.3.9.2-1: Resource URI variables for this resource
	Name
	Definition

	apiRoot
	See clause 6.1.1

	apiVersion
	See clause 6.1.1

	supi
	Represents the Subscription Permanent Identifier (see 3GPP TS 23.501 [2] clause 5.9.2)
	pattern: See pattern of type Supi in 3GPP TS 29.571 [7]"(imsi-[0-9]{5,15}|nai-.+|.+)"



[bookmark: _Toc11338514][bookmark: _Toc27585146]* * * Next Change * * * *
[bookmark: _Toc11338518][bookmark: _Toc27585150]6.1.3.10.2	Resource Definition
Resource URI: {apiRoot}/nudm-sdm/{apiVersion}/{supi}/sms-mng-data
This resource shall support the resource URI variables defined in table 6.1.3.10.2-1.
Table 6.1.3.10.2-1: Resource URI variables for this resource
	Name
	Definition

	apiRoot
	See clause 6.1.1

	apiVersion
	See clause 6.1.1

	supi
	Represents the Subscription Permanent Identifier (see 3GPP TS 23.501 [2] clause 5.9.2)
	pattern: See pattern of type Supi in 3GPP TS 29.571 [7]"(imsi-[0-9]{5,15}|nai-.+|.+)"



[bookmark: _Toc11338519][bookmark: _Toc27585151]* * * Next Change * * * *
[bookmark: _Toc11338523][bookmark: _Toc27585155]6.1.3.11.2	Resource Definition
Resource URI: {apiRoot}/nudm-sdm/{apiVersion}/{supi}
This resource shall support the resource URI variables defined in table 6.1.3.11.2-1.
Table 6.1.3.11.2-1: Resource URI variables for this resource
	Name
	Definition

	apiRoot
	See clause 6.1.1

	apiVersion
	See clause 6.1.1

	supi
	Represents the Subscription Permanent Identifier (see 3GPP TS 23.501 [2] clause 5.9.2)
	pattern: See pattern of type Supi in 3GPP TS 29.571 [7]"(imsi-[0-9]{5,15}|nai-.+)"



[bookmark: _Toc11338524][bookmark: _Toc27585156]* * * Next Change * * * *
[bookmark: _Toc11338528][bookmark: _Toc27585160]6.1.3.12.2	Resource Definition
Resource URI: {apiRoot}/nudm-sdm/{apiVersion}/{ueId}/id-translation-result
This resource shall support the resource URI variables defined in table 6.1.3.12.2-1.
Table 6.1.3.12.2-1: Resource URI variables for this resource
	Name
	Definition

	apiRoot
	See clause 6.1.1

	apiVersion
	See clause 6.1.1

	ueId
	Represents the Generic Public Subscription Identifier (see 3GPP TS 23.501 [2] clause 5.9.8) or Subscription Permanent Identifier (see 3GPP TS 23.501 [2] clause 5.9.2)
	pattern: See pattern of type VarUeId in 3GPP TS 29.571 [7]"^(imsi-[0-9]{5,15}|nai-.+|msisdn-[0-9]{5,15}|extid-[^@]+@[^@]+|.+)$"



[bookmark: _Toc11338529][bookmark: _Toc27585161]* * * Next Change * * * *
[bookmark: _Toc11338533][bookmark: _Toc27585165]6.1.3.13.2	Resource Definition
Resource URI: {apiRoot}/nudm-sdm/{apiVersion}/{supi}/am-data/sor-ack
This resource shall support the resource URI variables defined in table 6.1.3.13.2-1.
Table 6.1.3.13.2-1: Resource URI variables for this resource
	Name
	Definition

	apiRoot
	See clause 6.1.1

	apiVersion
	See clause 6.1.1

	supi
	Represents the Subscription Permanent Identifier (see 3GPP TS 23.501 [2] clause 5.9.2)
	pattern: See pattern of type Supi in 3GPP TS 29.571 [7]"(imsi-[0-9]{5,15}|nai-.+|.+)"



[bookmark: _Toc11338534][bookmark: _Toc27585166]* * * Next Change * * * *
[bookmark: _Toc11338538][bookmark: _Toc27585170]6.1.3.14.2	Resource Definition
Resource URI: {apiRoot}/nudm-sdm/{apiVersion}/{supi}/trace-data
This resource shall support the resource URI variables defined in table 6.1.3.14.2-1.
Table 6.1.3.14.2-1: Resource URI variables for this resource
	Name
	Definition

	apiRoot
	See clause 6.1.1

	apiVersion
	See clause 6.1.1

	supi
	Represents the Subscription Permanent Identifier (see 3GPP TS 23.501 [2] clause 5.9.2)
	pattern: See pattern of type Supi in 3GPP TS 29.571 [7]"(imsi-[0-9]{5,15}|nai-.+|.+)"



[bookmark: _Toc11338539][bookmark: _Toc27585171]* * * Next Change * * * *
[bookmark: _Toc11338559][bookmark: _Toc27585191]6.1.3.18.2	Resource Definition
Resource URI: {apiRoot}/nudm-sdm/{apiVersion}/{supi}/ue-context-in-smsf-data
This resource shall support the resource URI variables defined in table 6.1.3.18.2-1.
Table 6.1.3.18.2-1: Resource URI variables for this resource
	Name
	Definition

	apiRoot
	See clause 6.1.1

	apiVersion
	See clause 6.1.1

	supi
	Represents the Subscription Permanent Identifier (see 3GPP TS 23.501 [2] clause 5.9.2)
	pattern: See pattern of type Supi in 3GPP TS 29.571 [7]"(imsi-[0-9]{5,15}|nai-.+|.+)"



[bookmark: _Toc11338560][bookmark: _Toc27585192]* * * Next Change * * * *
[bookmark: _Toc11338564][bookmark: _Toc27585196]6.1.3.19.2	Resource Definition
Resource URI: {apiRoot}/nudm-sdm/{apiVersion}/{supi}/am-data/upu-ack
This resource shall support the resource URI variables defined in table 6.1.3.19.2-1.
Table 6.1.3.19.2-1: Resource URI variables for this resource
	Name
	Definition

	apiRoot
	See clause 6.1.1

	apiVersion
	See clause 6.1.1

	supi
	Represents the Subscription Permanent Identifier (see 3GPP TS 23.501 [2] clause 5.9.2)
	pattern: See pattern of type Supi in 3GPP TS 29.571 [7]"(imsi-[0-9]{5,15}|nai-.+|.+)"



[bookmark: _Toc11338565][bookmark: _Toc27585197]* * * Next Change * * * *
[bookmark: _Toc27585206][bookmark: _Toc11338572]6.1.3.21.2	Resource Definition
Resource URI: {apiRoot}/nudm-sdm/{apiVersion}/{supi}/am-data/subscribed-snssais-ack
This resource shall support the resource URI variables defined in table 6.1.3.21.2-1.
Table 6.1.3.21.2-1: Resource URI variables for this resource
	Name
	Definition

	apiRoot
	See clause 6.1.1

	apiVersion
	See clause 6.1.1

	supi
	Represents the Subscription Permanent Identifier (see 3GPP TS 23.501 [2] clause 5.9.2)
	pattern: See pattern of type Supi in 3GPP TS 29.571 [7]"(imsi-[0-9]{5,15}|nai-.+|.+)"



[bookmark: _Toc27585207]* * * Next Change * * * *
[bookmark: _Toc27585211]6.1.3.22.2	Resource Definition
Resource URI: {apiRoot}/nudm-sdm/{apiVersion}/{supi}/am-data/cag-ack
This resource shall support the resource URI variables defined in table 6.1.3.22.2-1.
Table 6.1.3.22.2-1: Resource URI variables for this resource
	Name
	Definition

	apiRoot
	See clause 6.1.1

	apiVersion
	See clause 6.1.1

	supi
	Represents the Subscription Permanent Identifier (see 3GPP TS 23.501 [2] clause 5.9.2)
	pattern: See pattern of type Supi in 3GPP TS 29.571 [7]"(imsi-[0-9]{5,15}|nai-.+|.+)"



[bookmark: _Toc27585212]* * * Next Change * * * *
[bookmark: _Toc27585216]6.1.3.23.2	Resource Definition
Resource URI: {apiRoot}/nudm-sdm/{apiVersion}/{supi}/lcs-privacy-data
This resource shall support the resource URI variables defined in table 6.1.3.23.2-1.
Table 6.1.3.23.2-1: Resource URI variables for this resource
	Name
	Definition

	apiRoot
	See clause 6.1.1

	apiVersion
	See clause 6.1.1

	supi
	Represents the Subscription Permanent Identifier (see 3GPP TS 23.501 [2] clause 5.9.2)
	pattern: See pattern of type Supi in 3GPP TS 29.571 [7]"(imsi-[0-9]{5,15}|nai-.+|.+)"



[bookmark: _Toc27585217]* * * Next Change * * * *
[bookmark: _Toc27585221]6.1.3.24.2	Resource Definition
Resource URI: {apiRoot}/nudm-sdm/{apiVersion}/{supi}/lcs-mo-data
This resource shall support the resource URI variables defined in table 6.1.3.24.2-1.
Table 6.1.3.24.2-1: Resource URI variables for this resource
	Name
	Definition

	apiRoot
	See clause 6.1.1

	apiVersion
	See clause 6.1.1

	supi
	Represents the Subscription Permanent Identifier (see 3GPP TS 23.501 [2] clause 5.9.2)
	pattern: See pattern of type Supi in 3GPP TS 29.571 [7]"(imsi-[0-9]{5,15}|nai-.+|.+)"



[bookmark: _Toc27585222]* * * Next Change * * * *
[bookmark: _Toc11338641][bookmark: _Toc27585316]6.2.3.2.2	Resource Definition
Resource URI: {apiRoot}/nudm-uecm/v1/{ueId}/registrations/amf-3gpp-access 
This resource shall support the resource URI variables defined in table 6.2.3.2.2-1.
Table 6.2.3.2.2-1: Resource URI variables for this resource
	Name
	Definition

	apiRoot
	See clause 6.2.1

	ueId
	Represents the Subscription Identifier SUPI or GPSI (see 3GPP TS 23.501 [2] clause 5.9.2) 
SUPI (i.e. imsi or nai or gli or gci) is used with the PUT and PATCH methods; SUPI (i.e. imsi or nai) or GPSI (i.e. msisdn or extid) is used with the GET method.
	pattern: See pattern of type VarUeId in 3GPP TS 29.571 [7]"(imsi-[0-9]{5,15}|nai-.+|msisdn-[0-9]{5,15}|extid-[^@]+@[^@]+|.+)"



[bookmark: _Toc11338642][bookmark: _Toc27585317]* * * Next Change * * * *
[bookmark: _Toc11338648][bookmark: _Toc27585323]6.2.3.3.2	Resource Definition
Resource URI: {apiRoot}/nudm-uecm/v1/{ueId}/registrations/amf-non-3gpp-access/
This resource shall support the resource URI variables defined in table 6.2.3.3.2-1.
Table 6.2.3.3.2-1: Resource URI variables for this resource
	Name
	Definition

	apiRoot
	See clause 6.2.1

	ueId
	Represents the Subscription Identifier SUPI or GPSI (see 3GPP TS 23.501 [2] clause 5.9.2) 
SUPI (i.e. imsi or nai or gli or gci) is used with the PUT and PATCH methods; SUPI (i.e. imsi or nai) or GPSI (i.e. msisdn or extid) is used with the GET method.
	pattern: See pattern of type VarUeId in 3GPP TS 29.571 [7]"(imsi-[0-9]{5,15}|nai-.+|msisdn-[0-9]{5,15}|extid-[^@]+@[^@]+|.+)"



[bookmark: _Toc11338649][bookmark: _Toc27585324]* * * Next Change * * * *
[bookmark: _Toc11338655][bookmark: _Toc27585330]6.2.3.4.2	Resource Definition
Resource URI: {apiRoot}/nudm-uecm/v1/{ueId}/registrations/smf-registrations
This resource shall support the resource URI variables defined in table 6.2.3.4.2-1.
Table 6.2.3.4.2-1: Resource URI variables for this resource
	Name
	Definition

	apiRoot
	See clause 6.4.1

	ueId
	Represents the Subscription Identifier SUPI or GPSI (see 3GPP TS 23.501 [2] clause 5.9.2)
	pattern: See pattern of type VarUeId in 3GPP TS 29.571 [7]"^(imsi-[0-9]{5,15}|nai-.+|msisdn-[0-9]{5,15}|extid-[^@]+@[^@]+|.+)$"



[bookmark: _Toc11338656][bookmark: _Toc27585331]* * * Next Change * * * *
[bookmark: _Toc11338658][bookmark: _Toc27585334]6.2.3.5.1	Resource Definition
Resource URI: {apiRoot}/nudm-uecm/v1/{ueId}/registrations/smf-registrations/{pduSessionId}
This resource shall support the resource URI variables defined in table 6.2.3.5.1-1.
Table 6.2.3.5.1-1: Resource URI variables for this resource
	Name
	Definition

	apiRoot
	See clause 6.1.1

	ueId
	Represents the Subscription Identifier (see 3GPP TS 23.501 [2] clause 5.9.2)
SUPI (i.e. imsi or nai or gli or gci) is used with the PUT, DELETE and PATCH methods;
	pattern: See pattern of type VarUeId in 3GPP TS 29.571 [7]"(imsi-[0-9]{5,15}|nai-.+|msisdn-[0-9]{5,15}|extid-[^@]+@[^@]+|.+)"

	pduSessionId
	The pduSessionId identifies an individual SMF registration. 



[bookmark: _Toc11338659][bookmark: _Toc27585335]* * * Next Change * * * *
[bookmark: _Toc11338664][bookmark: _Toc27585340]6.2.3.6.2	Resource Definition
Resource URI: {apiRoot}/nudm-uecm/v1/{ueId}/registrations/smsf-3gpp-access 
This resource shall support the resource URI variables defined in table 6.2.3.6.2-1.
Table 6.2.3.6.2-1: Resource URI variables for this resource
	Name
	Definition

	apiRoot
	See clause 6.2.1

	ueId
	Represents the Subscription Identifier SUPI or GPSI (see 3GPP TS 23.501 [2] clause 5.9.2) 
SUPI (i.e. imsi or nai or gli or gci) is used with the PUT, DELETE and PATCH methods; GPSI (i.e. msisdn or extid) is used with the GET method.
	pattern: See pattern of type VarUeId in 3GPP TS 29.571 [7]"(imsi-[0-9]{5,15}|nai-.+|msisdn-[0-9]{5,15}|extid-[^@]+@[^@]+|.+)"



[bookmark: _Toc11338665][bookmark: _Toc27585341]* * * Next Change * * * *
[bookmark: _Toc11338671][bookmark: _Toc27585347]6.2.3.7.2	Resource Definition
Resource URI: {apiRoot}/nudm-uecm/v1/{ueId}/registrations/smsf-non-3gpp-access 
This resource shall support the resource URI variables defined in table 6.2.3.7.2-1.
Table 6.2.3.7.2-1: Resource URI variables for this resource
	Name
	Definition

	apiRoot
	See clause 6.2.1

	ueId
	Represents the Subscription Identifier SUPI or GPSI (see 3GPP TS 23.501 [2] clause 5.9.2) 
SUPI (i.e. imsi or nai or gli or gci) is used with the PUT, DELETE and PATCH methods; GPSI (i.e. msisdn or extid) is used with the GET method.
	pattern: See pattern of type VarUeId in 3GPP TS 29.571 [7]"(imsi-[0-9]{5,15}|nai-.+|msisdn-[0-9]{5,15}|extid-[^@]+@[^@]+|.+)"



[bookmark: _Toc11338672][bookmark: _Toc27585348]* * * Next Change * * * *
[bookmark: _Toc11338719][bookmark: _Toc27585401]6.3.3.2.2	Resource Definition
Resource URI: {apiRoot}/nudm-ueau/v1/{supiOrSuci}/security-information
This resource shall support the resource URI variables defined in table 6.3.3.2.2-1.
Table 6.3.3.2.2-1: Resource URI variables for this resource
	Name
	Definition

	apiRoot
	See clause 6.3.1

	supiOrSuci
	Represents the Subscription Permanent Identifier (see 3GPP TS 23.501 [2] clause 5.9.2), or Subscription Concealed Identifier (see 3GPP TS 23.003 [8]).

Pattern: See pattern of type SupiOrSuci in 3gpp TS 29.571 [7]"^(imsi-[0-9]{5,15}|nai-.+|suci-(0-[0-9]{3}-[0-9]{2,3}|[1-7]-.+)-[0-9]{1,4}-(0-0-.+|[a-fA-F1-9]-([1-9]|[1-9][0-9]|1[0-9]{2}|2[0-4][0-9]|25[0-5])-[a-fA-F0-9]+)|.+)$"

(See NOTE 1, NOTE 2).

	NOTE 1:	The format for SUCI, when the corresponding SUPI is NAI-based, contains a realm that may include a "minus" character ("-"), which is also used as field separator. Given that the NAI and its realm shall conform to IETF RFC 7542 [29], the regular expression defined here allows for non-ambiguous matching of the different fields of the SUCI, even when the realm contains the "minus" character. 
NOTE 2:	When the SUCI corresponds to a SUPI of type IMSI, and the Null protection scheme is used, the MSIN of the IMSI (which is formatted by the UE and sent over the NAS protocol as Binary Coded Decimal, BCD) shall be formatted in the SUCI as an UTF-8 string containing all decimal digits of the MSIN; see Annex C for SUCI encoding examples.
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[bookmark: _Toc11338728][bookmark: _Toc27585410]6.3.3.3.2	Resource Definition
Resource URI: {apiRoot}/nudm-ueau/v1/{supi}/auth-events
This resource shall support the resource URI variables defined in table 6.3.3.3.2-1.
Table 6.3.3.3.2-1: Resource URI variables for this resource
	Name
	Definition

	apiRoot
	See clause 6.3.1

	supi
	Represents the Subscription Permanent Identifier (see 3GPP TS 23.501 [2] clause 5.9.2)
	pattern: See pattern of type Supi in 3GPP TS 29.571 [7]"(imsi-[0-9]{5,15}|nai-.+|.+)"
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[bookmark: _Toc11338017][bookmark: _Toc27585622][bookmark: _Toc11338876]6.7.3.2.2	Resource Definition
Resource URI: {apiRoot}/nudm-mt/<apiVersion>/{supi}/tads-info
This resource shall support the resource URI variables defined in table 6.7.3.2.2-1.
Table 6.7.3.2.2-1: Resource URI variables for this resource
	Name
	Definition

	apiRoot
	See clause 6.7.1

	supi
	Represents the Subscription Permanent Identifier (see 3GPP TS 23.501 [2] clause 5.9.2)
	pattern: See pattern of type Supi in 3GPP TS 29.571 [7]"(imsi-[0-9]{5,15}|nai-.+|.+)"
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[bookmark: _Toc27585641][bookmark: _Toc11338880][bookmark: _Hlk9329729][bookmark: historyclause]A.4	Nudm_UEAU API
openapi: 3.0.0

*****************text not shown for clarity*****************

paths:
  /{supiOrSuci}/security-information/generate-auth-data:
    post:
      summary: Generate authentication data for the UE
      operationId: GenerateAuthData
      tags:
        - Generate Auth Data
      parameters:
        - name: supiOrSuci
          in: path
          description: SUPI or SUCI of the user
          required: true
          schema:
            $ref: 'TS29571_CommonData.yaml#/components/schemas/SupiOrSuci'

*****************text not shown for clarity*****************


    SupiOrSuci:
      type: string
      pattern: '^(imsi-[0-9]{5,15}|nai-.+|suci-(0-[0-9]{3}-[0-9]{2,3}|[1-7]-.+)-[0-9]{1,4}-(0-0-.+|[a-fA-F1-9]-([1-9]|[1-9][0-9]|1[0-9]{2}|2[0-4][0-9]|25[0-5])-[a-fA-F0-9]+)|.+)$'


*****************text not shown for clarity*****************


[bookmark: _Toc11338881][bookmark: _Toc27585642][bookmark: _Hlk9329844]* * * Next Change * * * *
[bookmark: _Toc11338885][bookmark: _Toc27585647]Annex C (informative):
SUCI encoding
The structure of the Subscription Concealed Identifier (SUCI) is defined in 3GPP TS 23.003 [8].
When SUCI needs to be sent as a character string (e.g. as a string in a JSON payload of any of the service operations defined in the APIs defined in this specification), the SUCI is composed as an UTF-8 character string, where the different components are separated by the "minus" character "-" (UTF-8 0x2D).
These components shall be formatted as follows:
1)	SUPI Type: a single decimal digit, from 0 to 7, formatted as a single UTF-8 character (UTF-8 0x30 to 0x37)
2)	Home Network Identifier. 
When the SUPI Type is an IMSI, the Home Network Identifier consists on 2 components: MCC and MNC, separated by the "minus" character; these components are formatted as a string of 3 characters for MCC and a string of 2 or 3 characters for MNC (UTF-8 0x30 to 0x39).
When the SUPI type is a Network Specific Identifier, Global Line Identifier (GLI) or Global Cable Identifier (GCI) the Home Network Identifier consists of a string of characters with a variable length, formatted as an UTF-8 character string.
3)	Routing Indicator, consisting of 1 to 4 decimal digits formatted as a string of 1 to 4 characters (UTF-8 0x30 to 0x39). 
4)	Protection Scheme Identifier, consisting in a value in the range of 0 to 15, representing a single hexadecimal digit, formatted as a single UTF-8 character (UTF-8 0x30 to 0x39, or 0x41 to 0x46, or 0x61 to 0x66).
5)	Home Network Public Key Identifier, consisting in a value in the range 0 to 255, formatted as a sequence of 1 to 3 decimal digits, formatted of 1 to 3 UTF-8 characters (UTF-8 0x30 to 0x39).
6)	Scheme Output, consisting of a string of UTF-8 characters with a variable length, or a sequence of hexadecimal digits, dependent on the used protection scheme. It represents the output of a public key protection scheme specified in Annex C of 3GPP TS 33.501 [6] or the output of a protection scheme specified by the HPLMN. 

EXAMPLES:
-	SUPI is IMSI-based; MCC=123, MNC=45, MSIN: 0123456789
SUPI type: 0 (IMSI)
Routing Identifier: 012
Protection Scheme: 0 (NULL scheme)
Home Network Public Key Identifier: 0
Scheme output = MSIN (cleartext)
SUCI UTF-8 string:
"0-123-45-012-0-0-0123456789"

NOTE:	According to 3GPP TS 33.501 [6] (see annex C.2) the NULL scheme returns the same output as the input (i.e. MSIN in this example), which can be packed BCD coded. However, when formatted as character string in JSON, the scheme output is expected to be reformatted from packed BCD (5 octets in this example) to a sequence of decimal digits in UTF-8 (10 characters in this example).
-	SUPI is IMSI-based, MCC=123, MNC=45, MSIN: 9876543210 (coded as 10 hexadecimal digits using 5 octets packed BCD coding: 89, 67, 45, 23, 01)
SUPI type: 0 (IMSI)
Routing Identifier: 0002
Protection Scheme: 1 (Profile A)
Home Network Public Key Identifier: 17
[bookmark: _Hlk529822776]Scheme output = ECC ephemeral public key (32 octets, first bolded part below) + Encrypted MSIN (where MSIN has 10 digits i.e. 5 octets coded as hexadecimal digits using packed BCD coding, italic part below) + MAC tag (8 octets, last bolded part below) = 50 octets = 100 hexadecimal characters (NOTE: the encrypted content below is fictitious).
SUCI UTF-8 string:
"0-123-45-0002-1-17-e9b9916c911f448d8792e6b2f387f85d3ecab9040049427d9edbb5431b0bc711023be6a057b45d936238aebeb7"

-	SUPI is NAI-based, SUPI = alice@example.com
SUPI type = 1 (Network Specific Identifier)
Routing Identifier: 84
Protection Scheme: 2 (Profile B)
Home Network Public Key Identifier: 250
Scheme output = ECC ephemeral public key (33 octets, first bolded part below) + Encrypted username of NAI (5 octets, italic part below) + MAC tag (8 octets, last bolded part below) = 46 octets = 92 hexadecimal characters (NOTE: the encrypted content below is fictitious)
SUCI UTF-8 string: 
"1-example.com-84-2-250-e9b9916c911f448d8792e6b2f387f85d3ecab9040049427d9edbb5431b0bc71195023be6a057b45d936238aebeb7"

-	SUPI is NAI-based; SUPI = 00-00-5E-00-53-00@operator.com
SUPI type: 3 (GCI)
Routing Identifier: 012
Protection Scheme: 0 (NULL scheme)
Home Network Public Key Identifier: 0
Scheme output = 00-00-5E-00-53-00 (cleartext)
SUCI UTF-8 string:
"3-operator.com-012-0-0-00-00-5E-00-53-00"


* * * End Of Change * * * *
3GPP
